OFFICIAL NEWSLETTER OF THE ROCKY MOUNTAIN TRIUMPH CLUB

The end of the year - I celebrate December by
sharing my ‘frosted four’ with you. From the
Conclave to an intimate wine tasting, from
the Mid Week drive to the Club Car Showgreat times were had with great people and
their great cars. I enjoyed documenting the
club’s events and thank everyone who helped
me make it happen.
New board members are elected, the holiday
party is upon us, and the (thin) blanket of
snow on display here says it’s time to put our
babies away for a winter slumber and start
thinking of great drives to share next season!
Merry Christmas. EM

IMPORTANT NOTICE REGARDING HOLIDAY PARTY/BANQUET
Due to the fact that this is a catered event and we need accurate numbers,
EVERYONE who wants to attend, needs to RSVP no later than December 12, 2015.
If you are mailing a check to the RMTC PO Box, please contact Debbie Bosler
(dbosler50@gmail.com), Sharon Robinson (thepickledbrit@gmail.com) or Liz Reed
(bradlizreed@outlook.com) so that you can be added to the attendee list. Thank you
Annual Holiday Banquet/Awards Ceremony - December 19th, 2015 6:00pm RSVP soon!
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Treasurer Ralph Malewska
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Sean DeBow
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Dave Bosh
Lois Lynch
Marti Lindberg
Rod Tomkins
John Layman
Fred Wedelken
Dennis Shary
Dave Bayne
Gil Hedgecock
Bob Arnio
Michelle Scott
Sean DeBow
Kevin Nadeau

“The PM’s Corner”
By David Bosh
With December’s cold weather and my
knee healing, I have NOT been driving
my Triumph lately. I do want to thank
everyone that visited me in the hospital as
well as those who sent cards- it really
made me feel good and I do appreciate
your kind gestures.
Elections are over and the results for the
2016 Board listed in the newsletter. I wish to thank everyone that helped this past
year to make our club a resounding success.
The club Holiday party on the nineteenth will be a catered event with
Maggiano’s serving an all-Inclusive banquet for our member’s enjoyment. If you
wish to have adult refreshments that will be up to you to furnish. So get your
schedule in order, and come on down and have a great time. Go to our website
and purchase your tickets in the store section. Or send your purchase to our
Treasurer so he can get you on the books’ Please remember to RSVP by
12/12/2015.
In closing I want to wish every RMTC member a Merry Christmas and a Happy
New Year. Remember to enjoy these days with your family and friends.
Happy Holidays,
David

There ya go! See you soon !
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Wally Gamble
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Jim Elbe
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Bob Becwar
GT6
Andy DeVisscher
TR6
Andy DeVisscher
TR7
Terry Hughes
TR8
Ken Kalin
Spitfire
Bob Mott
Electrical
Gordon Kenney
General
Bob Klie
Colorado Springs
Jim Elbe

Board Meetings are held on the
1st Monday evening
of each month at Hacienda Colorado,
on Colorado Boulevard at Mexico
in Denver. Dinner at 6pm, meeting
begins at 7pm; all members are
welcome.

General Membership Meetings are held on
the 3rd Tuesday of the month at Piccolo’s
restaurant. We begin gathering at 6pm for
drinks and dinner and start the meeting at
7pm. We present a program and conclude with
a raffle around 8:30.
Piccolo’s is located at 3562 S. Monaco Parkway
(one block east of I-25 and one block south of
Hampden). In January, June and December,
the meeting is held elsewhere as part of some
other club event.

The Rocky Mountain Triumph Club LLC is devoted to the use, preservation and enjoyment of
Triumph automobiles and is a chapter of the Vintage Triumph Register. Most members are from
the Denver area and adjoining states. We promote “family” memberships, welcoming spouses
and children to all club activities.
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CLUB EVENTS 2016
J ANUARY

FEB RUARY

MARCH

Mon 4th Boa rd Me e ting

Mon 1st Boa rd Me e ting

Mon 7th Boa rd Me e ting

Tue 19th Ge ne ra l Me e ting

Tue 16th Ge ne ra l Me e ting

Tue 15th Ge ne ra l Me e ting

AP RIL

MAY

J UNE

Mon 4th Boa rd Me e ting

Mon 2nd Board Meeting

Mon 6th Boa rd Me e ting

Tue 19st Ge ne ra l Me e ting

Tue 17th Ge ne ra l Me e ting

TBD Fa the r' s Da y Picnic

TBD S p ring Ca r S how

J ULY

AUGUS T

S EP TEMB ER

Mon 4th Boa rd Me e ting

Mon 1st Boa rd Me e ting

Mon 5th Boa rd Me e ting

Tue 19th Ge ne ra l Me e ting

Tue 16th Ge ne ra l Me e ting

Tue 20th Ge ne ra l Me e ting
TBD Concla ve

OCTOB ER

NOVEMB ER

DECEMB ER

Mon 3rd Board Meeting

Mon 7th Boa rd Me e ting

Mon 5th Boa rd Me e ting

Tue 18th Ge ne ra l Me e ting

Tue 15th Ge ne ra l Me e ting

TBD Christma s Pa rty

2015 was a good year with beautiful drives and great events. Let us see if we can make 2016 just
as good. The Club needs your help to make our Events Calendar a success! If you haven’t hosted
an event in a while (or ever), please consider doing so this year. It takes all of our members to help
us have fun with our cars. It's easy! Here's what you do: Pick a route - plan the drive YOU want
to take. There can be a destination - museum, restaurant, casino... or simply plan a shorter drive.
Pick a location to meet. Pick a date - weekends seem to work the best but we do have retired
members that might be interested in a weekday activity. Email or call me - I'll get it on the
calendar, in the Newsletter and email reminders (Alerts) sent out as we get closer to the date.
Let's all work together to make 2016 a fun year! Thanks Mark Bosler 303-796-8170
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For Sale & Want Ads
Free for members; removed after 4 months
Non-member ads are $5/month - contact Editor for
details on advertising
FOR SALE:
TRIUMPH TR6 ORIGINAL PARTS:
Boot cover (black vinyl) - $25
Front bumper (1974+ could use re-chroming) - $50
Front number plate mount - chrome (1974-76) -$125
Leather wrapped steering wheel - $40
Rear bumper bezel/number plate lighting plinth (chrome) $100
AMCO luggage rack (one of the bars is bent but can
easily be pulled out, chrome is in OK condition) - $80
Wheel trim(vanity) rings (x3) - $10 each
Hub trim with TR6 center caps (silver x4) - $10 each Smiths
Tachometer (late model) - $25
Contact: Tim Lucas @ 720-883-4770
FOR SALE:
TRIUMPH TR6 BRAND NEW UNUSED PARTS:
Fuel pump assembly & gasket MOPROD-SUPRA - $25
Oil pump - $50
Flotec 13 row oil cooling radiator and installation
kit with spin on filter adapter and stainless braided hoses
(brand new from Moss Motors) - $375
Contact: Tim Lucas @ 720-883-4770
FOR SALE: 1960 Triumph TR-3. Complete. Partially apart,
only light rust on rocker panels. Body work done on fenders,
doors, trunk lid, tire access door and hood. Rims bead blasted
and painted, four new B/W tires. Originally purchased in
Florida, sat in Roseville California under tarp. Garaged for 26
years. Asking Price $7200.00
Call Bob in Greeley, 970-518-5929
Email: hiddengig@yahoo.com
FOR SALE: TR6 parts for sale: Tach & speedo, 2
doors with glass, trunk lid, 2 rear fenders. Need to get rid of
stuff. richjewett@earthlink.net
Contact: Rich Jewett @ #303-880-8726
WANTED:Triumph TR4A jack, jack handle and lug nut
wrench. Please call Tony Cooper @ 303.477.8582
WANTED:
Looking for steel wheels for a TR6.

FOR SALE:
1976 Triumph TR6 - 39,000 original miles, new red line tires
and spare, wheels have been sand blasted and painted, new
brakes, new exhaust, Petronix solid state ignition, spin on oil
filter, new fuel pump. No Rust, always garaged. On to a new
project and need the room. Can be seen in Evergreen
Colorado. Email me with any questions.
Asking Price $17900.00
wainfinke@gmail.com
FOR SALE: 1980 Triumph TR-7, 78,000 original miles. Runs
and drives great. Here is a list of all the new parts I have
installed since I have owned it. I have all receipts and tickets of
parts bought and installed. New Michelin tires, original alum
TR-7 wheels, they have been sand blast and powder coated.
New struts on front and new 1" lower springs and bushings.
New ball joints and tie rod ends. New bushings on front lowers
and sway bar. Needle bearings on front struts. New front wheel
bearings and races. New rear axle bearings and races. New
front rotors and pads, rebuilt front calipers. new rear drums
and shoes, all new hardware and wheel cylinders. new stainless
steel brake lines, front and back. New spark plugs, wires, cap
and rotor. New radiator and fan switch. New thermostat and
temperature gauge. All fluids changed. Alternator rebuilt and
new battery and cables., New throttle cable. New door
speakers. Over $1000.00 of new parts that have not been
installed: New clutch, pressure plate and throw out bearing.
New clutch slave cylinder and factory new clutch line. New
turn signal harness. New oil filter and valve cover gasket.
Many more parts and spare intake manifold and carbs. Also
have repair manual and parts books. NEW PRICE $2950.00
or best offer. Ken Houk
Fastenal Traffic Manager Denver
Cell 303-204-7096, Office 303-287-1231
Fax 303-287-0762, E-Fax 507-494-3347
khouk@fastenal.com
FOR SALE:
Hello, I have TR6 parts for sale in sound condition. Please
send me an email if you are interested in pictures and prices.
Please no junk email thanks.
Have a nice day, Dave Candy
davecandy52@hotmail.com
WANTED:
I’m looking for TR7 4-speed transmissions and/or TR7 bell
housings. Also new or slightly used TR7 clutches (lever arm,
pressure plate, cover, lever arm, carrier, bearing, etc.) basically
everything from the transmission to the flywheel). No 5-speeds
please.
Bud Rolofson 303-941-5302 or levilevi@comcast.net

Ed May
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ROCKY MOUNTAIN TRIUMPH
CLUB LLC
P & L for Month of November, 2015
Income
Membership
Regalia
Xmas party

$952.98
60.00
249.71

Total $1,262.69

Expense
Meeting exp
Newsletter
Postage
VISA svc chg

$16.15
39.01
32.68
2.00
Total $89.84

Profit for Month $1,172.85

Here are a few photos that accompany
the latest FOR SALE ad, a stunning 1976
TR6 with very low miles. Contact Wain
Finke at wainfinke@gmail.com

December 2015
2016 RMTC
BOARD MEMBERS ELECT
AND APPOINTED POSITIONS
Prime Minister - Debbie Bosler
Vice Prime Minister - Mike McGuire
Minister of Letters - Liz Reed
Treasurer - Marla Otto
Newsletter - Eric Malewska
Events - Jeff Otto
Membership - Janet Cline
Regalia - Patrick Huckels
Web Guy - Andrej Galins
Newsletter Publisher - Mark Bosler

Thanks to everyone who ran for office
and to all who voted!
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The most accurate tool descriptions ever seen.
DRILL PRESS: A tall upright machine useful for suddenly snatching flat metal bar stock out of your hands so that it
smacks you in the chest and flings your beer across the room, splattering it against that freshly painted airplane part
you were drying.
WIRE WHEEL: Cleans paint off bolts and then throws them somewhere under the workbench with the speed of
light. Also removes fingerprint whorls and hard-earned guitar calluses in about the time it takes you to say,
"Ouch...."
ELECTRIC HAND DRILL: Normally used for spinning pop rivets in their holes until you die of old age.
PLIERS: Used to round off bolt heads.
HACKSAW: One of a family of cutting tools built on the Ouija board principle. It transforms human energy into a
crooked, unpredictable motion, and the more you attempt to influence its course, the more dismal your future
becomes.
VISE-GRIPS: Used to round off bolt heads. If nothing else is available, they can also be used to transfer intense
welding heat to the palm of your hand.
OXYACETYLENE TORCH: Used almost entirely for lighting various flammable objects in your shop on fire. Also
handy for igniting the grease inside the wheel hub you want the bearing race out of.
HYDRAULIC FLOOR JACK: Used for lowering an automobile to the ground after you have installed your new
disk brake pads, trapping the jack handle firmly under the bumper.
EIGHT-FOOT LONG DOUGLAS FIR 2X4: Used for levering an automobile upward off a hydraulic jack handle.
TWEEZERS: A tool for removing wood splinters.
PHONE: Tool for calling your neighbors to see if he has another hydraulic floor jack.
SNAP-ON GASKET SCRAPER: Theoretically useful as a sandwich tool for spreading mayonnaise; used mainly for
getting dog **** off your boot.
E-Z OUT BOLT AND STUD EXTRACTOR: A tool ten times harder than any known drill bit that snaps off in bolt
holes you couldn't use anyway.
TWO-TON ENGINE HOIST: A tool for testing the tensile strength on everything you forgot to disconnect.
CRAFTSMAN 1/2 x 16-I NCH SCREWDRIVER: A large prybar that inexplicably has an accurately machined
screwdriver tip on the end opposite the handle.
AVIATION METAL SNIPS: See hacksaw.
TROUBLE LIGHT: The home mechanic's own tanning booth. Sometimes called a drop light, it is a good source of
vitamin D, "the sunshine vitamin," which is not otherwise found under cars at night.
Health benefits aside, it's main purpose is to consume 40-watt light bulbs at about the same rate that 105-mm
howitzer shells might be used during, say, the first few hours of the Battle of Vimy Ridge More often dark than light,
its name is somewhat misleading.
PHILLIPS SCREWDRIVER: Normally used to stab the lids of old-style paper-and-tin oil cans and splash oil on
your shirt; but can also be used, as the name implies, to strip out Phillips screw heads.
AIR COMPRESSOR: A machine that takes energy produced in a coal- burning power plant 200 km away and
transforms it into compressed air that travels by hose to a Chicago Pneumatic impact wrench that grips rusty bolts
last over tightened 58 years ago by someone at ERCO, and neatly rounds off their heads. PRY BAR: A tool used to
crumple the metal surrounding that clip or bracket you needed to remove in order to replace a 50 part.
HOSE CUTTER: A tool used to cut hoses too short.
HAMMER: Originally employed as a weapon of war, the hammer nowadays is used as a kind of divining rod to
locate the most expensive parts not far from the object we are trying to hit.
MECHANIC'S KNIFE: Used to open and slice through the contents of cardboard cartons delivered to your front
door; works particularly well on contents such as seats, vinyl records, liquids in plastic bottles, collector magazines,
refund checks, and rubber or plastic parts.
DAMMIT TOOL: Any handy tool that you grab and throw across the garage while yelling "DAMMIT" at the top of
your lungs. It is also the next tool that you will need.
EXPLETIVE: A balm, usually applied verbally in hindsight, which somehow eases those pains and indignities
following our every deficiency in foresight.
Thanks to Rod Tomkins for sharing.
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Tech 101 – What oil viscosity ratings mean, writtien by Jim O'Clair on Apr 18th, 2014 Hemmings.com
Choosing the correct oil viscosity can be an important factor in determining the life expectancy and performance of your engine.
Using the correct-viscosity oil can also keep the engine running at its peak efficiency, and plays a small part in the overall fuel
economy of your vehicle. Modern engines have very different viscosity requirements over vintage engines, and manufacturers
invest a lot of time and money to determine which mixture of oil and oil additives will work best with their engine components.
This is why you often see original equipment recommendations for new weight ranges that were unheard of a few decades ago.
These new formulations will eventually lead to the replacement of non-detergent straight-weight oils as well as some of the old,
reliable multi-viscosity oils of the last five decades.
Simply stated, viscosity is merely a measurement of oil and other fluids’ resistance to flow. This flow can best be described as the
difference between pouring water (with a viscosity of 1) through a funnel and then molasses (which has a viscosity of about 2,000)
through the same funnel. The amount of friction from the contents of the molasses causes it to flow at a much slower rate than the
water. Viscosity measures the amount of friction that is within the oil, preventing it from moving freely. Higher-viscosity oils have
more friction and flow more slowly than a low-viscosity fluid. This friction is caused by the makeup of the molecules used to
create the oil byproduct during manufacture. Polymers are added to the mineral oil base to reduce changes in viscosity when the oil
is subjected to extreme temperatures at either end of their effectiveness. There is a limit to just how much polymer material can be
added, though: While heavier polymers are good for thickening oil for a wider range of temperatures, they also have a lower
resistance to mechanical shear than lighter polymers or base mineral
oil, so it is a complicated balance that is sought when engine oil is
formulated.
Viscosities are measured in several different ways and are numbered
using industry-standard scales. Engine oils are measured on an SAE
crankcase scale, while hydraulic fluids are measured on an ISO VG
scale. Gear oils also use their own SAE gear scale and
tractor/industrial fluids use an AGMA scale. Both SAE scales
measure kinematic viscosity at 100 degrees Fahrenheit, while ISO
and AGMA-rated oils measure kinematic viscosity at 40 degrees
Celsius (104 degrees Fahrenheit). Consequently, you will find that
oils from all four ratings systems will have the same viscosity
(friction resistance), but are numbered on a totally different number
scale. For instance, ISO 32 hydraulic fluid, commonly used in snow
plows, jacks, tractors and construction equipment, has the same
viscosity as 15W engine oil and 75W gear oil, but is too light to be
recognized on the AGMA scale. Grade 5 AGMA-rated oil has the
same viscosity as ISO 220, 50 weight SAE engine oil and 90W SAE
gear oil. This does not mean that you can use ISO 32 in your rear end or 90W gear oil in your crankcase, only that the viscosities
are similar. The base oil product and additives mixed into it determine the scale on which the oil should be rated. When ISO and
AGMA oils can be interchanged, both ratings will be listed in the owner’s manual. When comparing multi-grade oils, the lower
number represents the oil’s viscosity at the lowest recommended temperature, the higher number representing its viscosity at the
upper end of its recommended operating temperature. For example, 10W-40 is recommended for ambient (outside air)
temperatures of +5 F to +122 F, while 5W-30 works best in temperatures between -22 F and +86 F. Good old 30W straight oil is
currently only rated for +32 F to +86 F, and even 20W is not rated for temperatures below 14 F.
When selecting the oil that best suits your particular vehicle, your best information
can be found in the owner’s manual. The factory’s recommendations will be listed
there and you will usually be given a few alternatives, based on your local climate
and driving habits. It should be noted that many manufacturers also recommend
that you change the viscosity of your oil at least once a year based on local
temperature changes. If you do not have a manual, follow the temperature range
recommendations listed on an SAE engine oil chart or locate a Chek-Chart Classic
Classification Guide from Motor Information Systems (Motor Manuals). Several
are available, including one for 1950-1989 vehicles. Valvoline and other
manufacturers also produce Lubrication Recommendation and Capacities catalogs
every five years or so with updated information for engine, drivetrain and
differential requirements as well as oil recommendations for small engines,
tractors, outboards, motorcycles and heavy-duty trucks.
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Adjusting Your Carburetors, PART 2
Extracted from earlier articles by Scott Fisher, Roger Garnett, Ken Streeter, and other contributors.
Entire contents copyright 1995-2005 Vintage Triumph Register.
4. Adjusting The Mixture:
Note: in the following procedure, one "flat" is the basic increment of adjustment, and refers to 1/6 of a turn of the mixture adjusting nut. This corresponds to the flat faces on the nut.
These instructions are for ZS carbs or SUs with separate float chambers. You will need to check in your shop manual to see
whether you turn the mixture screw to the right or the left to make it richer or leaner. (We may add the information here some
day...)
1. Shut the car off and loosen the choke linkage nuts, if you have any to loosen!
2. Adjust the mixture nuts (screws) fully lean. Check your shop manual to make sure you are adjusting them the right way!
3. Now enrichen each carb an equal amount -- two full turns of the adjustment nuts (screws). Then start the car.
Note: In the following step, you might want to consider adjusting the carburetors one-half a flat too lean, as the mixture will be
enriched when you put the air filters (which restrict air flow) on at the end of the tuning process.
4. Raise the lifting pin (or use a screwdriver if you don't have the pins) so that the piston rises no more than 1/16". Listen to the
engine's exhaust note and compare it to the following conditions:
If the exhaust note rises and stays high until you drop the piston, this carburetor is adjusted too rich. Adjust the mixture one flat
leaner, then repeat Step 4.
If the exhaust note falls and the car sounds as though it is going to stall, this carburetor is adjusted too lean. Adjust the mixture
one flat richer, then repeat Step 4.
If the exhaust note rises briefly and then settles back down to something like the original RPM level, this carburetor is set
correctly. When you have achieved this setting for all carburetors, continue with Step 5.
5. Tighten the choke linkage nuts, if applicable, so that the choke cable will pull an equal amount on both mixture nuts when you
pull the knob.
6. At this time, I find I usually have to adjust the idle again because getting the fuel mixture right usually changes the idle speed.
Since you know you have the throttles synchronized, I normally just adjust the idle without loosening the throttle linkage. The
easiest way is to screw one of the screws out till it doesnt' even touch the throttle stop, then use the other to get the idle speed
right. When that's done, you can screw the other stop screw down till it just touches the stop on that carb and you're set.
7. Replace the air filters and go for a test drive!
5. Special Notes
SU and ZS carburetors are most fuel-efficient when slightly lean, and provide the most power when they are slightly rich. You
can use this knowledge to provide a certain amount of tuning for the kind of driving you do. If you learn to read spark plugs, you
can get a basic idea of what your engine's condition is and make fine adjustments to the mixture nuts accordingly.
If you have a ColorTune, you simply install it in place of one of the plugs, then adjust the carburetor that feeds that cylinder (the
front carburetor for 1 & 2, the rear for 3 & 4). The ColorTune will let you see the color of the flame. White flashes mean too lean;
yellow flame means too rich. Blue (like a Bunsen burner) is correct, and blue with a faint orangish tinge is the best for power.
You can also modify your car's throttle response characteristics slightly by adjusting the viscosity of the oil in the dashpot damper.
SU and ZS carbs are set up so that a thicker oil will resist the piston's attempt to rise in the dashpot for just long enough that the
engine's increased load (when the throttle is opened) will pull more fuel across the bridge; this enriches the mixture and
temporarily bumps power up to help the engine achieve higher speed more readily. For light damping, Marvel Mystery Oil is
excellent, engine oil can be used for heavier damping.
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Carb adjustment continued:
If you modify your engine, you will probably need to modify your needles, as it is the needle profile that determines the
mixture curve for different air-fuel loads.
If you experience uneven idle, hunting, or an idle that changes (rises or falls) as the engine's temperature climbs or
drops, you probably have vacuum leaks. The most serious fault on most old carbs is wear in the throttle shaft area. To
test for this, spray some carburetor cleaner on the outside of the throttle shaft; carburetor cleaner is non-combustible,
and if the engine speed drops, it means some of this is getting into the air stream from outside the carburetor. You may
also have leaks from the manifolds, from tubing such as the vacuum advance line to the distributor (if fitted), or from
other places; the carb cleaner trick works well for locating those leaks as well.
Other problems that SU and ZS carbs experience involve dirt in the dashpot and occasionally in the float chamber. The
dashpot is a precision piece of machining that involves very close tolerances so that the piston doesn't stick or bind
when it rises and falls. A little grit between the piston and the dashpot can make the car jerk and sputter. Take the
dashpot off, wipe the insides down with carb cleaner and a lint-free, clean rag, then reinstall it, getting the screws down
tight. Also, don't swap the pistons between dashpots; they're matched to one another so that the clearance between the
piston and the wall of the dashpot makes a tight seal but permits easy rising and falling.
Dirt in the float bowl basically shuts off that carburetor (or can make it flood open, depending on whether the dirt is
wedging the valve open or closed). You can try rapping on the float bowl with the handle of a screwdriver, but your best
bet is to take the cover off, clean out the valve fittings, and reinstall everything, with a new fuel filter for good measure.
Some older SU models also have adjustable floats, in which you need to set the float height (which basically equals the
fuel level in the float chamber) by bending a brass rod. These carburetors were replaced in the mid-1960s with
carburetors that had fixed, plastic floats which are basically trouble-free unless abused. The stop at the back of the floats
can break if they are installed badly, and the brass pin that holds them in place can wear an oval hole in the float pivot.
New floats are fairly inexpensive and aren't a bad idea if you're doing a rebuild.
Grose-Jets are very popular with some people and a big pain for others. It appears -- and this is just conjecture -- that
Grose-Jets work best in cars with adjustable floats. The standard failure for Grose-Jets is to flood the carburetor.

Entire contents copyright 1995-2005 Vintage Triumph Register. It is unlawful to reproduce, transmit, either in analog or
digital form, any content contained herein. With some restrictions, VTR chapters and zones may utilize this site's
content.
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RMTC, LLC Board Meeting Minutes
November 2, 2015
Present: Mike McGuire, Brooks Turner, Eric Malewska, Ralph Malewska. Mark Bosler, Janet Cline
Guests: Barb McGuire, Debbie Bosler
Mike McGuire called the meeting to order at 7:03 p.m.
- The Jaguar Club has requested that our club share the cost of a new projector for use at the General Meetings. Projected cost is
$600 - $800 and the club would pay half. Mark so moved and Brooks seconded the motion. It was unanimously passed.
- Board members will bring ornaments to the Christmas Party/Banquet for the club Christmas tree.
- The Regalia position is open. Andrej will send out several alerts to the members as we are only 2 weeks from elections.
- Mark will not send a letter to the Conclave Committee at this point.
- Janet will print the award certificates which will be handed out at the party in December.
- It was decided that there will be a General meeting in January.
- The December Board meeting instead of the January Board meeting will serve as the transition meeting between outgoing
officers and incoming officers. This is due to moving the Banquet to December. Newly elected officers will need to attend the
December Board meeting.
- Debbie Bosler volunteered to be the liaison between the RMTC and the Conclave Committee for 2016.
- Janet reported that she removed several names from the roster leaving our membership at 126.
- Ralph brought up a club officer mentoring program that the Southern California Triumph Owners Association uses. it was decided to table this for consideration by the new board in 2016.
The meeting adjourned at 8:15 p.m.
Respectfully submitted,
Debbie Bosler for Liz Reed

Here is a link to some information for the newsletter that a
lot of our members will find interesting. It tells how we can
legally use vintage license plates on our cars. I applied and
received the registration documents in a couple weeks. It's
fairly easy to find vintage Colorado license plates on ebay to
match your car's year of manufacture. I found a pristine
never used pair of 1963 plates for about $25.
Tom Deats
http://www.examiner.com/article/old-cars-need-old-platescolorado-s-year-of-manufacture-license-plates-law
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The Vintage Triumph Register (VTR)
Club members are encouraged to join the VTR: Benefits Include:
Ÿ Receive the bi-monthly Magazine, “The Vintage Triumph”
Ÿ Free Classified ads
Ÿ Access to VTR’s staff of Technical Consultants
Ÿ Discounts on Vintage Car Insurance
Ÿ VTR Regalia
Ÿ Participation in National Conventions
Join by sending $35.00 to:
The Vintage Triumph Register, PO Box 655, Howell, MI 48844

Cut out or copy the form below for renewal and new memberships,
include check payable to RMTC, LLC and mail to club PO Box

The Rocky Mountain Triumph Club LLC
Membership and Renewal Application

Renewal: _______
New Member: ______

Dues are $40 per year per family or $35 per year if you choose to
receive the monthly newsletter by e-mail only.
Send application and a check for the dues ($35 or $40) to:
The Rocky Mountain Triumph Club, LLC,
P.O. Box 300426,

Denver, CO 80203-0426

Name: ________________________________________________________________________
Birthday - Day & Month (optional)

Cell Phone number (optional)

Name: ________________________________________________________________________
Birthday - Day & Month (optional)

Cell Phone number (optional)

Other Family members:___________________________________________________________
Home telephone number __________________

e-mail Address: ________________________

Mailing Street Address:___________________________________________________________
City: ______________________________________ State:_________
Select Newsletter Delivery:

______ mail & e-mail ($40)

ZIP:_______________

_____ e-mail ONLY ($35)

Triumph Motor Car(s): Year, Model: _________________________________________________
How did you find us? (web page, other member, other): __________________________________
Was there a club member who “recruited you”; if so, who?:_______________________________
Please list your main interest in joining the club or suggestions for club activities:
_____________________________________________________________________________
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Overheard:
Thank you for
your considerate
response.

RMTC 2015

Rocky Mountain Triumph Club
PO Box 300426
Denver, CO 80203-0426
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