PP Compression Fittings

Performance™ Series

Description
• Polypropylene (PP) Compression Fittings for PE pressure piping applications.

Tube
• IPS(OD) • For use on HDPE Pipe SDR 7.3 thru SDR 17. (Sizes 1/2" - 4")
  • For use on Sch 40/80 PVC Pipe with SS Gripper Ring. (Sizes 1/2" - 2")

• CTS(OD) • For use on Certified PE Pipe SDR 9 & SDR 11. (Sizes 3/4" - 2")
  • For use on Cross Linked Pipe PE SDR 9 for Cold Water Only. (Sizes 3/4" - 2")
  • For use on Copper Pipe with CTS SS Gripper Ring. (Sizes 3/4" - 1")

Working pressure
• At 73° F (23° C) 1/2" - 2" rated to 200 PSI working pressure
  3" - 4" rated to 150 PSI working pressure

Features
• Ease of installation.
• One source for all your IPS & CTS needs.
• Color coded.
• UV stabilized.
• Extensively used worldwide.
• ISO 9001 certified.

Applications
• Water Service
• Low Pressure Sewer
• Industrial Leachate
• Collection Irrigation
• Many other uses

Specifications
• IPS(OD) • ASTM-F714 / ASTM-D3035 / ASTM-D-1599-99 / NSF 61
• CTS(OD) • ASTM-D2737 / ASTM-D1248 / ASTM-D-1599-99 / NSF 61 / CSA B137.1

---

FIG.

Parts
Material

1 Split Ring POM
2 Nut PP
3 Insert PP
4 O-ring NBR 70 (POTABLE WATER)
5 Body PP

---

The Lateral Connection Corp.
North American Sales & Distribution Center

#101 - 26921 Gloucester Way • Langley, BC • V4W 3Y3 • Canada • t. 604-856-7253 / 855-292-8240 • f. 604-381-2148
sales@lateralconnection.com • www.lateralconnection.com