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Glitchy enough without sounding too weird.

CONTROLS
The SERIES / PARALLEL toggle selects between 
digital and analog tremolo running side by side 
(PARALLEL) or analog tremolo running into digital 
(SERIES).
RATE1 controls the rate of the analog tremolo, 
from slow to fast.
DEPTH1 controls the depth of the analog tremolo, 
from no tremolo to full modulation.
VOLUME1 controls the volume of the analog 
tremolo, from no sound to unity volume to clean 
boost.
RATE2 controls the rate of the digital tremolo, 
from slow to fast.
DEPTH2 controls the depth of the digital tremolo, 
from no tremolo to full modulation.
VOLUME2 controls the volume of the digital 
tremolo, from no sound to unity volume to clean 
boost.
The WAVEFORM CONTROL selects from five 
different wave shapes for the digital tremolo:
sin, triangle, square, saw, and reverse saw.

KILYN MASSEY 
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Fast chop rides a slow rollercoaster
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BYPASS footswitch turns the Blackcap on or off - 
when off the pedal is true bypass, when on both 
tremolos are on.
TAP footswitch can be used to set a tap tempo for 
the digital tremolo - simply tap the switch twice 
to the desired tempo to set it. The tap tempo is 
further controlled by the subdivision toggle, 
which sets the subdivisions for the tap tempo to 
quarter note, eighth note, or triplet.
EXTERNAL TAP can be used to set the tap tempo 
externally, using a simple tap switch or a clock 
with a 1/4” TS output.

RAMP MODE
When you hold down the Tap footswitch, Blackcap 
enters ramp mode. This means the Rate of the 
digital tremolo will speed up or slow down at a 
rate you decide. To set that rate of change, 
simply move the RATE2 knob while holding down 
the tap footswitch - at noon, no ramping will 
occur; above noon, your rate will ramp up to the 
max rate (and all the way up it will ramp there 
very quickly); below noon, your rate will ramp 
down to the minimum rate (and all the way down 
it will ramp there very quickly). Simply release 
the Tap footswitch to allow your rate to find its 
way back to the original setting.

OBNE OPERATOR ARCHETYPE

Creates a galloping, almost false delay sound 
with some pleasant filtering.

ISAAC NELSON

If the Whitecap was 
cursed, what is the Blackcap? 

Ultra-cursed? An antithetical 
counterpart? Just fun? Yeah, I suppose 

it could be a little bit of all of that. 
We took the duality of what we had and 

asked one side for harmony. Not louder and 
softer, but higher and lower. Crossfading 

between frequencies. Asking the other side to 
please hold steady, because otherwise this 
may all get too out of control.

The Blackcap is an asynchronous dual tremolo 
with two voices: one analog, and the other 
digital. The analog voice has controls for rate, 
depth, and volume, and is a traditional 
amplitude-modulating tremolo. The digital 
voice has all those controls as well as tap 
tempo and waveform control, and is all 
harmonic tremolo, where the wave crossfades 
between your highs and lows. They can run 
side by side or one into the other. New 
rhythms await.
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9VDC 2.1mm center negative.
106 mA draw. 

blood optional.  noise required.
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