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Hybrid Alkyd Enamel 

 

PRODUCT DESCRIPTION 

Portola’s Hybrid Alkyd Enamels 
combine the advantages of both 
traditional oil (alkyd) and water 
base (acrylic) formulations. These 
premium quality hybrids exhibit 
application and appearance 
characteristics similar to oil-based 
paint but have an odorless, 
environmentally friendly low VOC 
formulation that allows for water 
cleanup. These hybrid enamels 
develop a hard, durable finish that 
have excellent adhesion, hide, 
block resistance and reduced 
yellowing. (As with all oil-based 
finishes, it may yellow due to heat, 
lack of light, or when the painted 
surface is exposed to ammonia-
based household cleaners.)  

 

SUGGESTED APPLICATIONS 

Portola’s Hybrid Alkyd Enamels 
are fully washable, resist scratches, 
knocks and stains and are perfect 
for interior walls, trim, moulding, 
cabinets, doors, kitchens, baths, 
high traffic and family areas. For 
exterior applications, these hybrids 
are ideal for trim, wood and metal.   

NOTE: To transition from a 

previously painted water based 

paint to any of the hybrid alkyd 

finishes, be sure to use 2 coats of 

Portola’s Hybrid Alkyd Primer 

Sealer before applying Hybrid 

Alkyd Enamels. 

 

 

LIMITATIONS 

Do not apply when temperatures 

are below 50 degrees Fahrenheit or 

expected to drop within a 24 hour 

period or when fog or rain is in the 

24 hour forecast. Do not apply late 

in the day or when dew, rain, fog or 

mist is likely, since moisture can 

damage the fresh paint film. 

To allow proper curing, avoid 

painting in direct sun and heat. 

When used externally protect final 

coat from rain, frost, and low 

temperatures for at least 48 hours 

after application. 

NOTE : Paint “DRY” happens 

when the solvents evaporate from 

the paint coating leaving the paint 

feeling dry to the touch even 

though it is not 100% dry.  

Paint “CURE” happens when the 

paint coating has reached it’s 

maximum hardness and is 

completely 100% dry. 

GENERAL 

APPLICATION/PREPARATION 

Complete the painting of all 

adjacent surfaces, e.g. joinery, 

prior to application. All loose, 

defective concrete or masonry and 

any surface contaminants such as 

dirt, oil, grease, acid, mildew, 

chalk, excessive salt and 

efflorescence that adversly affect 

the product adhesion and 

performance should be removed. 

Fresh cement based, plaster based 

substrates should be cured a 

minimum of 21 days prior to 

application. Painted semi-gloss 

surfaces should be de-glossed and 

cleaned prior to applying 2 coats of 

Portola’s Hybrid Alkyd Primer 

Sealer. Spot prime all repaired 

areas using Portola’s Hybrid Alkyd 

Primer Sealer. For very deep colors 

primer may need to be tinted. 

Dries to touch in 1 hour. Can recoat 

in 12 hours. Do not scrub the new 

coating for at least 7 days to allow 

for proper curing. Apply 2 coats of 

Portola’s Hybrid Alkyd Enamel 

finishes by brush, roller or spray. 

We do not recommend thinning. 

 If spraying, a small amount of 

water can be added. 

FINISHES/DURABILITY 

Portola’s Hybrid Alkyd Enamels 

are available in Satin and High 

Gloss finishes and are scrubable 

and incredibly durable. Apply 2 

coats for maximum durability. 

When more than one container of 

the same color is used on a job, it is 

recommended that these 

containers be blended together to 

insure a uniform color throughout 

the job.  Do not scrub the new 

coating for at least 7 days after 

application to allow for proper 

curing. 

COVERAGE RATES 

Portola’s Hybrid Alkyd Enamels 

cover approximately 300 to 400 

sq. ft. per gallon on smooth 

surfaces and 150 to 300 sq. ft. on 

rough textured and porous 

surfaces. 

PACKAGING 

Portola’s Hybrid Alkyd Enamels 

are available in 1 quart and 1 gallon 

quantites. 5 gallon quantities are 

available upon special order.  

PRECAUTIONS 

Keep out of reach of children. 

Avoid swallowing. Avoid contact 

with eyes. Provide adequate 

ventilation. If accidental contact 

occurs, rinse immediately with 

water. Check color before use. 

Store at room temperature. 

TECHNICAL DATA 

Water based Alkyd Emulsion 

coating with a maximum VOC 

content of 50 grams per liter. 

WARRANTY 

Portola Paints & Glazes warrants 

its products to be of the highest 

quality. The information supplied 

here is given in good faith. There is 

no implied conditions or warranty 

in the supply of this product. The 

manufacturer’s gaurantee is 

limited to product replacement 

only and does not include surface 

preparation or application. 
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