
INSTALLATION INSTRUCTIONS
This kit is intended to adapt SN95 (1994-2004) Mus-
tang V6 or GT rear disc brakes to small bearing 8 or 
9 inch ford axles.  Parts can be sourced used or from 
any autoparts store.  Install time is 2-4 hours.

Parts Included:
(2) Caliper Brackets
(2) Axle Spacer
(2) Hub Centric Rings
(4) Caliper Bolts
(4) Caliper Bolt Washers
(6) 1.5” Axle Retaining Bolts
(2) 1” Axle Retaining Bolts
(8) Locking Nuts

Parts Needed:
Set of SN95 rear brake calipers
Set of SN95 rear brake rotors
Brake Pads
Brake Hoses
Fittings or adapters for brake lines.

Recommended Parts: 
SN95 Master Cylinder (1” or 15/16” bore)
Adjustable Rear Proportioning Valve 

DRUM BRAKE REMOVAL
Jack up the rear of the car and place jack stands under 
rear axle.
Remove wheel, brake drum, brake drum shoes, and 
brake drum hardware.
Remove brake line from drum brake slave cylinder.
Remove the 4 bolts that retain the axle and brake 
drum backing plate.
Remove axle shaft from axle housing.
Remove brake backing plate and parking brake cable.
Thoroughly clean the front and back of the axle 
housing flange.  A clean axle housing is necessary to 
ensure proper mounting of the disc brake bracket.

BRAKE LINES
For the cleanest install, I recommend replacing the 
axle lines with 3/16” hard lines with the correct fit-
tings (7/16x24 for 94 and 95 models and M10x1 for 
1996-2004 models). Alternatively, fitting adapters are 
available to adapt the factory line to the caliper hose.

Install the centric ring over the axle (clean the axle 
flange with a wire brush or wire buffing wheel to en-
sure proper fitment of the centric ring).
Install the brake disc onto the axle and use a lug nut 
to hold it in place.
Install the brake caliper over the brake rotor and 
secure to the caliper bracket with the 2 caliper bolts.  
Please note that the washers may be used as shims 
between the bracket and caliper to center the caliper 
with the rotor.  Ensure the correct caliper is mounted 
to the correct side of the vehicle.  Using the wrong 
side will not allow the brake system to be bled prop-
erly.

BRACKET INSTALLATION
Align caliper bracket on the inside of the axle flange 
and insert the axle retaining bolts through the brack-
et. Please note the orientation of the bracket.
Place the axle spacer over the axle retaining bolts and 
replace axle (axle spacer is sandwiched between the 
axle retainer and axle housing flange).
Finish the installation of the axle by tightening the 4 
locking nuts to the axle retaining bolts.


