VERSADIL® 1100 a clear, light color liquid C5 aliphatic hydrocarbon resin/vegetable oil hybrid.

APPLICATIONS / END USES

- High Solids architectural and General Maintenance Coatings
- Exterior Wood Coatings (Pigmented and Clear)

ATTRIBUTES / BENEFITS

- Impedes Mildew
- Significantly Lower VOC’s
- Enhances Adhesion and Hardness
- UV Resistant
- Improves Penetration in Porous Substrates
- Augments Pigment and Filler Wetting
- Light Color
- Faster Drying than VERSADIL 100

PROPERTIES

<table>
<thead>
<tr>
<th>Property</th>
<th>Test Method</th>
<th>Typical Value</th>
<th>Specifications</th>
</tr>
</thead>
<tbody>
<tr>
<td>Brookfield Viscosity, cps @ 25°C</td>
<td>ASTM D2196A</td>
<td>1,650</td>
<td>1,500 ± 250</td>
</tr>
<tr>
<td>Gardner Color, Straight</td>
<td>ASTM D1544</td>
<td>5.5</td>
<td>6 Max</td>
</tr>
<tr>
<td>Flash Point, °F (COC)</td>
<td>ASTM D92</td>
<td>&gt;300</td>
<td>N/A</td>
</tr>
<tr>
<td>Specific Gravity @ 25°C</td>
<td>ASTM D71</td>
<td>0.94</td>
<td>N/A</td>
</tr>
</tbody>
</table>

PACKAGING: VERSADIL 1100 Diluent is shipped in 410 lb. net weight drums.

TSCA Status: Neville Chemical Company certifies that all components of this product are on the TSCA Inventory.