**INSTALLATION ON 4" JUNCTION BOX**

**INTEGRAL DRIVER (120-277V) / 120V ONLY FOR MINILOFT**

**FOR USE WITH STANDARD 4" JUNCTION BOX (120-277V)**

**A-** Unfasten the fixture (4) set screws using the Allen key (INCLUDED). Do not completely remove the screws.

**B-** Install crossbar on the junction box (NOT INCLUDED) with (2) 8-32 screws (NOT INCLUDED). Important to select proper position.

**C-** Pass the cable through the center holes of the mounting plate and crossbar.

**D-** Make all the necessary connections (SEE WIRING DIAGRAM) using twist connectors (NOT INCLUDED).

**E-** Install the mounting plate on the crossbar with the (2) Phillips screws (INCLUDED).

---

**WIRING DIAGRAM**

**NO DIMMING**

**DIMMING 120-277V**

**0-10V (D10)**

---

**0-10V DIMMING (OPTIONAL)**

---

**If the wires for 0-10V dimming are not used, protect wire ends with twist connectors.**
F- INSTALL THE BASE FIXTURE ON THE MOUNTING PLATE, USING (2) PHILLIPS SCREWS (INCLUDED) AND THE WATERTIGHT WASHERS (INCLUDED) (SEE BELOW). * IMPORTANT FOR A WATERTIGHT INSTALLATION WASHERS ARE REQUIRED.
G- CONNECT THE QUICK CONNECTOR (INCLUDED), AND FASTEN THE FIXTURE ON BASE WITH THE (2) SET SCREWS USING THE ALLEN KEY (INCLUDED).