
2hp Loop

Audio Input Record Gate In

Record On/Off
When on, Record LED is Red

Mode
Cycles between 4 recording 
modes:

Sound on Sound - layers each 
new recording onto the buffer

Dub - queues recording to 
begin at the buffer’s beginning. 
Disengages after one full loop. 
Buffer behaves like Sound on 
Sound mode

Replace - Each new recording 
destructively replaces the 
previous buffer contents

Frippertronics - each recorded 
layer of the buffer decays over 
time. This mode performs best 
when record is left engaged.

Shift Functions
SHIFT/RECORD:

Hold - holding shift/record for 
more than one second clears the 
buffer.

Press - holding shift and pressing 
record cycles between normal 
and half speed buffer playback
Normal - 
Half Speed - 

SHIFT/MODE:

Holding shift and pressing mode 
toggles between forward and 
reverse buffer playback
Forward - 
Reverse - 

Mix
Blends between live audio and 
the loop. Input signal is still 
recorded when Mix is all the way 
up

In Level
Set audio level going into the Mix 
and into the recording. Knob is 
silent all the way down, and full 
scale all the way up.

Audio Out

4 Mode High Fidelity Looper with a 5 minute recording buffer

Discover more at twohp.com/modules/loop

http://twohp.com/modules/loop

