
 

Blue Output Caution Status LED Panel Light 

 Blue Output Status Notification for Warning   
or Announcement 

 Administrator controlled via Remote Control 
 Dimming 0-10V standard 
 Authorized Administrator can select different 

CCT settings or adjust brightness via remote 
control 

 Administrator can remotely control “Return 
to Normal” settings 

 40-watt is 2 x 2, 50-watt is 2 x 4 
 Only one needed per Classroom or small 

office, several per hallway 
 120 degree beam angle 
 Recessed ceiling mount—standard 
 IP40 
 Rated Life > 50,000 hours 
 Integral Driver Power Supply 
 Durable Aluminum Housing 
 Polycarbonate lens, side-lit design for low 

glare output 



BLUE OUTPUT FOR SAFETY 

In today’s environment status 

change signaling for emergencies 

can be critical.  SONARAY™  LED  

takes safety to subtle, yet whole 

new levels with our LED Flat Pan-

els. 

Administrative remote control al-

lows authorized personnel to trig-

ger an emergency or change to 

blue color status.  Once status is 

returned to normal, authorized 

administrator can remotely return 

the color from blue output back to 

normal lighting. 

The LED Flat Panel comes standard 

with a high-performance driver 

that goes from 100-277V with a 

power factor of 90%+, internal to 

the fixture.  Dimming is 0-10V 

standard and panels can be con-

trolled by designated administra-

tors with a remote control to al-

low selection of different CCT 

settings as well as adjust bright-

ness. 

These fixtures and system are well 

designed for use in settings such as 

classrooms, auditoriums, offices, 

high traffic areas, conference 

rooms, or more where status 

change notification is important. 
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Safety is paramount in today’s world.  A sub-
tle, but effective way to signal status change 
in an environment is with SONARAY™ Blue 
Output LED Flat Panels. 


