ONE MACHINE - CONFIGURABLE IN THREE SIZES TO MEET YOUR NEEDS.

DESIGNED TO DUMP A VARIETY OF CONTAINERS
- TRASH CANS
- GONDOLA CARTS UP TO 1.5 CUBIC YARDS
- PALLETs
- GAYLORD CONTAINERS

SPECIFICATIONS
- CAPACITY - 1000 LBS
- 24V HYDRAULIC PUMP
- DUAL 80AH AGM BATTERIES
- ONBOARD 120 VAC, 20A SMART CHARGER
- OPTIONAL SOLAR CHARGING SYSTEM
- 6 INCH LOCKING CASTERS FOR EASY MOVEMENT
- LOCKING FEET
HD-1000, MODULAR DUMPING SYSTEM

AUGUST 2019
SHEET 2 OF 8, 63" DUMP OVER CONFIGURATION

TOP VIEW

ISO VIEW

SIDE VIEW - FULL TILT
HD-1000, MODULAR DUMPING SYSTEM

AUGUST 2019
SHEET 3 OF 8, 72” DUMP OVER CONFIGURATION
HD-1000, MODULAR DUMPING SYSTEM

AUGUST 2019
SHEET 4 OF 8, 84” DUMP OVER CONFIGURATION

TOP VIEW

ISO VIEW

FRONT VIEW

SIDE VIEW

SIDE VIEW - FULL TILT
HD-1000, MODULAR DUMPING SYSTEM

AUGUST 2019
SHEET 5 OF 8, CHUTE EXTENSION

CHUTE EXTENSION RETRACTED

CHUTE EXTENSION FULLY EXTENDED

24" MAX. EXTENSION. ADJUSTABLE IN 4" INCREMENTS
HD-1000, MODULAR DUMPING SYSTEM

AUGUST 2019
SHEET 6 OF 8, VERSATILE CLAMPS

32 GALLON TRASH CAN

40" X 40" X 30" GAYLORD

GONDOLA CARTS UP TO 1.5 CUBIC YARD

DETAIL A

DETAIL A
LENGTH OF CLAMP ADJUSTS WITH CAM-LOCK LEVER

DETAIL B
POSITION OF ARMS SET BY MOVING BOLTS ON EDGE OF CHUTE
ATTACHMENT POINTS FOR LIFT EYES
(NOT INCLUDED)

OPENINGS FOR LIFT SLINGS

LOOPs FOR SECURE LIFTING WITH FORKLIFT

CROSSMEMBER ALIGNS WITH FORKLIFT LOOPS TO KEEP TIPPER SECURE

INTEGRATED LIFTING POINTS
ADDITIONAL FEATURES

OPTIONAL SOLAR PANELS ELIMINATES NEED FOR ELECTRICAL CONNECTION

SOLAR OPTION INCLUDES INTEGRATED SMART CHARGER FOR OPTIMIZED BATTERY LIFE

ADDITIONAL FEATURES

DETAIL C

2 INCH CAM BUCKLE WEBBING STRAP - SECURES TO DUMPSTER TO PREVENT MOVEMENT

STATIONARY MOUNT FOOT
OPTIONAL - REPLACES CASTERS - MAKES UNIT STATIONARY & ENABLES BOLTING TO GROUND