1. Introduction

This report presents the summary of the life cycle assessment (LCA) of IsoHemp hempcrete blocks carried out as part of Life Cycle in Practice project (LCiP) – GreenWin outsourcing.

The study was conducted by Liège Université – Faculté des Sciences Appliquées – Chemical Engineering et PEPs – Products, Environment and Processes.

2. Description of the product

IsoHemp hempcrete blocks are made by mixing hemp shives and limes. They are great for numerous applications and recommended by professionals for both new builds and renovations, whether they are single-family projects, community buildings and commercial buildings.

The IsoHemp hempcrete blocks are particularly suitable for residential constructions, for adding a second wall to existing walls on the inside or from the outside, as well as industrial partitioning and for apartments.

The major hempcrete block features are: thermal regulation, humidity regulation, acoustic insulation, protection and fire resistance, health and environmental qualities.

3. Method for assessment

- Life cycle assessment (LCA) « cradle-to-grave » according to ISO standards 14040:2016 et 14044:2016. The characterisation of impacts is carried out according to the standard EN 15804.
- Impact assessment are evaluated with Simapro 8.5.0 software (2018) (Pre-Consultant, CH) and Ecoinvent 3.4 (Nov 2017) and ELCD 3.2 databases (Nov 2017)
- Resource use (primary energy use and water) and waste are evaluated with the method SBK Bepalingsmethode, 20 october 2017 (NMD 2.1).

4. Goals and scope of the study – Life cycle inventory

1 FU = 1 m³ of IsoHemp hempcrete blocks palletized, packed for shipping

Dimension of the blocks :

- Thickness: 6, 9, 12, 15, 20 and 30 cm
- Length : 60 cm
- Height : 30 cm
- Thermal conductivity of one IsoHemp hempcrete block : $\lambda_d < 0.07$ [W/mK]
Raw materials: hemp – hydraulic and hydrated limes – water

System boundaries: 4 stages to obtain a complete cradle-to-grave: production stage (A1-A3), construction stage (A4-A5), use stage (B1-B5) and end-of-life stage (C1-C4).

5. Life cycle inventory

The table summarizes the life cycle assessment results as usually asked for the creation of Environmental Product Declarations (EPDs).

Synthesis of des impact assessment of IsoHemp hempcrete blocks (1m³) with lifespan 50 years

6. Conclusions

IsoHemp hempcrete blocks made of hemp shives as well as hydraulic and hydrated lime, have very interesting environmental performances due to the nature of their components and the simplicity of their manufacturing process.

They are of great interest especially in what concerns global warming by storing CO₂ (negative impact), due to its capture during the growth of hemp.

This entirety LCA study is available upon request by sending an e-mail to info@isohemp.be.