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40x40x40 Polyethylene Packers 
& M16 Wedge Anchors (Optional)

50 x 3 EA (Standard)
38x16x4 Channel (Alternative)

75 x 5 EA
Larger Angle may be 

required to suit slope / step

Post 
SHS 75x3

(A) (B)

(D) Option of Sharks Teeth Available

Internal 
Plastic Cap

Slot 9x20

To Accommodate Slope 
up to 0.7 Degrees 

1/4" Tamperproof Lock Bolt, 358 Mesh 
Clip & Washer (round or square)
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DETAIL V
SCALE 1 : 12

WWW.HAMPDEN.CO.NZ

Posts: SHS 75x3mm or UC Beams•
Mesh: 4mm Steel Wire with 72mm •
Horizontal Aperture and 8mm Vertical 
Aperture  

Footing Dimensions subject to change to suit ground conditions•
High Security Product•
Options available for Powder Coating or Paint Systems•
Other Custom Heights are Available on Request•
Typical Panel can Accomodate upto 0.7 Degrees of Slope•
Panels can step to suit larger slopes - Longer Posts, larger rails •
and/or Omission of Packers may be Required

A) Baseplated Post
12mm Thick

All Dimensions in mm

Design Option 1 Example
Typical / Standard

These drawings & specifications are the property of Hampden Limited & are issued in strict confidence. 
They shall not be reproduced, copied, or used in any way without specific authority of the owner

P : (+64) 9 274 7557
F : (+64) 9 274 5473
E : sales@hampden.co.nz

3, HEB PLACE, TAKANINI, AUCKLAND 
NEW ZEALAND 2105

Mesh Weight : 

Material : 

Finish : 

Notes : 

Drawn : 

Description : 

Spec Sheet

Typical 358 Anti-Climb Rigid 
Mesh Fence

Mild Steel

Mesh Hot Dip Galvanised to AS/NZS 4680:2006, 
Posts & Rails Hot Dip Galvanized to AS/NZS 
4680:2006

56 Kg HK

Specs : 

Revision: 7

https://www.hampden.co.nz/


 1
78

5 
 1

78
5 

 5
0 

 80 

 2
98

 T
YP

. 

 305  Typ. 

 ~
 4

0 

 3
60

0 
M

es
h 

He
ig

ht
 

 ~
 3

74
0 

 O
ve

ra
ll 

C

C

75 x 5 EA
Larger Angle may be 

required to suit slope / step

Post
SHS 100 x 3

Optional Angle for 
Increased Rigidity

(B)
(A)

(D) Option of Sharks Teeth Available

50 x 3 EA (Standard)
38x16x4 Channel (Alternative)

Internal 
Plastic Cap

Slot 9x20

To Accommodate Slope 
up to 0.7 Degrees 

1/4" Tamperproof Lock Bolt, 358 Mesh 
Clip & Washer (round or square)
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SCALE 1 : 12
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DETAIL T
SCALE 1 : 12

B) Inground Post

WWW.HAMPDEN.CO.NZ

Posts: SHS 100x3mm or UC Beams•
Mesh: 4mm Steel Wire with 72mm •
Horizontal Aperture and 8mm Vertical 
Aperture
Mid Rail added for Mesh Rigidity  •

Footing Dimensions subject to change to suit ground conditions•
High Security Product•
Options available for Powder Coating or Paint Systems•
Other Custom Heights are Available on Request•
Typical Panel can Accomodate upto 0.7 Degrees of Slope•
Panels can step to suit larger slopes•
Longer Posts, larger rails and/or Omission of Packers may be •
Required

A) Baseplated Post

Design Option 1 Example
Typical / Standard

12mm Thick

All Dimensions in mm

These drawings & specifications are the property of Hampden Limited & are issued in strict confidence. 
They shall not be reproduced, copied, or used in any way without specific authority of the owner

P : (+64) 9 274 7557
F : (+64) 9 274 5473
E : sales@hampden.co.nz

3, HEB PLACE, TAKANINI, AUCKLAND 
NEW ZEALAND 2105

Mesh Weight : 

Material : 

Finish : 

Notes : 

Drawn : 

Description : 

Spec Sheet

Typical 358 Anti-Climb 
Rigid Mesh Fence

Mild Steel

Mesh Hot Dip Galvanised to AS/NZS 4680:2006, 
Posts & Rails Hot Dip Galvanized to AS/NZS 
4680:2006

83 Kg HK

Specs : 

Revision: 7

https://www.hampden.co.nz/
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D) Sharks Teeth

HAMPDEN 358 ANTI CLIMB 
SECURITY MESH

TAMPER PROOF 
1/4" LOCK BOLT

358 MESH CLIP

WASHER M8, Ø22 x 3 (Standard)
SQUARE WASHER 40x40x3  

(Alternative/Prison)

C) Fixing Detail, Option 1

TYPICAL CLAMP 
ANGLE EA50x3

TAMPER PROOF 1/4" 
LOCK BOLT

HAMPDEN 358 ANTI CLIMB 
SECURITY MESH

C) Fixing Detail, Option 2

ALTERNATIVE CLAMP 
CHANNEL 38x16x2 WASHER M8, Ø22 x 3 (Standard)

SQUARE WASHER 40x40x3  (Alternative)
 

WWW.HAMPDEN.CO.NZ
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50 x 3 EA

75 x 5 EA

SHS Posts with 50 x 3 EA 
welded to sides 2315 with SHS 75 x 3 

2340 with SHS 100 x 3

 Post to Post 2240 
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Design Option 1 : TYP Assembly

75 x 5 EA Frame

Fully Welded 75 x 3 Frame with Mesh 
Infill Security Screwed to SHS Posts

 2315 with SHS 75 x 3 
2340 with SHS 100 x 3

 Post to Post 2240 
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Design Option 2 : Picture Frame

50 x 3 EA

75 x 5 EA

SHS Posts with Riv Nuts  
 2216 with SHS 75 x 3 
2243 with SHS 100 x 3
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Design Option 3 : SHS Face Laid with Riv Nuts

50 x 3 EA

75 x 5 EA

150UC23 Universal Column

 2265 Post Centres 
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 Post to Post 2113 

Design Option 4 : 150UC23 Universal Column 

WWW.HAMPDEN.CO.NZ
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 post to post 2240 mm 
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EE GG

Security Screw
358 Mesh Clip

Washer
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Option 2 : 75x5 EA Picture Frame
1/4" Lock Bolts

 post to post 2240 mm 

D

EE HH

1/4" Lock Bolts

358 Mesh Clip

M8 Rivnut

Washer
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Option 3 : SHS 75x3 with Rivnuts
*Cover Plate Optional

M8 Quad Drive Security 
Screw with 358 Mesh Clip

M8 Rivnut

D
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II

 50 

Washer

1/4" Lock Bolts
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Option 4 : 150UC23 Universal Column 

D

EE FF

1/4" Lock Bolts

358 Mesh Clip
50 x 3 EA

Washer

5 30 (300)

 20 
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0 

Option 1 : SHS with EA
Typical / Standard

WWW.HAMPDEN.CO.NZ

358 Mesh Clip
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