
C.W. Cole & Company, Inc.
2560 N. Rosemead Boulevard
South El Monte, CA  91733-1593

Tel.      (626) 443-2473  
Fax      (626) 443-9253
info@colelighting.com
www.colelighting.com

Custom lighting can fulfill the 
need to create a unique design 
statement, or it can be as simple 
as an ordinary design customized 
to fit a unique job condition. The 
people at Cole are prepared to  
assist in the design and fabrication 
of such lighting fixtures. We take 
great pride in our ability to inter-
pret those needs and turn them 
into quality products that reflect 
the designer's goals.

Cole can confidently work with 
nearly all types of applications, 
light sources, and materials.  
We have a tremendous resource 
in our long history of providing a 
wide range of fixtures, and we are 
proud to utilize that resource to 
assist in design inspiration and
fabrication techniques.

Angel Light fixture -  
Port of Los Angeles, CA
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Ontario Mills Mall, CA

Wyndham Hotel, Costa Mesa, CA St. Thomas Korean Catholic Church, Anaheim, CA

The personnel at Cole have  

the experience to develop a lighting  

fixture design from the designer's concept 

to the final product. In doing so, we  

always focus on the final function, as well 

as safety, servicing, and maintenance  

considerations. We encourage early  

communication with your Cole  

representative to take maximum  

advantage of our ability to assist in  

the design process and contribute 

ideas to optimize value. 
UCLA Kaufman Hall, Westwood, CA

Cottage Hospital,
Santa Barbara, CA

C.W. Cole & Company, Inc.  |  T: 626.443.2473  |  F: 626.443.9253  |  www.colelighting.com  |  info@colelighting.com



Sunrise Mall

Every design is developed for the  

most precise coordination of elements. 

Manufacturing methods and material 

choices are frequently dictated by the 

quantity requirements. Material choices 

include steel, aluminum, bronze,  

stainless steel, and copper, and may be 

used in sheet, cast, extruded, and  

machined forms. Finishes vary from  

powder coating to anodized finishes  

and chemical patinas.

Museum Square, Los Angeles, CA

Sunrise Mall,  
Citrus Heights, CA

C.W. Cole & Company, Inc.  |  T: 626.443.2473  |  F: 626.443.9253  |  www.colelighting.com  |  info@colelighting.com

Loews Philadelphia Hotel, PA

Sunrise Mall, Citrus Heights, CA Fu
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Successful development 

of custom designs requires that 

the entire organization be attuned 

to the issues unique to that 

type of product. All of the people 

at Cole take great pride in 

fulfilling their unique 

responsibilities to assure that 

every custom fixture represents 

the finest craftsmanship 

available in products that will 

enhance your projects.

C.W. Cole & Company, Inc.  |  T: 626.443.2473  |  F: 626.443.9253  |  www.colelighting.com  |  info@colelighting.com
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City Hall Annex, Honolulu, HI

Cottage Hospital, Santa Barbara, CA

University 
Baptist Church, 
Houston, TX

Kapolei Public Library. HI Kapolei Public Library. HI



MacArthur Place, 
Costa Mesa, CA

International Monetary Fund, Washington, DC

C.W. Cole & Company, Inc.  |  T: 626.443.2473  |  F: 626.443.9253  |  www.colelighting.com  |  info@colelighting.com

Use your imagination . . . 

or ours. Cole representatives 

are available to assist with 

your needs, and will 

coordinate with our experts

for the details.

Getty Villa, Malibu, CA Tri Countries Bank, Chico, CA Port of Los Angeles, CA

Loews Philadelphia Hotel, PA Uniformed Services University,
Bethesda, MD 



Cole Custom Lighting

Ala Moana Hotel, Honolulu, HILafayette Library, CA Marvin Engineering, Inglewood, CA

Snow College Library
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San Diego Air & Space Museum, CASnow College Library, Ephraim, UT Dos Lagos, Corona, CA

Millcreek Community Center, UTSteak 'N Shake, Times Square, NY Peachtree Road Methodist Church, Atlanta, GA
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A1102-FX1

CUSTOM POLE LUMINAIRES

JOB: PACIFIC DESIGN CENTER

120"

240"

84"

54"

378"

ELEVATION OF POLE LIGHT

SECTION THROUGH POLE LIGHT FX-1A SECTION THROUGH POLE LIGHT FX-1

SCALE: 1/32" = 1"

SCALE: 1/16" = 1" SCALE: 1/16" = 1"

9"

40-1/2"

48"
54-3/4"

AA PLAN VIEW/SECTION A-A

PLAN VIEW/DETAIL - C

PLAN VIEW/SECTION B-B

B B

(TYP. FOR 4 PER POLE
FOR FX-1 & TYP. FOR 2
PER POLE FOR FX-1A)

3" SQ. X 3/16" WALL ALUMINUM
TUBE 400W HID FLOODLIGHTS
MOUNTING ARM

22-1/4" 22-1/4"

34-1/2"

SCALE: 1/16" = 1"

SCALE: 1/16" = 1"

400W H.I.D. FLOODLIGHT
(2) REQ'D. (Provided
by others & mounted
to tapered pole by Cole)

400W H.I.D. FLOODLIGHT
(4) REQ'D. (Provided
by others & mounted
to tapered pole by Cole)

COMPACT FLUORESCENT
"JELLY JARS" (4) REQ'D.
(Provided by others & mounted
to tapered pole by Cole)SCALE: 1/16" = 1"

50W H.I.D. DOWNLIGHT
IN CUSTOM ENCLOSURE
2) req'd. (Provided by others
& mounted to arm by Cole)

50W H.I.D. DOWNLIGHT
IN CUSTOM ENCLOSURE
2) req'd. (Provided
by others & mounted
to arm by Cole)

2" X 1" X 1/8" WALL ALUM.
RECTANGULAR TUBE (By others)
(Welded to tapered pole)

MEDIUM YOKE-MOUNTED
400W. H.I.D. FLOODLIGHT

MEDIUM YOKE-MOUNTED

MEDIUM YOKE-MOUNTED

3/16" THICK ALUMINUM OUTER & INNER 
OVAL FIBERGLASS BOWL MTG. PLATE
(2) REQ'D. @ BOTTOM & TOP

.230" THICK CLEAR FIBERGLASS
BOWL W./ 3" Ø DOTS & 6"
STAGGERED CENTER, PAINTED
METALLIC SILVER BETWEEN
THE DOTS

.230" THICK CLEAR FIBERGLASS
BOWL W./ 3" Ø DOTS & 6"
STAGGERED CENTER, PAINTED METALLIC
SILVER BETWEEN THE DOTS

.230" THICK CLEAR FIBERGLASS
BOWL W./ 3" Ø DOTS & 6"
STAGGERED CENTER, PAINTED METALLIC
SILVER BETWEEN THE DOTS

5.9" Ø @ TOP & 12" Ø @ BOTTOM ALUM. TAPERED POLE
(Provided by others)

8-32 X 1/2" S.S. FLAT 
PHILLIP HEAD M./ SCREW
(3) REQ'D. @ 120º APART

1/8" THICK ALUMINUM SPUN TOP
(By Cole)

1/4-20 X 3/4" S.S. FLAT
PHILLIP HD. M./ SCREW
(12) PLACES @ BOTTOM & TOP

SEE DETAIL - D

SEE DETAIL - C

DETAIL - D
SCALE: 1/2" = 1"

CATALOG No. A1102-FX1 & A1102-FX1A
TYPE: FX-1 & FX-1A

NOTES:
1.) WIRING = 4 CIRCUITS.

49/64" Ø THRU HOLE
FOR FLOODLIGHTS
(2) PLACES 

.230" THICK CLEAR FIBERGLASS
BOWL W./ 3" Ø DOTS & 6"

SILVER BETWEEN THE DOTS
STAGGERED CENTERS, PAINTED METALLIC

2.) FIBERGLASS BOWL PAINTED METALLIC SILVER BETWEEN THE DOTS.

1-1/2"

135º

NOTE: DOTS TO BE REMOVED AFTER PAINTING.

NOTE: DOTS TO BE REMOVED
AFTER PAINTING.

NOTE: DOTS TO BE REMOVED AFTER PAINTING.

NOTE: DOTS TO BE REMOVED AFTER PAINTING.

5.9" Ø @ TOP & 12" Ø @ BOTTOM
ALUMINUM TAPERED POLE
(Provided by others)

5.9" Ø @ TOP & 12" Ø @ BOTTOM
ALUMINUM TAPERED POLE
(Provided by others)

(By Cole)3" SQ. X 3/16" WALL ALUM.
TUBE 400W HID FLOODLIGHTS
MOUNTING ARM
(By Cole)

3/8-16 X 1" S.S. HEX HEAD BOLT
(4) PLACES PER BRACKET

CFM32W / GX24q-3 BASE

5.9" Ø @ TOP & 12" Ø @ BOTTOM
ALUMINUM TAPERED POLE
(Provided by others)

SILVER PAINTED FINISH

RED GLASS GLOBE (By Cole)

GLOBE FITTER W./ MEDIUM BASE
INCANDESCENT SOCKET (Provided by others
& mounted to spun top by Cole)

5.9" Ø @ TOP & 12" Ø @ BOTTOM
ALUMINUM TAPERED POLE
(Provided by others)

REVISED    3-6-02,        T. PHAN

(Painted silver metallic)

3/16" THK. ALUM. BRACKET
(4) REQ'D. PER PLATE
(Welded to inner plate & fastened
to tapered pole)

1/4-20 X 3/4" S.S.
PAN HD. M./ SCREW
(4) REQ'D. PER PLATE

REVISED    3-11-02,        T. PHAN

8"

50º

22-1/2"

22-1/2"

2" (Typ.)

12-1/8" X 18-3/8"
X 3/16" THICK ALUM.

OVAL PLATE
OUTSIDE & INSIDE

(2) PLACES

23-7/8" O.C. 19"

(Painted silver metallic)
(AWLCRAFT #H1048) , DOTS TO BE REMOVED AFTER PAINTING.

3.) FINISH = PAINT SILVER METALLIC (For HID floodlight mtg. arms,
spun pole top caps, jelly jar fixture support brackets & fiberglass
bowl mounting plates.

(31'-6")

50º

7-1/8"

7-1/8"

20-13/16"

22-1/2"

7"1-1/2"

NOTE: 1 AT TOP & BOTTOM ROW,
(2) AT MIDDLE ROW.

82-1/2" 
TO TOP POLE

W/O CAP

REVISED    8-14-02,        T. PHAN

7"
49/64" Ø THRU HOLE
FOR (1) FLOODLIGHT
(Type FX1 only)

1/2" THK. X 4" W. X 10" H.
FLOOD LIGHT MTG. PLATE
(Welded to 3" sq. tube)

NOTE:
400W. H.I.D. FLOODLIGHT IS SECURED IN
PLACE BY 3/4-10 X 4-1/2"L. HEX HEAD BOLT,
HEX NUT & (2) 2" O.D. X 13/16" I.D.
X 1/8" THICK FLAT WASHERS.

INFORMATION AND DESIGNS HEREON ARE PROPRIETARY AND CONFIDENTIAL.  THEY MAY NOT
BE USED OR REPRODUCED WITHOUT THE EXPRESSED PERMISSION OF C.W. COLE & CO. INC.

C.W. COLE & CO., INC.
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C.W. COLE & CO., INC.
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2560 N. ROSEMEAD BLVD., SOUTH EL MONTE, CA 91733-1593 •  (626) 443-2473 •  FAX (626) 443-9253

A1102-FX1

CUSTOM POLE LUMINAIRES

JOB: PACIFIC DESIGN CENTER

120"

240"

84"

54"

378"

ELEVATION OF POLE LIGHT

SECTION THROUGH POLE LIGHT FX-1A SECTION THROUGH POLE LIGHT FX-1

SCALE: 1/32" = 1"

SCALE: 1/16" = 1" SCALE: 1/16" = 1"

9"

40-1/2"

48"
54-3/4"

AA PLAN VIEW/SECTION A-A

PLAN VIEW/DETAIL - C

PLAN VIEW/SECTION B-B

B B

(TYP. FOR 4 PER POLE
FOR FX-1 & TYP. FOR 2
PER POLE FOR FX-1A)

3" SQ. X 3/16" WALL ALUMINUM
TUBE 400W HID FLOODLIGHTS
MOUNTING ARM

22-1/4" 22-1/4"

34-1/2"

SCALE: 1/16" = 1"

SCALE: 1/16" = 1"

400W H.I.D. FLOODLIGHT
(2) REQ'D. (Provided
by others & mounted
to tapered pole by Cole)

400W H.I.D. FLOODLIGHT
(4) REQ'D. (Provided
by others & mounted
to tapered pole by Cole)

COMPACT FLUORESCENT
"JELLY JARS" (4) REQ'D.
(Provided by others & mounted
to tapered pole by Cole)SCALE: 1/16" = 1"

50W H.I.D. DOWNLIGHT
IN CUSTOM ENCLOSURE
2) req'd. (Provided by others
& mounted to arm by Cole)

50W H.I.D. DOWNLIGHT
IN CUSTOM ENCLOSURE
2) req'd. (Provided
by others & mounted
to arm by Cole)

2" X 1" X 1/8" WALL ALUM.
RECTANGULAR TUBE (By others)
(Welded to tapered pole)

MEDIUM YOKE-MOUNTED
400W. H.I.D. FLOODLIGHT

MEDIUM YOKE-MOUNTED

MEDIUM YOKE-MOUNTED

3/16" THICK ALUMINUM OUTER & INNER 
OVAL FIBERGLASS BOWL MTG. PLATE
(2) REQ'D. @ BOTTOM & TOP

.230" THICK CLEAR FIBERGLASS
BOWL W./ 3" Ø DOTS & 6"
STAGGERED CENTER, PAINTED
METALLIC SILVER BETWEEN
THE DOTS

.230" THICK CLEAR FIBERGLASS
BOWL W./ 3" Ø DOTS & 6"
STAGGERED CENTER, PAINTED METALLIC
SILVER BETWEEN THE DOTS

.230" THICK CLEAR FIBERGLASS
BOWL W./ 3" Ø DOTS & 6"
STAGGERED CENTER, PAINTED METALLIC
SILVER BETWEEN THE DOTS

5.9" Ø @ TOP & 12" Ø @ BOTTOM ALUM. TAPERED POLE
(Provided by others)

8-32 X 1/2" S.S. FLAT 
PHILLIP HEAD M./ SCREW
(3) REQ'D. @ 120º APART

1/8" THICK ALUMINUM SPUN TOP
(By Cole)

1/4-20 X 3/4" S.S. FLAT
PHILLIP HD. M./ SCREW
(12) PLACES @ BOTTOM & TOP

SEE DETAIL - D

SEE DETAIL - C

DETAIL - D
SCALE: 1/2" = 1"

CATALOG No. A1102-FX1 & A1102-FX1A
TYPE: FX-1 & FX-1A

NOTES:
1.) WIRING = 4 CIRCUITS.

49/64" Ø THRU HOLE
FOR FLOODLIGHTS
(2) PLACES 

.230" THICK CLEAR FIBERGLASS
BOWL W./ 3" Ø DOTS & 6"

SILVER BETWEEN THE DOTS
STAGGERED CENTERS, PAINTED METALLIC

2.) FIBERGLASS BOWL PAINTED METALLIC SILVER BETWEEN THE DOTS.

1-1/2"

135º

NOTE: DOTS TO BE REMOVED AFTER PAINTING.

NOTE: DOTS TO BE REMOVED
AFTER PAINTING.

NOTE: DOTS TO BE REMOVED AFTER PAINTING.

NOTE: DOTS TO BE REMOVED AFTER PAINTING.

5.9" Ø @ TOP & 12" Ø @ BOTTOM
ALUMINUM TAPERED POLE
(Provided by others)

5.9" Ø @ TOP & 12" Ø @ BOTTOM
ALUMINUM TAPERED POLE
(Provided by others)

(By Cole)3" SQ. X 3/16" WALL ALUM.
TUBE 400W HID FLOODLIGHTS
MOUNTING ARM
(By Cole)

3/8-16 X 1" S.S. HEX HEAD BOLT
(4) PLACES PER BRACKET

CFM32W / GX24q-3 BASE

5.9" Ø @ TOP & 12" Ø @ BOTTOM
ALUMINUM TAPERED POLE
(Provided by others)

SILVER PAINTED FINISH

RED GLASS GLOBE (By Cole)

GLOBE FITTER W./ MEDIUM BASE
INCANDESCENT SOCKET (Provided by others
& mounted to spun top by Cole)

5.9" Ø @ TOP & 12" Ø @ BOTTOM
ALUMINUM TAPERED POLE
(Provided by others)

REVISED    3-6-02,        T. PHAN

(Painted silver metallic)

3/16" THK. ALUM. BRACKET
(4) REQ'D. PER PLATE
(Welded to inner plate & fastened
to tapered pole)

1/4-20 X 3/4" S.S.
PAN HD. M./ SCREW
(4) REQ'D. PER PLATE

REVISED    3-11-02,        T. PHAN

8"

50º

22-1/2"

22-1/2"

2" (Typ.)

12-1/8" X 18-3/8"
X 3/16" THICK ALUM.

OVAL PLATE
OUTSIDE & INSIDE

(2) PLACES

23-7/8" O.C. 19"

(Painted silver metallic)
(AWLCRAFT #H1048) , DOTS TO BE REMOVED AFTER PAINTING.

3.) FINISH = PAINT SILVER METALLIC (For HID floodlight mtg. arms,
spun pole top caps, jelly jar fixture support brackets & fiberglass
bowl mounting plates.

(31'-6")

50º

7-1/8"

7-1/8"

20-13/16"

22-1/2"

7"1-1/2"

NOTE: 1 AT TOP & BOTTOM ROW,
(2) AT MIDDLE ROW.

82-1/2" 
TO TOP POLE

W/O CAP

REVISED    8-14-02,        T. PHAN

7"
49/64" Ø THRU HOLE
FOR (1) FLOODLIGHT
(Type FX1 only)

1/2" THK. X 4" W. X 10" H.
FLOOD LIGHT MTG. PLATE
(Welded to 3" sq. tube)

NOTE:
400W. H.I.D. FLOODLIGHT IS SECURED IN
PLACE BY 3/4-10 X 4-1/2"L. HEX HEAD BOLT,
HEX NUT & (2) 2" O.D. X 13/16" I.D.
X 1/8" THICK FLAT WASHERS.

C.W. Cole & Company, Inc.  |  T: 626.443.2473  |  F: 626.443.9253  |  www.colelighting.com  |  info@colelighting.com

Pacific Design Center, West Hollywood, CA
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Oakley Retail Store, Irvine, CA

We are proud to have 
participated in many of the 
most creative and significant 
projects of our times.

Park Avenue Armory / New York, NY
Staples Center / Los Angeles, CA
63rd Street Beach House / Chicago, IL
Hollywood Bowl / Los Angeles, CA
Meyerson Symphony Center / Dallas, TX
WMATA Metro Stations / Washington, DC
AT&T Corporate Center / USG / Chicago, IL
Museum of Fine Arts / Houston, TX
Monticello / Charlottesville, VA
Museum of Modern Art / San Francisco, CA
Ford World Headquarters / Dearborn, MI
Rockefeller University / New York, NY
New Amsterdam Theater / New York, NY
Hawaii State Capitol / Honolulu, HI
New Doha International Airport / UAE, Qatar
AMC Theaters / nationwide
SAP America / Philadelphia, PA
Century Theaters / nationwide
Brooklyn Bridge Park / Brooklyn, NY
Gap / Banana Republic Stores / nationwide
Camden Yards / Baltimore, MD
Grand Central Terminal / New York, NY
Alderwood Mall / Seattle, WA
Denver Art Museum / Denver, CO
Beverly Center / Beverly Hills, CA
Getty Center / Los Angeles, CA
New York-New York Casino / Las Vegas, NV
Pérez Art Museum/ Miami, FL
Saudi ABF Palace / Saudi Arabia
Akron Civic Center / Akron, OH
Peabody Essex Museum / Salem, MA
Griffith Observatory / Los Angeles, CA
Soaring Eagle Resort & Casino / Mt. Pleasant, MI
Univ. of Oregon Recreation Center / Eugene, OR  
Heritage Arts Theater / Cedar City, UT
Ronald Reagan State Office Bldg. / Sacramento, CA
Peachtree Road Methodist Church / Atlanta, GA
Kapolei Public Library / Kapolei, HI
Grand Central Terminal / New York, NY
St. Ignatius Catholic Church / Forest Hill, MD
Emory Univ. Schwartz Performing Arts / Atlanta, GA
Univ. of Michigan Hill Auditorium / Ann Arbor, MI
University of Technology, Sydney, AUS
Village of Merrick Park / Coral Gables, FL
Washington Monument / Washington, DC
Loews Philadelphia Hotel / Philadelphia, PA
Grand Central Terminal / New York, NY
Smithsonian Institution / Washington, DC
Art Institute of Chicago / Chicago, IL
World Trade Center / New York, NY
Hyatt Regency Chicago / Chicago, IL
Univ. of Iowa - Hancher Auditorium / Iowa City, IA
IMF / Washington, DC
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