**Signal Lights**

**SL251 SERIES**

**SPECIFICATIONS**

**Construction**
- Fixture is constructed of 20 gauge steel with a black polyester coating
- Red and green glass lenses are glazed with silicone sealant
- Sun shield is integral with faceplate
- cULus listed, suitable for wet locations.

**Electrical**
- Includes two LED/R20 lamps on separate circuits. LED bulbs are provided with fixture.

**Mounting**
- Housing mounts directly to recessed junction box.

---

**Surface Signal**

<table>
<thead>
<tr>
<th>Catalog Numbers</th>
<th>LED/R20 Lamps</th>
</tr>
</thead>
<tbody>
<tr>
<td>Wall Mount</td>
<td>SL251W</td>
</tr>
<tr>
<td>Ceiling Mount</td>
<td>SL251C</td>
</tr>
</tbody>
</table>

The SL251 provides protection against reflective glare with its integral sun shield.

---

**Recessed Signal**

<table>
<thead>
<tr>
<th>Catalog Numbers</th>
<th>LED/R20 Lamps</th>
</tr>
</thead>
<tbody>
<tr>
<td>Recessed</td>
<td>SL251R</td>
</tr>
</tbody>
</table>

The SL251-R offers the option of recessed mounting.

---

**Options**

Custom color (consult factory for choices).
Add suffix -CC

**How to Specify**

1. Select catalog number with desired features.
2. Add suffixes for options required to meet job conditions.