


 Standard Plank size 7”x48”
 Special Order size: 6”x36”, 6”x48”, 12”x24”

 Standard Plank Thickness: 5.5mm
 Special Order Thicknesses available

 Wear Layer: 20mil (0.5mm) UV no wax

 Fire Rating: Class A

 STC Rating: 55

 IIC Rating: 59

 Static Load: 2200psi

 ADA Slip Resistance: Meets Criteria for floors and Ramps
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1. Create a 1/4” - 3/8”space between the perimeter planks 
and the wall using spacers. Do not remove them until the 
installation is complete.

2. Installation of VTB Click with Easy Lock must begin from 
the left side of the room, working to the right.

3. Lay the first full piece with the long tongue side facing 
away from the wall.

4. First, place the short end clip on to the receiving groove 
to align the edges. Use a soft hammer to secure the level 
lock clip by tapping on the short end clip so it snaps into 
the receiving plank. Continue entire first row and cut last 
piece to fit, maintaining the necessary gap.



5. Working left to right, place the long edge of a new plank 
into the receiving groove of the plank in the previous 
row.  Angle down and lay plank flat.  Maintain a 
minimum end joint stagger of 6” throughout the 
installation process.

6. Take a new plank and connect the long edges together, 
while still in a 45-degree angle slide the plank until it is 
up to the already laid down piece. Then lower the plank 
until it is on top of the receiving short end, use a soft 
hammer to tap the flooring into a secure lock.

7. Cut the final row of planks to fit along the wall. Make sure 
all short edge drop lock systems are secured with a soft 
hammer.

8. Remove spacers. Cover expansion space with quarter 
round or another trim, being sure not to trap or pin down 
the floor.
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