DESCRIPTION

The “little brother” of the best-selling DK2 MMTEX7 is specially designed
for handling a variety of hauling tasks. This trailer is the perfect solution
for anyone needing to pull a trailer behind a small vehicle, full size truck,

law tractor, or ATV.

The trailers are engineered to provide exceptional balance and ease of
mobility without giving up one ounce of payload capacity. Every trailer
is made from 100% welded tubular steel with expanded steel decks. Our
back gate design is multi-purpose and can sit flat in the bed, up in a
vertical position, or lying down as a ramp for easy loading.

SPECIFICATION

GVW:

Curb weight
Payload capacity
Bed dimensions
Overall length

Floor height
Construction

Side panels
Floating Ramp Gate

Lighting

Hitch height
Flooring

1,600 Ib. 725.7 kg

305 1b. 138.3 kg

1,295 Ib. 587.4 kg

48 x 72 inches (1.21 x 1.82 m)

152 in. 3.86m tongue extended

18 in. 45.7 cm

Fully welded HD tubular steel

Open Sides

36 in. Reinforced square tube steel ramp with
heavy duty round tube exterior

Trailer comes pre wired with quick connect LED
lighting. Complies with DOT requirements.
Adjustable rear light protectors and protected
side markers.

14 in. 355 cm

100% welded down corrugated steel floor panel
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Item Number: MMT4X60
UPC: 826518005623

FEATURES

« Capacity: 587.4 kg (1,295 Ib.)

* Fully welded heavy-duty
powder-coated steel frame

* Corrugated steel floor

* Solid square tulbbe cambered
axle

* Drive up rear ramp tailgate

* 2 position dump bed axle
mount with quick release
lock pin

* Hitch height: 40.6 cm (16 in.)

* Heavy-duty tail light
protectors

« LED quick connect lighting
with side markers

* Wheel diameter: 12”

* Wheel bolt pattern:
5on 4-1/2"

» Tire size: 4.80-12

* Load range: C

* Assembly required

« 17/8” coupler

Ships in a single
carton.

Ships in a Stack
on 10.




