
SPECIFICATION
POWER 550W/0.75HP / 750W/1.0HP

VOLTAGE 110V / 120V

FREQUENCY 60Hz

SPEED 1,700RPM

DISPLACEMENT 3.8CFM / 4.0CFM

CAPACITY 2gal (7.6L)

MAX PRESSURE 125 PSI (8.6 Bar)

DECIBELS 54dB

DIMENSIONS 17.3” (L) x 15.8” (W) x 13.9” (H)
44cm (L) x 40.1cm (W) x 35.3cm (H)

WEIGHT 43lb (19.5kg)

SHIPPING 
DIMENSIONS

18.9” (L) x 16.9” (W) x 15.6” (H)
48cm (L) x 43cm (W) x 39.5cm (H)

SHIPPING WEIGHT 46.3lb (21kg)

WARRANTY 1-year limited

DESCRIPTION
The AC02G is a silent electric oil-free air compressor that can be plugged 
into any nominal 120V outlet and ready in seconds at 125 PSI with 2 gallons 
of available compressed air, all at an outdoor-tested 54 decibel reading.

This unit comes equipped with a brushless electric motor, 2 quick-connect 
hose ports with a regulator dial so the tools are given the air pressure they 
need to operate at their full potential, and when it comes to moving the 
AC02G around the job site, it couldn’t be any easier 
with its lightweight, compact design and ergonomic 
lift handle.

When the job is done and it’s time to pack up, just 
turn the pressure switch off, unplug, and pull the 
release valve to remove any remaining air pressure.
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ITEM NUMBER

AC02G

UPC

827518008249

FEATURES

• Powered by a twin cylinder 1HP 
(750W) 120V brushless electric motor 
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• Holds up to 2gal (7.6L) of compressed 
air at 125 PSI (8.6 Bar)

• Extremely quiet 54dB operating 
sound level (tested outdoors)

• Durable, spring-loaded pressure 
switch for easy on/off control

• 2 quick-connect hose ports 2

• 2 clear analog pressure gauges 3

• Regulator dial to control the amount 
of air pressure released at the hose 
outlets 4

• Compact, lightweight design with 
ergonomic handle for easy mobility 
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• Release valve to remove air pressure 
from the tank

• Drain petcock drains moisture from 
the tank and reduce risk of corrosion

• Oil-free operation - no lubrication 
required

• Thermal overload protection system 
automatically shuts off the electric 
motor if it becomes overheated

• Includes 1-year limited DK2 warranty

TWIN CYLINDER 1HP 
2-GALLON OIL-FREE 

SILENT ELECTRIC AIR 
COMPRESSOR


