STANDARD LCD MONITORS

WDL-1700M

17" LCD Monitor

L)L) © || 0 |[C]
LCD 17” 1000:1 ] 250cd/m= J1280x1024

SPECIFICATION

E
r4
o
=
8
-
[=]
g
[=]
z
&

Screen size 17" (diagonal)
Resolution 1280(W) x 1024(H)
Brightness 250cd/m? Thin cross section - less than 2.5” deep panel
Viewing angle Up:80°/Down : 80"/ Right : 85° / Left : 85° Multiple inputs - composite video, HDMI, D-sub
Active area 337.9(W) x 270.3(H)(mm) Audio (left/right) line inputs and bult-in speaker
ity 1000-1 Audio outputs - speaker / earphone
Color system NTSC/PAL/SECAM/auto . :
Pl pich 0254 0264 Orj—screen menu display for feature and video
adjustments
Pixel format RGB vertical stripe ;
Display color 16.7M color Foter supply ncluged
Response time 9ms
Wall mounting Yes
Built-in speakers with speaker (2W x 2stereo)
Plug & play support VESADDC 1/2B
Video source Composite, HDMI, VGA
Power
Power consumption 48W, saving mode : 5SW
Power supply Input : AC 100~240V, 50~60Hz / Output : DC 12V, 4.58A
Video input D-SUB 15P, HDMI, Video 1,2 BNC
Audio input RCA, @3.5 Stereo phone jack
Video output BNC Video Monitor output
Audio output @3.5 Stereo phone jack Audio Lineout
Operating temperature 0°C~+50°C (+32°F ~ +122°F)
Storage temperature -10°C~+60°C (14°F ~ +140°F)
 Dimensiors
Dimensions 429.0(W) x 411.0(H) x 229.0(D) (mm)
Weight 5.58kg (gross weight)

DIMENSIONS

429.0mm (16.9") 229.0mm (9.0”)

411.0mm(16.2")




