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Transcendent HD Network Cameras offer unprecedented 
performance and value. This “Peri-Cam” model utilizes four 
separate 3.3mm lenses to create a virtually seamless ultra high 
resolution 180° field of view.

These simple, easy to install, attractively styled, IP Network 
Cameras transmit over remote viewing via CMS, Internet 
Explorer, and iOS & Android Apps.

VTC-TNB8X4MS Transcendent Series 8 MegaPixel H.265 Indoor/Outdoor  
Multi-Sensor (1/2.8” 2MP) 180° Panoramic IP Camera 

• Four 1/2.8” 2.0 MegaPixel Progressive Scan CMOS 
image sensors

• Resolution of up to 4096 x 1800
• 4 x 3.3mm Fixed Lens
• 1s~1/10,000s; Auto/Manual Electronic Shutter 
• 8 IR LEDs with 65’ IR Range with 180° Array
• 120dB Super Wide Dynamic Range (WDR)
• Fully Programmable Intelligent Analytics including 

Object Removal/Museum Search, Line Crossing, and 
Area Intrusion Detection

• True Mechanical Day/Night function by ICR
• XD-DNR (2D & 3D-DNR) Noise Reduction
• Field of View Capacity: Pan (180°), Tilt (80°)
• H.265/H.264/MJPEG Triple Streaming
• Single IP Address Input Required
• Secondary Video Output (CVBS)
• Remote View via CMS, IE, iOS & Android Apps
• ONVIF Compliant
• MicroSD memory card slot for Local recording 

supporting up to 128GB MicroSDXC cards
• IP67 Weather Resistance / IK10 Impact
• Two-way Audio
• 12VDC & PoE (Power over Ethernet) Operation
• VT-TJB010 J-Box Included

FEATURES:

Use with VITEK Transcendent Series  
Real Time Network Video Recorders

Transcendent VT-TNR818PF, VT-TNR-1646PF, VT-TNR1616F, 
VT-TNR3216PF, VT-TNR6480E1, VT-TNV128E1 H.265  

Real Time Network Video Recorders with 4K HDMI Output.

180-Degree Field of Vision:
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VTC-TNB8X4MS Transcendent Series 8 MegaPixel H.265 Indoor/Outdoor  
Multi-Sensor (1/2.8” 2MP) 180° Panoramic IP Camera 
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Dimensions / Weight

4 ×  1/2.8” 2.0 Megapixel Progressive Scan CMOS

8 MegaPixel 4096 × 1800

1s -1 / 10000s (Auto / Manual) 

0 Lux (IR LED ON)

3.3mm Fixed Iris Lens

True Day / Night by ICR

8 / Smart IRs 

65’ w/ 180 Degree Array 
H.265 / H.264 / MJPEG

G.711A / G.711U

4096 × 1800, 3480 × 1680, 2880 × 1264, 1024 × 452, 704 × 320 

XD-DNR (2D-DNR & 3D-DNR)

VBR (Five Levels of Adjustment) / CBR (Adjustable)

ROI (Region of Interest), Saturation, Brightness, Chroma, Contrast, Noise Reduction

Object Removal / Museum Search, Line Crossing, Abnormal Video Detection, Area Intrusion Detection, People Intrusion, People Counting (Optional) 

SD Card Record, Triggering Record, Notify Control Center, Uploading SD Card, Sending e-mail
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Each ROI to be Configured Separately

RJ45 10M / 100M Ethernet Port, PoE (802.3af)

User Authentication, Host Authentication (MAC address); HTTPs encryption; IEEE802.1x Port-based Network Access Control; IP Address Filtering

HTTP, HTTPs, IPv4/IPv6, 802.1x, QoS, FTP, SMTP, UPnP, SNMP, DNS, DONS, NTP, RTSP, RTCP, RTP, TCP/IP, UDP, IGMP, ICMP, PPPoE, DHCP

1 x IN & 1 x OUT (Two-Way Audio)

Supports One MicroSD up to 128GB

CMS / Web Browser / Mobile (iOS / Android)

1 CH; Pelco-D/P Protocol, Custom Protocols Available

Internet Explorer, Chrome and Firefox with IE Tab

ONVIF, API, SDK

IP67 / IK10

12VDC / PoE (802.3af)

-22°~122 / <95% Humidity

11.35” × 6.29” (288.4mm × 159.7mm) Length × Width / 74 oz. (4.62 lbs.) (2.1kg)

VT-TNB8X4MS Specifications        

Included J-Box:
VT-TJB010


