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RCPA, the Australian Pipe Company, 
is the leading manufacturer of 
Vertically Cast Concrete Pipes 
in Australia. 
The dry-cast pipe making process was introduced to Australia by 
RCPA and has been in use for two decades. Vertically casting is the 
most efficient method of pipe manufacture available. 
Benefits of RCPA SRC Pipes; 

• Rapid production rates 

• Pipes comply with AS/NZS 4058:2007 

• Precision Manufacturing technology 

• Low impact and sustainable process 
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Nom. ID 

(mm) 
Pipe ID 
(mm) 

Socket 
OD (mm) 

 
 

Class 2 

Pipe OD (mm) 

Class 3 

 
 
Class 4 

 
 

Class 2 

Weight (kg) 

Class 3 

 
 

Class 4 

375 370 546 - - 449 - - 330 

450 445 643 - - 540 - - 490 

525 520 734 621 621 621 600 600 610 

600 595 825 700 700 700 720 720 730 

675 670 913 781 781 781 850 850 860 

750 745 1004 870 870 870 1040 1040 1050 

825 820 1093 951 951 951 1190 1200 1210 

900 895 1184 1038 1038 1038 1410 1420 1450 

1050 1045 1345 1186 1186 1186 1650 1690 1720 

1200 1195 1493 1400 1400 1400 2600 2640 2680 

1350 1345 1690 1570 1570 1570 3150 3180 3200 

1500 1495 1910 1730 1730 1730 3800 3820 3880 

1650 1645 2055 1840 n/a n/a 3650 n/a n/a 

1800 1795 2226 1996 n/a n/a 4180 n/a n/a 

2100 2095 2556 2300 n/a n/a 5020 n/a n/a 

*Dimensions and weights subject to change 
 

• Effective length = 2340mm 

• Rubber rings supplied with all pipes 

• Other classes available on request 

• Pipes listed above conform with AS/NZS 4058:2007 for 
normal environment exposure conditions 

• Pipes DN375-DN1050 produced at Somersby NSW 

• Pipes DN1200-DN2100 produced at Thornton NSW 

• Marine environment pipes available on request 
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