G-S scratch and impact-resistant MG mineral glass crystals have polished beveled edges and are stocked in many diameters and thicknesses from 0.7mm to 3.0mm. G-S will assemble MG crystal assortments to your specifications. See our complete plastic watch crystal catalog online at www.gswatchcrystals.com.

**FLAT MINERAL GLASS**

<table>
<thead>
<tr>
<th>STYLE NAME</th>
<th>THICKNESS</th>
<th>DIAMETER RANGE</th>
<th>INCREMENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>MGD</td>
<td>0.7mm</td>
<td>45.0mm</td>
<td>Polished Bevels</td>
</tr>
<tr>
<td>MGE</td>
<td>0.8mm</td>
<td>40.0mm &amp; 45.0mm</td>
<td>Polished Bevels</td>
</tr>
<tr>
<td>MGE</td>
<td>0.8mm</td>
<td>8.0mm to 9.5mm</td>
<td>.5mm</td>
</tr>
<tr>
<td>MGE</td>
<td>0.8mm</td>
<td>10.0mm to 33.0mm</td>
<td>.2 and .5mm</td>
</tr>
<tr>
<td>MG</td>
<td>1.0mm</td>
<td>12.0mm to 36.0mm</td>
<td>.1mm</td>
</tr>
<tr>
<td>XMG</td>
<td>1.0mm</td>
<td>36.5mm to 41.5mm</td>
<td>.5mm</td>
</tr>
<tr>
<td>XMG</td>
<td>1.0mm</td>
<td>42.0mm to 46.0mm &amp; 50.0mm</td>
<td>.1mm</td>
</tr>
<tr>
<td>MGH</td>
<td>1.2mm</td>
<td>15.0mm to 32.0mm</td>
<td>.5mm</td>
</tr>
<tr>
<td>TMGK</td>
<td>1.5mm</td>
<td>17.0mm to 27.5mm</td>
<td>.5mm</td>
</tr>
<tr>
<td>TMGK</td>
<td>1.5mm</td>
<td>28.0mm to 32.0mm</td>
<td>.2 and .5mm</td>
</tr>
<tr>
<td>TMGK</td>
<td>1.5mm</td>
<td>32.5mm to 36.0mm</td>
<td>.5mm</td>
</tr>
<tr>
<td>TMG</td>
<td>1.8mm</td>
<td>20.0mm to 27.8mm</td>
<td>.2 and .5mm</td>
</tr>
<tr>
<td>TMG</td>
<td>1.8mm</td>
<td>28.0mm to 30.0mm</td>
<td>.1mm</td>
</tr>
<tr>
<td>TMG</td>
<td>1.8mm</td>
<td>30.2mm to 36.0mm</td>
<td>.2 and .5mm</td>
</tr>
<tr>
<td>TMG</td>
<td>1.8mm</td>
<td>45.0mm</td>
<td>Polished Bevels</td>
</tr>
<tr>
<td>TMGP</td>
<td>2.0mm</td>
<td>17.0mm to 35.0mm</td>
<td>.1mm</td>
</tr>
<tr>
<td>TMGP</td>
<td>2.0mm</td>
<td>35.5mm to 46.0mm</td>
<td>.5mm</td>
</tr>
<tr>
<td>TMGP</td>
<td>2.0mm</td>
<td>50.0mm</td>
<td>Polished Bevels</td>
</tr>
<tr>
<td>TMGR</td>
<td>2.25mm</td>
<td>25.0mm to 33.0mm</td>
<td>.5mm</td>
</tr>
<tr>
<td>TMGV</td>
<td>2.5mm</td>
<td>17.0mm to 38.0mm</td>
<td>.5mm</td>
</tr>
<tr>
<td>TMGX</td>
<td>3.0mm</td>
<td>18.0mm &amp; 22.0mm</td>
<td>Polished Bevels</td>
</tr>
<tr>
<td>TMGX</td>
<td>3.0mm</td>
<td>25.0mm to 40.0mm</td>
<td>.5mm</td>
</tr>
<tr>
<td>TMGX</td>
<td>3.0mm</td>
<td>45.0mm &amp; 50.0mm</td>
<td>Polished Bevels</td>
</tr>
</tbody>
</table>

Call for pricing & availability:

- Item 4163: 3.5mm, 25.0mm, Polished Bevels
- Item 4163A: 3.5mm, 35.0mm, Polished Bevels
- Item 4142: 4.0mm, 40.0mm, Polished Bevels

MGF (0.9mm thick – various); TMGK 21.1, 35.2mm; TMG 18.3, 18.6, 18.7, 21.1, 24.9, 30.3mm.

**FLAT FANCY MINERAL GLASS**

**DOMED MINERAL GLASS (Double-Domed)**

<table>
<thead>
<tr>
<th>STYLE NAME</th>
<th>THICKNESS</th>
<th>DIAMETER RANGE</th>
<th>INCREMENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>LMG</td>
<td>1.0mm</td>
<td>Domed 14.0mm to 36.0mm (Height = 1.5–3.5mm)</td>
<td>.1mm</td>
</tr>
<tr>
<td>LMG</td>
<td>1.0mm</td>
<td>Domed 36.2mm to 47.0mm (Height = 3.5–3.9mm)</td>
<td>.2 and .5mm</td>
</tr>
<tr>
<td>LMGP</td>
<td>2.0mm</td>
<td>Domed 16.5mm (Height = 2.75mm)</td>
<td>For Omega</td>
</tr>
<tr>
<td>LMGP</td>
<td>2.0mm</td>
<td>Domed 26.0mm to 33.0mm (Height = 3.1–3.2mm)</td>
<td>.5mm</td>
</tr>
<tr>
<td>LMGP</td>
<td>2.0mm</td>
<td>Domed 43.4mm (Height = 4.0mm)</td>
<td>For Omega</td>
</tr>
<tr>
<td>HMGP <em>NEW</em></td>
<td>2.0mm</td>
<td>High-Domed 37.0 – 45.0mm (Height = 6.0mm)</td>
<td>.5mm</td>
</tr>
</tbody>
</table>

**SINGLE-DOMED MINERAL GLASS (Flat Bottom/Domed Top, Magnifying)**

<table>
<thead>
<tr>
<th>STYLE NAME</th>
<th>THICKNESS</th>
<th>DIAMETER RANGE</th>
<th>INCREMENTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>SMG-1</td>
<td>1.0mm side edge</td>
<td>32.0mm to 38.0mm, 2.5mm height</td>
<td>.5mm</td>
</tr>
<tr>
<td>SMG-2</td>
<td>2.0mm side edge</td>
<td>32.0mm to 42.0mm, 3.5mm height</td>
<td>.5mm</td>
</tr>
</tbody>
</table>

**CUSTOM CRYSTALS**

Custom mineral glass, sapphire, Gorilla glass and plastic crystals are available in a wide variety of shapes and sizes: round, fancy flat, domed, magnifying, tinted, coated, polished, faceted, in your choice of thicknesses. G-S can provide custom design and manufacturing services to your specifications. Prototype and large quantity manufacturing orders accepted.
PLASTIC CRYSTALS

G-S round and fancy plastic crystal styles are listed below. See the G-S Watch Crystals & Supplies e-catalog at www.gswatchcrystals.com for details and images of all Cylinder, F and PA crystals, and for information about G-S tools and accessories. G-S will assemble crystal assortments to your specifications.

Insist on G-S – The Original – Still the Best

**NEW**
38.0 – 50.0mm
(even sizes)

AT ANGLE-TITE
SEIKO STYLE
Flat top angled side
with white and yellow
step style rings
AT 15.0mm to 35.0mm
(.1mm increments)

CYLINDERS
Cylinder Fancy Crystals
with flat or Military
curved lower edge
Men's and women's sizes

CDE DIAMOND
EDGE
CDE 8.4mm to 20.4mm
(.1mm increments)
CDE 20.8mm to 34.8mm
(.2mm increments)

CFT FLAT TOP
CFT 8.4mm to 20.3mm
(.1mm increments)

CT CURV-TITE
Slight dome with polished beveled edge
CT 18.0mm to 28.0mm
(.2mm increments)

DT DIVER-TITE
Double thick waterproof
with ring
DT 24.5mm to 34.9mm
(.1mm increments)

ET EVR-TITE
Waterproof with white
or yellow rings
ET 15.0mm to 36.0mm
(.1mm increments)

EW EXTRA-WIDE RINGS
Fits all G-S ring style
with white or yellow rings.
1.1mm increments

F FLAT FANCY
Flat Fancy Crystals
without sidewalks
1.1mm thin (.043")

HC HUNTING
CASE
HC 15 to 55
(22.2mm to 47.6mm)
(.14 size)

KT KLEER-TITE
Clear for thin round
watches
KT 3 to 32
(14.6mm to 33.0mm)
1.6mm thick
(.14 size)

MT MAGNI-TITE
Extra large magnifier
Waterproof with white
and yellow rings
MT 27.5mm
to 35.0mm
(.1mm increments)

PA WATER-
PROOF
Round Waterproof
Magnifier Flange,
Lip Flange, and
Ring Style Crystals

PHD HI-DOME
With step for easy
fitting
PHD 8.4mm to 12.7mm
(12.8mm to 40.0mm)
PHD 1/4 to 43
(1/2 size)

PK LO-DOME
For thin watches with
step for easy fitting
PK 8.4mm to 12.7mm
(12.8mm to 36.2mm)
PK 1/4 to 30
(1/2 size)

PKH for Pocket
Watches
With step for easy
fitting
PKH 37-1/2 to 70
(36.8mm to 57.1mm)

ST STEP-TITE
Waterproof with white
and yellow step rings
ST 15.0mm to 34.0mm
(.1mm increments)

TR THIN-
RINGLESS
For very thin watches
not requiring rings
TR 15.0mm to 36.0mm
(.2mm increments)

TT THIN-TITE
Very thin with white
or yellow rings
TT 15.0mm to 35.0mm
(.1mm increments)

VT VERI-THIN
Clear for ultra-thin
watches
VT 3 to 32
(14.6mm to 33.0mm)
1.0mm thin (.040")
(.14 size)

W MICON
Flat for gauges
W 8 to 100
(17.7mm to 70.2mm)
1.0mm thin (.040")
(.14 size)

WT WIDE-TITE
With extra wide white
and yellow rings
WT 39.5mm to 31.8mm
(.1mm increments)

XHD EXTRA
HI-DOME
For crowned cases
with step for easy fitting
XHD 15-1/2 to 35
(24.4mm to 34.9mm)
(.14 size)

G-S SUPPLIES, INC.
1150 UNIVERSITY AVENUE, SUITE 5, ROCHESTER, NEW YORK 14607 USA
TOLL-FREE 800.295.3050 PHONE 585.241.2370 FAX 585.241.2375
info@gs supplying.com – www.gs supplying.com