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FULL-WAVE, H IGH VACUUM WCStCm EhCt l lC

DESCRIPTION

The 274B is a filamentary, octal based, full-wave rectifier designed to supply direct
current from an alternating current source.

CHARACTERIST ICS

F i l a m e n t V o l t a g e 5 . 0 v o l t s
M a x i m u m P l a t e V o l t a g e ( R M S ) p e r P l a t e 6 6 0 v o l t s
M a x i m u m D - C O u t p u t C u r r e n t 2 2 5 m i l l i a m p e r e s
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GENERAL CHARACTERISTICS

ELECTRICAL DATA

Filament Voltage
Fi lament Cur ren t

MECHANICAL DATA

C a t h o d e C o a t e d fi l a m e n t .
S T 1 6

. . . M e d i u m 5 - p i n , o c t a lMounting Position Preferably vertical; if horizontal, pins
sind f4 should be in vertical planeDimensions and pin connections shown in outline drawing on Page 4

MAXIMUM RATINGS, Design-Center Values

Peak Inverse Voltage
Peak Plate Current per Plate
Peak Transient Plate Current per Plate

With Choke-Input Filter:

A-C Plate Voltage per Plate (RMS)
D-C Output Current
Minimum Input-Choke Inductance .

With Condenser-Input Filter:

A-C Plate Voltage per Plate (RMS)
D-C Output Current
Minimum Total Effective Plate-Supply Impedance per Plate

TYPICAL OPERATING CONDITIONS

With Choke-Input Filter:

A-C Plate Voltage per Plate (RMS)
D-C Output Current
D-C Output Voltage, Approximate, at Input to Filter
Filter Input Choke

With Condenser-Input Filter:

A-C Plate Voltage per Plate (RMS)
D-C Output Current
D-C Output Voltage, Approximate, at Input to Filter .
Total Effective Plate-Supply Impedance per Plate
Filter Input Condenser

1 5 0 0 v o l t s
675 milliamperes
2.5 amperes

660 vo l ts
225 milliamperes

3 henrys

450 vo l ts
160 milliamperes
1 0 0 o h m s

5 5 0 v o l t s
160 milliamperes
430 vo l ts

5 henrys

450 volts
140 milliamperes
475 vo l ts
1 8 0 o h m s

4 microfarads


