
LIFETIME
WARRANTY

Photo Credit:
Cleveland Fence



PXmf Martinsville pxg Drawnc kl mP"g"PXmp
Filec

B4B4KS4 TREATED LUMBER OF N4E4
pm BONNEAU RD

NORTH KINGSTOWN- RI XPgCP
gXX3oPP3hXXp

PXmf Martinsville pxg

CU X CU X mXgU Terminal Post with
Flat Interior Post Cap- mXU post
footing diameter and PhU post
footing depth4

CU X CU X mXgU Line Post with Flat
Interior Post Cap- mXU post footing
diameter and PhU post footing
depth4

PU X o m"PU Top Rail4

PU X pU Middle Rail4

PU X pU Bottom Rail4

f"gU X pU Picket4 There is a XU
space between each picket4

Fence is topped with m m"PU X m
m"PU Picket Accents4 There is a
P4XPggU space between each picket4

The Line Post Spacing is dpU O4C4

dpU

fPU

ooU ooU
PhU PhU

mXU mXU

Chicago Drawn: kl 1/6/2017
File:

B.B.&S. TREATED LUMBER OF N.E.
61 BONNEAU RD

NORTH KINGSTOWN, RI 02852
800-322-4006

72" tall PVC Fence.

5" X 5" X 112" Terminal Post with
Flat Interior Post Cap, 10" post
footing diameter and 24" post
footing depth.

5" X 5" X 112" Line Post with Flat
Interior Post Cap, 10" post footing
diameter and 24" post footing
depth.

2" X 3 1/2" Top Rail.

2" X 6" Middle Rail.

2" X 6" Bottom Rail.

7/8" X 6" Picket. There is a 0"
space between each picket.

Fence is topped with 1 1/2" X 1
1/2" Picket Accents with Pointed
Picket Caps. There is a 2.0288"
space between each picket.

The Line Post Spacing is 96" O.C.

96"

72"

33" 33"
24" 24"

10" 10"

smPf Dover pxg Drawnc kl PsXgXsmPp
Filec

B"B"IS" TREATED LUMBER OF N"E"
pP BONNEAU RD

NORTH KINGSTOWN3 RI msgCs
gmm4tss4hmmp

smPf Dover pxg

CO X CO X PmgO Terminal Post with
Flat Interior Post Cap3 PmO post
footing diameter and shO post
footing depth"

CO X CO X PmgO Line Post with Flat
Interior Post Cap3 PmO post footing
diameter and shO post footing
depth"

sO X t PXsO Top Rail"

sO X pO Middle Rail"

sO X pO Bottom Rail"

fXgO X pO Picket" There is a mO
space between each picket"

Fence is topped with P PXsO X P
PXsO Picket Accents" There is a
s"msggO space between each picket"

The Line Post Spacing is dpO O"C"

dpO

fsO

ttO ttO
shO shO

PmO PmO

tPsg Seekonk fxd Drawnb kl stmdmtPsf
Fileb

BXBXGSX TREATED LUMBER OF NXEX
fs BONNEAU RD

NORTH KINGSTOWN4 RI Ptdpt
dPP"htt"CPPf

tPsg Seekonk fxd

pN X pN X sPdN Terminal Post with
Flat Interior Post Cap4 sPN post
footing diameter and tCN post
footing depthX

pN X pN X sPdN Line Post with Flat
Interior Post Cap4 sPN post footing
diameter and tCN post footing
depthX

tN X h smtN Top RailX

tN X fN Middle RailX

tN X fN Bottom RailX

gmdN X fN PicketX There is a PN
space between each picketX

Fence is topped with s smtN X s
smtN Picket AccentsX There is a
tXPtddN space between each picketX

The Line Post Spacing is cfN OXCX

cfN

gtN

hhN hhN
tCN tCN

sPN sPN

PXmf Darlington pxd Drawnb kl mP"d"PXmp
Fileb

B4B4KS4 TREATED LUMBER OF N4E4
pm BONNEAU RD

NORTH KINGSTOWN- RI XPdCP
dXX3sPP3hXXp

PXmf Darlington pxd

CM X CM X mXdM Terminal Post with
Flat Interior Post Cap- mXM post
footing diameter and PhM post
footing depth4

CM X CM X mXdM Line Post with Flat
Interior Post Cap- mXM post footing
diameter and PhM post footing
depth4

PM X s m"PM Top Rail4

PM X pM Middle Rail4

PM X pM Bottom Rail4

f"dM X pM Picket4 There is a XM
space between each picket4

Fence is topped with m m"PM X m
m"PM Picket Accents4 There is a
P4XPddM space between each picket4

The Line Post Spacing is cpM O4C4

cpM

fPM

ssM ssM
PhM PhM

mXM mXM

PRIVACY with Picket  Top   

MARTINSVILLE

CHICAGO

DOVER

SEEKONK

DARLINGTON

Available Colors 

bbsfence.com

STANDARD COLOR OPTIONS

STONEWHITE ALMOND CLAY

PRIVACY

Monadnock Drawn: kl 1/6/2017
File:

B.B.&S. TREATED LUMBER OF N.E.
61 BONNEAU RD

NORTH KINGSTOWN, RI 02852
800-322-4006

72" tall PVC Fence.

5" X 5" X 108" Terminal Post with
Flat Interior Post Cap, 10" post
footing diameter and 24" post
footing depth.

5" X 5" X 108" Line Post with Flat
Interior Post Cap, 10" post footing
diameter and 24" post footing
depth.

2" X 3 1/2" Top Rail.

2" X 3 1/2" Middle Rail.

2" X 6" Bottom Rail.

7/8" X 6" Picket alternating with a
7/8" X 3" Picket. There is a
1.0722" space between each picket.

The Line Post Spacing is 96" O.C.

96"

72"

33" 33"
24" 24"

10" 10"

MONADNOCK

SEMI-PRIVACY

(Actual colors may vary from printed representation)

Photo Credit:
Cleveland Fence

Photo Credit:
Fitzgerald Fence



2017 Daytona Drawn: kl 12/7/2016
File:

B.B.&S. TREATED LUMBER OF N.E.
61 BONNEAU RD

NORTH KINGSTOWN, RI 02852
800-322-4006

Daytona 6x8

5" X 5" X 108" Terminal Post with
Flat Interior Post Cap, 10" post
footing diameter and 24" post
footing depth.

5" X 5" X 108" Line Post with Flat
Interior Post Cap, 10" post footing
diameter and 24" post footing
depth.

2" X 6" Top Rail.

2" X 6" Bottom Rail.

7/8" X 6" Picket. There is a 0"
space between each picket.

The Line Post Spacing is 96" O.C.

96"

72"

33" 33"
24" 24"

10" 10"

RICHMOND* 
8.5" or 12" Exposure

THOMPSON* 
8.5" or 12" Exposure

Richmond 8.5 Drawn: kl 1/6/2017
File:

B.B.&S. TREATED LUMBER OF N.E.
61 BONNEAU RD

NORTH KINGSTOWN, RI 02852
800-322-4006

72" tall PVC Fence.

5" X 5" X 108" Terminal Post with
Flat Interior Post Cap, 10" post
footing diameter and 24" post
footing depth.

5" X 5" X 108" Line Post with Flat
Interior Post Cap, 10" post footing
diameter and 24" post footing
depth.

2" X 3 1/2" Top Rail.

2" X 6" Middle Rail.

2" X 6" Bottom Rail.

7/8" X 6" Picket. There is a 0"
space between each picket.

Fence is topped with Square
Lattice.

The Line Post Spacing is 96" O.C.

96"

72"

33" 33"
24" 24"

10" 10"

Thompson Drawn: kl 1/6/2017
File:

B.B.&S. TREATED LUMBER OF N.E.
61 BONNEAU RD

NORTH KINGSTOWN, RI 02852
800-322-4006

72" tall PVC Fence.

5" X 5" X 108" Terminal Post with
Flat Interior Post Cap, 10" post
footing diameter and 24" post
footing depth.

5" X 5" X 108" Line Post with Flat
Interior Post Cap, 10" post footing
diameter and 24" post footing
depth.

1 1/2" X 5 1/2" Top Rail.

1 1/2" X 5 1/2" Middle Rail.

1 1/2" X 5 1/2" Bottom Rail.

7/8" X 6" Picket. There is a 0"
space between each picket.

Fence is topped with Diagonal
Lattice.

The Line Post Spacing is 96" O.C.

96"

72"

33" 33"
24" 24"

10" 10"

Style Top Rail Mid Rail Bottom Rail Boards Picket / Lattice

Rockingham 1   1 ½”  x 5 ½” 1   1 ½”  x 5 ½” 7 ∕8” x 6” Interlocking
Daytona 2   2” x 6”  Deco 2   2” x 6” Deco 7 ∕8” x 6” Interlocking
Michigan 2” x 3 ½” 2   2” x 6” Deco 2   2” x 6” Deco 7 ∕8” x 6” Interlocking 1” Diagonal
Richmond 2” x 3 ½” 2   2” x 6” Deco 2   2” x 6” Deco 7 ∕8” x 6” Interlocking 1 3∕4   ” Square
Thompson 1 ½”  x 5 ½” 1   1 ½”  x 5 ½” 1   1 ½”  x 5 ½” 7 ∕8” x 6” Interlocking 2 ¾” Diagonal
Martinsville, Dover, Darlington, 
Chicago, Seekonk

2” x 3 ½” 2   2” x 6” Deco 2   2” x 6” Deco 7 ∕8” x 6” Interlocking 1 ½” x 1 ½”

Monadnock 2” x 3 ½” 2” x 3 ½” 2” x 6” 7 ∕8” x 6” & 7 ∕8” x 3” Alternating

MICHIGAN* 
8.5" or 12" Exposure

2017 Michigan 8.5" 6x8 Drawn: kl 12/8/2016
File:

B.B.&S. TREATED LUMBER OF N.E.
61 BONNEAU RD

NORTH KINGSTOWN, RI 02852
800-322-4006

Michigan 8.5" Exposure 6x8

5" X 5" X 108" Terminal Post with
Flat Interior Post Cap, 10" post
footing diameter and 24" post
footing depth.

5" X 5" X 108" Line Post with Flat
Interior Post Cap, 10" post footing
diameter and 24" post footing
depth.

2" X 3 1/2" Top Rail.

2" X 6" Middle Rail.

2" X 6" Bottom Rail.

7/8" X 6" Picket. There is a 0"
space between each picket.

Fence is topped with Diagonal
Privacy Lattice.

The Line Post Spacing is 96" O.C.

96"

72"

33" 33"
24" 24"

10" 10"

FULL PRIVACY   

PRIVACY with Lattice   

DAYTONA   

Available Colors Available Colors 

1½" X 5½" 
POCKET RAIL  

2" X 6" 
DECO RAIL  

1
ROCKINGHAM   

INTERLOCKING 
SYSTEM

Unique interlocking  
board system is  
engineered for  

structural performance 
 for high winds.  

RICHMOND 
LATTICE DETAIL

THOMPSON 
LATTICE DETAIL

2

MICHIGAN  
LATTICE DETAIL



PICKET

2017 Bristol 4x8 Drawn: kl 12/7/2016
File:

B.B.&S. TREATED LUMBER OF N.E.
61 BONNEAU RD

NORTH KINGSTOWN, RI 02852
800-322-4006

Bristol 4x8

5" X 5" X 84" Terminal Post with
Flat Interior Post Cap, 10" post
footing diameter and 24" post
footing depth.

5" X 5" X 84" Line Post with Flat
Interior Post Cap, 10" post footing
diameter and 24" post footing
depth.

2" X 3 1/2" Top Rail.

2" X 6" Bottom Rail.

1 1/2" X 1 1/2" Picket. There is a
2.0577" space between each picket.

The Line Post Spacing is 96" O.C.

96"

48"

33" 33"
24" 24"

10" 10"

Talladega Xxh Drawnf kl VtCstCPVs
Filef

B"B"KS" TREATED LUMBER OF N"E"
oV BONNEAU RD

NORTH KINGSTOWN- RI PChmC
hPP3cCC3XPPo

XhO tall PVC Fence"

mO X mO X hXO Terminal Post with
Flat Interior Post Cap- VPO post
footing diameter and CXO post
footing depth"

mO X mO X hXO Line Post with Flat
Interior Post Cap- VPO post footing
diameter and CXO post footing
depth"

CO X c VtCO Top Rail"

CO X oO Bottom Rail"

V VtCO X V VtCO Picket with Pointed
Picket Cap" There is a C"PChhO
space between each picket"

The Line Post Spacing is poO O"C"

poO

XhO

cCO cCO
CXO CXO

VPO VPO

96"

50"

?" ?"
?" ?"

10" 10"

B.B.&S. TREATED LUMBER OF N.E.
61 BONNEAU RD

NORTH KINGSTOWN, RI 02852
800-322-4006

Nashville 4x8
4x8

DRAWN BY: kl  01/31/13

REVISED:   01/31/13

SCALE:

FILE: Nashvill

PAGE:

1 of 1 

BRISTOL TALLADEGA

NASHVILLE

• Proven Value

• Superior Strength

• Virtually Maintenance Free

• Child & Pet Friendly

• Long-Lasting Performance

• Endless Combinations 
 of Color & Styles 

• Impervious to Moisture,  
 Rotting & Insects

ADVANTAGE

11/2" SQUARE COLONIAL PICKET   Available Colors 

Fontana mxf Drawnd kl CPcpPcVCp
Filed

B"B"KS" TREATED LUMBER OF N"E"
hC BONNEAU RD

NORTH KINGSTOWN- RI Vcfsc
fVV3Xcc3mVVh

mfO tall PVC Fence"

sO X sO X fmO Terminal Post with
Flat Interior Post Cap- CVO post
footing diameter and cmO post
footing depth"

sO X sO X fmO Line Post with Flat
Interior Post Cap- CVO post footing
diameter and cmO post footing
depth"

cO X X CPcO Top Rail"

cO X hO Bottom Rail"

C CPcO X C CPcO Picket with Pointed
Picket Cap" There is a c"VcffO
space between each picket"

The Line Post Spacing is ghO O"C"

ghO

mfO

XcO XcO
cmO cmO

CVO CVO

96"

48"

33" 33"
24" 24"

10" 10"

B.B.&S. TREATED LUMBER OF N.E.
61 BONNEAU RD

NORTH KINGSTOWN, RI 02852
800-322-4006

Homestead 4x8
4x8

DRAWN BY: kl  01/31/13

REVISED:   01/31/13

SCALE:

FILE: Homestea

PAGE:

1 of 1 

FONTANA HOMESTEAD

STONEWHITE ALMOND CLAY

STANDARD COLOR OPTIONS
(Actual colors may vary from printed representation)

Photo Credit:
Cleveland Fence

Photo Credit:
Precision Fence



North Wilkesboro Cxp Drawng kl "5V-5P-"m
Fileg

B,B,US, TREATED LUMBER OF N,E,
X" BONNEAU RD

NORTH KINGSTOWNI RI -PpcP
p--GVPPGC--X

CpR tall PVC Fence,

cR X cR X pCR Terminal Post with
Flat Interior Post CapI "-R post
footing diameter and PCR post
footing depth,

cR X cR X pCR Line Post with Flat
Interior Post CapI "-R post footing
diameter and PCR post footing
depth,

PR X V "5PR Top Rail,

PR X XR Bottom Rail,

m5pR X VR Picket, There is a
P,"fVfR space between each picket,

The Line Post Spacing is fXR O,C,

fXR

CpR

VVR VVR
PCR PCR

"-R "-R

NORTH WILKESBORO  (Wide Picket)

Sonoma sxg Drawnk CPXVPcVCf
Filek

BtBtKSt TREATED LUMBER OF NtEt
pC BONNEAU RD

NORTH KINGSTOWN- RI Vcghc
gVV"Xcc"sVVp

sgO tall PVC Fencet

hO X hO X gsO Terminal Post with
Flat Interior Post Cap- CVO post
footing diameter and csO post
footing deptht

hO X hO X gsO Line Post with Flat
Interior Post Cap- CVO post footing
diameter and csO post footing
deptht

cO X X CPcO Top Railt

cO X pO Bottom Railt

C CPcO X C CPcO Pickett There is a
ctVcggO space between each pickett

The Line Post Spacing is dpO OtCt

dpO

sgO

XXO XXO
csO csO

CVO CVO

SONOMA  (Square Picket)

96"

48"

24" 24"

10" 10"

B.B.&S. TREATED LUMBER OF N.E.
61 BONNEAU RD

NORTH KINGSTOWN, RI 02852
800-322-4006

Iowa
4x8

DRAWN BY: kl  01/07/11

REVISED:   01/07/11

SCALE:

FILE: Iowa 4x8

PAGE:

1 of 1 

IOWA 

Loudon cxh Drawnf kl P"Vs"VtPs
Filef

B3B3HS3 TREATED LUMBER OF N3E3
mP BONNEAU RD

NORTH KINGSTOWN5 RI tVhXV
htt-CVV-cttm

chM tall PVC Fence3

XM X XM X hcM Terminal Post with
Flat Interior Post Cap5 PtM post
footing diameter and VcM post
footing depth3

XM X XM X hcM Line Post with Flat
Interior Post Cap5 PtM post footing
diameter and VcM post footing
depth3

VM X C P"VM Top Rail3

VM X mM Bottom Rail3

s"hM X CM Picket with Pointed
Picket Cap3 There is a V3PpCpM
space between each picket3

The Line Post Spacing is pmM O3C3

pmM

chM

CVM CVM
VcM VcM

PtM PtM

LOUDON 

Atlanta oxf Drawnd kl cVXpVXCcp
Filed

BPBPISP TREATED LUMBER OF NPEP
hc BONNEAU RD

NORTH KINGSTOWN3 RI CXfsX
fCC"mXX"oCCh

ofN tall PVC FenceP

sN X sN X foN Terminal Post with
Flat Interior Post Cap3 cCN post
footing diameter and XoN post
footing depthP

sN X sN X foN Line Post with Flat
Interior Post Cap3 cCN post footing
diameter and XoN post footing
depthP

XN X m cVXN Top RailP

XN X hN Bottom RailP

pVfN X mN Picket with Pointed
Picket CapP There is a XPcgmgN
space between each picketP

The Line Post Spacing is ghN OPCP

ghN

ofN

mXN mXN
XoN XoN

cCN cCN

Texas mxf Drawnd kl CPcpPcVCp
Filed

BtBtISt TREATED LUMBER OF NtEt
hC BONNEAU RD

NORTH KINGSTOWN3 RI Vcfoc
fVV"Xcc"mVVh

mfN tall PVC Fencet

oN X oN X fmN Terminal Post with
Flat Interior Post Cap3 CVN post
footing diameter and cmN post
footing deptht

oN X oN X fmN Line Post with Flat
Interior Post Cap3 CVN post footing
diameter and cmN post footing
deptht

cN X X CPcN Top Railt

cN X hN Bottom Railt

pPfN X XN Picket with Pointed
Picket Capt There is a ctCgXgN
space between each pickett

The Line Post Spacing is ghN OtCt

ghN

mfN

XcN XcN
cmN cmN

CVN CVN

Gateway mxp Drawng kl CPchPcVCh
Fileg

B"B"HS" TREATED LUMBER OF N"E"
sC BONNEAU RD

NORTH KINGSTOWN- RI Vcpoc
pVV3Xcc3mVVs

mpM tall PVC Fence"

oM X oM X pmM Terminal Post with
Flat Interior Post Cap- CVM post
footing diameter and cmM post
footing depth"

oM X oM X pmM Line Post with Flat
Interior Post Cap- CVM post footing
diameter and cmM post footing
depth"

cM X X CPcM Top Rail"

cM X sM Bottom Rail"

hPpM X XM Picket with Dog Ear
Picket Cap" There is a c"CfXfM
space between each picket"

The Line Post Spacing is fsM O"C"

fsM

mpM

XcM XcM
cmM cmM

CVM CVM

GATEWAY

ATLANTA TEXAS 

Style Top Rail Mid Rail Bottom Rail Picket Picket Cap

Bristol,  Talladega, Nashville, Fontana, Homestead 2” x 3 ½” 2” x 3 ½” if applicable 2” x 6” 1 ½” x 1 ½” Pyramid
Sonoma 2” x 3 ½” 2” x 3 ½” if applicable 2” x 6” 1 ½” x 1 ½” None
Charlotte, Kansas, Montreal, Gateway 2” x 3 ½” 2” x 3 ½” if applicable 2” x 6” 7 ∕8” x 3” Dog Ear
Atlanta, Texas, Iowa, Loudon 2” x 3 ½” 2” x 3 ½” if applicable 2” x 6” 7 ∕8” x 3” Sharp
North Wilkesboro 2” x 3 ½” 2” x 3 ½” if applicable 2” x 6” 7 ∕8” x 3” None

Charlotte Xxf Drawnd kl P3Vp3V"Pp
Filed

B-B-6S- TREATED LUMBER OF N-E-
sP BONNEAU RD

NORTH KINGSTOWN, RI "VfmV
f""5cVV5X""s

XfU tall PVC Fence-

mU X mU X fXU Terminal Post with
Flat Interior Post Cap, P"U post
footing diameter and VXU post
footing depth-

mU X mU X fXU Line Post with Flat
Interior Post Cap, P"U post footing
diameter and VXU post footing
depth-

VU X c P3VU Top Rail-

VU X sU Bottom Rail-

p3fU X cU Picket with Dog Ear
Picket Cap- There is a V-PgcgU
space between each picket-

The Line Post Spacing is gsU O-C-

gsU

XfU

cVU cVU
VXU VXU

P"U P"U

CHARLOTTE

Kansas mxf Drawnd kl CPcpPcVCp
Filed

BtBtISt TREATED LUMBER OF NtEt
hC BONNEAU RD

NORTH KINGSTOWN3 RI Vcfoc
fVV"Xcc"mVVh

mfO tall PVC Fencet

oO X oO X fmO Terminal Post with
Flat Interior Post Cap3 CVO post
footing diameter and cmO post
footing deptht

oO X oO X fmO Line Post with Flat
Interior Post Cap3 CVO post footing
diameter and cmO post footing
deptht

cO X X CPcO Top Railt

cO X hO Bottom Railt

pPfO X XO Picket with Dog Ear
Picket Capt There is a ctCgXgO
space between each pickett

The Line Post Spacing is ghO OtCt

ghO

mfO

XcO XcO
cmO cmO

CVO CVO

KANSAS

Charlotte 4x8 Drawn: kl 1/27/2017
File:

B.B.&S. TREATED LUMBER OF N.E.
61 BONNEAU RD

NORTH KINGSTOWN, RI 02852
800-322-4006

48" tall PVC Fence.

5" X 5" X 84" Terminal Post with
Flat Interior Post Cap, 10" post
footing diameter and 24" post
footing depth.

5" X 5" X 84" Line Post with Flat
Interior Post Cap, 10" post footing
diameter and 24" post footing
depth.

2" X 3 1/2" Top Rail.

2" X 6" Bottom Rail.

7/8" X 3" Picket with Dog Ear
Picket Cap. There is a 2.1939"
space between each picket.

The Line Post Spacing is 96" O.C.

96"

48"

32" 32"
24" 24"

10" 10"

MONTREAL

3" TRADITIONAL PICKET with SHARP CAP   

CLOSED TOP   Available Colors 

 3" TRADITIONAL PICKET with DOG EAR CAP   Available Colors 

Available Colors 

Photo Credit:
Whitney Fence



Style All Rails

Indianapolis 1 ½” x 5 ½”
Milwaukee 2” x 6” 
Riverside (Diamond Rail) 3 ¼” x 3 ¼”

3 RAIL 4 RAIL2 RAIL

Milwaukee X Drawnd kl cVmCVXCcp
Filed

BPBPWSP TREATED LUMBER OF NPEP
hc BONNEAU RD

NORTH KINGSTOWN" RI CXfsX
fCCtmXXtoCCh

mhH tall PVC FenceP

sH X sH X hCH Terminal Post with
Flat Interior Post Cap" cCH post
footing diameter and XcH post
footing depthP

sH X sH X hCH Line Post with Flat
Interior Post Cap" cCH post footing
diameter and XcH post footing
depthP

XH X hH Top RailP

XH X hH Bottom RailP

The Line Post Spacing is ghH OPCPghH

mhH

XcH XcH

cCH cCH

Milwaukee m Drawnd kl cVmCVXCcp
Filed

BPBPWSP TREATED LUMBER OF NPEP
hc BONNEAU RD

NORTH KINGSTOWN" RI CXfsX
fCCtmXXtoCCh

soH tall PVC FenceP

sH X sH X foH Terminal Post with
Flat Interior Post Cap" cCH post
footing diameter and XoH post
footing depthP

sH X sH X foH Line Post with Flat
Interior Post Cap" cCH post footing
diameter and XoH post footing
depthP

XH X hH Top RailP

XH X hH Middle RailP

XH X hH Bottom RailP

The Line Post Spacing is ghH OPCP

ghH

soH

XpH XpHXoH XoH

cCH cCH

Milwaukee o Drawnd kl cVmCVXCcp
Filed

BPBPGSP TREATED LUMBER OF NPEP
hc BONNEAU RD

NORTH KINGSTOWN" RI CXfsX
fCCtmXXtoCCh

so6 tall PVC FenceP

s6 X s6 X fo6 Terminal Post with
Flat Interior Post Cap" cC6 post
footing diameter and Xo6 post
footing depthP

s6 X s6 X fo6 Line Post with Flat
Interior Post Cap" cC6 post footing
diameter and Xo6 post footing
depthP

X6 X h6 Top RailP

X6 X h6 Middle RailP

X6 X h6 Middle RailP

X6 X h6 Bottom RailP

The Line Post Spacing is gh6 OPCP

gh6

so6

Xp6 Xp6Xo6 Xo6

cC6 cC6

RANCH

bbsfence.com

RAIL OPTIONS

LIFETIME WARRANTY

Variety of Colors

Low Maintenance

INDIANAPOLIS*   

MILWAUKEE   

RIVERSIDE 
  (Diamond Rail)  

Available Colors *  INDIANAPOLIS also available in a 
     CROSSBUCK RAIL  (Illustration not shown)

STONEWHITE ALMOND CLAY

STANDARD COLOR OPTIONS
(Actual colors may vary from printed representation)

Photo Credit:
Westech BP

Photo Credit:
Westech BP



ACCESSORIES
GATE HARDWARE

POST CAPS MAIL BOX POST

GATE WHEEL

LATCH

COLOR OPTIONS

(Actual colors may vary from printed representation)
STANDARD COLOR OPTIONS

ALMOND CLAY STONEWHITE

CAMBRIDGE 
SOLAR

CLASSIC 
SOLAR

GOTHIC

PYRAMID

5" x 5"  
MAIL BOX POST

AQUA LATCH DROP ROD GATE BRACE

NANTUCKETFEDERATION

BALL

GATE HANDLEGATE HINGE

POST ADAPTER

NEW ENGLAND

Photo Credit:Photo Credit:
Morrison FenceMorrison Fence



You expect the best; don’t settle for less.  
By choosing BB&S Fence Systems, you will 
receive the highest quality material made 
from the best compounds available. 

• Our products are made in America

• We use proprietary, high quality resins
for consistent product quality

• The exact amount of titanium dioxide
for UV stability

• Strong	impact	modifiers,	so	you	won’t
worry about accidental bumps

• Solar stabilizers, so your fence will look
great and stay strong.

• A Limited Lifetime Transferable
Warranty that is second to none

BB&S FENCE SYSTEMS
North Kingstown, Rhode Island 02852 

www.bbsfence.com

Quality Vinyl Profiles Manufactured by:

Authorized Dealer:

Made in the USA

Photo Credit:
Cleveland Fence

524 Newburyport Turnpike 
Rowley, MA 01969

(978)-887-9879
www.ccfencesupply.com




