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LED Linear Trunking

LED Linear Trunking System ar ett belysningssystem som
sparar tid vid installation och kostnader vid drift. Det lampar
sig bra i industri- och lagerlokaler, men aven for butiker,
stormarknader och idrottsanlaggningar.

Lang livslangd och hog
ljuseffektivitet. Flimmerfri
och lag energiforbrukning.

Finns aven som singel-
armatur for funktionstak.

50 Im/W
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Egenskaper

> Armaturen ar gjord av varmeavvisande
material for langlivslangd samt ar bly/
kvicksilverfri. LED Linear har ett behagligt
mjukt ljus som &ndé ger mycket ljus utan
att det blir irriterande.

> Godkannanden EMC, LVD ROHS och
CE-certifiering.

> PMMA-objektiv (ljusspridning)
30/60/90/120 / Dubbel 25 ° (vanster och
hoger)

> Kapa Frostad, asymmetrisk vanster eller
hoger.

> Storlekar 60 cm (15-25W) och
150 cm (36-72W)
> Driver OSRAM Diriver eller JUSINPOWER Switch for att valja mellan

Driver, 5 ars garanti. olika effekter (Watt)
> Installation Hangande, ytmonterad eller
liggande (funktionstak).

Justerbar effekt (Watt) 2 till 4 olika val

60 cm 15W 18W 21W 25W

150 cm 35W 45W 55W 62W

150 cm 62W 72WN
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Size 0.6m 1.5m Remmarks
Input Voltage AC 200-240V
Driver Efficacy >89 >90
Output Wattage 15W/18W/21W/25W et f;:::’gb;it'::’r‘;"f details
62W/72W
Output Voltage 50-120Vdc 50-170Vdc
Output Current 0.35A 0.12-0.4A
Efficacy 160lm / W
Light Type Class 1
CRI Ra > 80 Ra>90 is Available

Beam Angle

30°/ 60° /90°/120° / Double 25°, asymmetric L or R/

120°(Frosted cover )

LED Chips SMD2835

Lifespan > 70 000 hours

Warranty 5 years warranty

ccT 3000K / 4000K /5000k/ 6000K Other colores can be

customzied(free)

Working Temp

-25°C~60°C

Installation

Suspending / Surface mounted

Total Power <1300W
Dimmable Available
Mercury free Yes

Connection mode

Can be connected

Start timing 0.5s-2s
Heating time(60%) 0.5s
IP protection level IP20

Certificates standard

CE / RoHS / LM79 / LM80

Energy efficiency rating A++
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Ljusspridning

Olika optik for olika spridningar

Q

Skarp 30° Skarp30°  Smal 90° Bred 120° Dubpel
asymmetrisk 25°
Ett brett spektrum av optik fran skarp till bred
distribution, sdval som asymmetrisk.
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Testrapport

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM Flux out:9754 lm
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Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

Testrapport ljuskalla

12 5
1.0 A
0.8
€
2
< 0.6 A
[}
Q
n
0.4 -
0.2
0.0 -
380 600
Vaglangd /nm)
TopRight Nordic AB (publ) Stockholm Goteborg
We take a holistic approach to projects for TopRight Nordic AB TopRight Nordic AB
innovative exposure experiences, smart Taptogatan 6 Beatrice Lesslies Gata 7
buildings, flexible surfaces, advanced 115 26 Stockholm 421 31 Vastra Frolunda
technical constructions, and energy-saving +46 (0) 8-5630 300 50 +46 (0)8-530 300 50

environments. toprightnordic.com info@toprightnordic.com 5



TO P R I G H T Produktblad | LED Linear Trunking

Dimensioner
:(3@: = =

Modell
SL-LL2-30W-L060-3-SG = 20-40W 583.5 80.7 56.7
SL-LL5-60W-L060-3-SG - 30-72W - 14385 80.7 56.7
kel = =

Modell . Effekt (W)
SL-LL2-30W-L060-3-SG = 20-40W 5835 7725 898

SL-LL5-60W-L060-3-SG = 30-72W 14385 77.5 89.8

Uppsattning
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