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Produktblad | DL259 LED Downlight

DL259 LED Downlight

Downlight i form av en designkub, helt ren finish utan nagra
synliga skruvar. Optimal for miljder med hoga krav pa design.
DL259 anvander COB-LED ljuskalla med hog effektivitet, hog
fargatergivning (CRI90-95) och finns som dimbar variant.
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Egenskaper Anvandningsomraden
> Enkel installation med snabbkontakt pa > Optimal for butik, hotell, kontor och andra
fastet och glidmontering miljoer med hoga krav pd design och
funktion

> QGyrodesign i alla riktningar 360°
> Dimma till varmvitt 2000-3000K alternativ

> CRI90 for enkel CCT, CRI97 for Dim-to-
warm-version

> Finish i vitt/svart/silver
> Flimmerfri intern driver

> Triac dimning finns som tillval

\
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Teknisk specifikation

DL259-8W-D

DL259-16W-D

DL259-16W-DW DL259-8W-DW

Dimension(mm) 135*135*60 224*135*60 224*135*60 135*135*60
Cutout (mm) -
Watt(W) 8W 16W 16W 8W
Rated Input Voltage(V) AC230V
Input Voltage(V) AC200-240V
LED Module Input DC33-38V
Light Source COB
SDéM B 7 <6 7
CCT(K) 1-CCT: 2700K/3000K/4000K/5000K WW: 2000-3000K
CCT Selection DIP Switch NO MES)
Non-DIM | 600-850 1400-1600 - -
— 1-CCT
Luminous Flux DIM \ 570-800 1350-1550 - ‘ -
(Im) +5% Non-DIM . B R _ R
DIM | Change ! - 880-950 \ 350-450
CRI 90/95 90-97
Beam Angle (°) 159/30%/36°/60° 159/24°/36°/60°
UGR -
LED Driver Built-in
Dimming Option Triac
Sensor -
Emergency Kits -
Electrical Class Class |
Ingress Protection (IP Rating) 1P20
Impact Resistance (IK Rating) -
Product Finishing(Base) White/Black/Silver
Materials of Optics R@
Materials of Housing PC/Die-casting
Lifetime (hr) 50,000h
Glow wire test (°C) 750°C
Operating Temp. ('C) -20°C~40°C
Storage Temp. ('C) -20°C~ 65°C
Installation Surface mount
/WT
<&
TopRight Nordic AB (publ) Stockholm Goteborg

We take a holistic approach to projects for
innovative exposure experiences, smart
buildings, flexible surfaces, advanced
technical constructions, and energy-saving
environments.

TopRight Nordic AB
Taptogatan 6

115 26 Stockholm
+46 (0) 8-530 300 50
toprightnordic.com

TopRight Nordic AB

Beatrice Lesslies Gata 7

421 31 Vastra Frolunda

+46 (0)8-530 300 50
info@toprightnordic.com 3



Produktblad | DL259 LED Downlight

TOPRIGHT

Matt & dimensioner

Dimension(mm) Product Weight (Kg) Package weight (Kg) Qty/
Size(mm) Carton Size(cm) CTKI
A B N.W/PC G.W/PC N.W/CTN G.W/CTN
DL259-8W-D 135 135 60 135*135*60 0.58 0.63 15.12 16.4 57.5*37.5*39 24 8448 18888
DL259-8W-DW 185 135 60 135135960 0.58 0.63 15,12 16.4 D/ASEE/ADEE Y 24 | 8448 18888
DL259-16W-D 224 135 60 224*135*%60 0.91 1.01 12.12 13.4 57*38*29.5 12 5616 13200
DL259-16W-DW | 224 125 60 224*135%60 0.91 1.01 12,12 13.4 bl w o b 12 5616 13200

Teknisk specifikation driver (ej dimbar)

Total load wattage 8W 16W

Output Voltage range DC30-40V

Rated output current 200mA ‘ 400mA
Output Line Regulation +5%

Setup, Rise Time <0.5S

Flickering Index 0.5%(NO RISK)

Input Voltage AC220-240V

Rated Input Voltage(V) AC230V

Frequency 50HZ

Input Current 0.05A 0.1A
Input Rated Input Current 0.04A 0.09A

Power Factor 0.9

THD -

Efficiency =86% =88%

No load wattage 0.5W

Short circuit protection Constant current limiting, recovers automatically after fault condition is removed
Protection Over voltage protection Shut down o/p voltage

Over temperature protection Shut down o/p voltage, recovers automatically after temperature goes down

Withstand voltage I/P-PE:1.6KV <5mA 60S

Isolation Resistance I/P-O/P: 500VDC, =100M Q
Safety &EMC Surge IEC/EN61000-4-5(P<25W, L-N:500V, L/N-PE:1KV)

EMC Emission IEC/EN55015, IEC/EN61000-3-2

EMC Immunity IEC/EN61000-4-2,3,4,5,6,8,11; IEC/EN61547
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Teknisk specifikation driver (Triac dimbar )

Total load wattage 8w 16W

Output Voltage range DC30-40V

Rated output current 180MA ‘ 400MA
Output Line Reg.ulati.on +5%

Setup, Rise Time <1S

Flickering Index 5%(LOW RISK)

Input Voltage AC200-240V

Rated Input Voltage(V) _ AC230V

Frequency 50Hz

Input Current 0.05A 0.09A
Input Rated Input Current 0.04A 0.08A

Power Factor 0.9

THD -

Efficiency 80% 83%

No load wattage <1W

Short circuit protection _ Constant current limiting, recovers automatically after fault condition is removed
Protection Over voltage protection Shut down o/p voltage

Over temperature protection Shut down o/p voltage, recovers automatically after temperature goes down

Withstand voltage I/P-FG:1.6KVac,<5mA 60S;

Isolation Resistance I/P-O/P: 500VDC, =100M Q
Safety &EMC Surge IEC/EN61000-4-5(P<25W, L-N:500V, L/N-PE:1KV)

EMC Emission IEC/EN55015, IEC/EN61000-3-2

EMC Immunity IEC/EN61000-4-2,3,4,5,6,8,11; IEC/EN61547
Installationsguide

> Stang strommen innan installation eller underhall

> Sl4 ej pa strommen innan komplett installation och kontroll av
sakringar.

> Ska endast installeras och underhallas av behdrig elektriker

Montage mot tak med skruv
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