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AL104 LED Taklampa

Hogpresterande taklampa med tre olika ramar som tillval.
Anvander 2835 SMD ljuskalla med hog effektivitet (Lm/W)
och en PC-skarm for att ge hog ljuseffekt och jamnt ljus utan
att blanda.
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Egenskaper > Flera effektidgen 20W/25\W med

: . . kjutregl dast12t dell
> Kraftig design som star emot yttre skjutreglage (endas um modellen)

paverkan > Justerbar sensor, utbytbar CCT + justerbar

ffekt, nodbelysning.
> Fyratyper av ramar: rund, tvar, dgonlock, ernekxt, noabelysning

takfot.
> HOg skyddsniva, IK10, IP65.

> Hog effektivitet, 120 Lm/W. . . o
> Utbytbar CCT (3000K+4000K+5700K) Anvand ni ngSOm raden

med skjutreglage. > Korridorer, bakgérdar, hotell, hus mm.

> Dimmningsalternativ: Triac dimmer, DALI
dimmer, 0-10V dimmer.

120- | IPG3) PFO.9 cRiz80 ’@ﬁﬁ#ﬁ

Color changeatd| | Sensor Emergency
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DIY design

Rund AL104 A
Tvar AL104 B
Takfot AL104 C
0 O
Ogonlock AL104 D
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Teknisk specifikation

Code No.

AL104-10-15W

Produktblad | AL104 LED Taklampa

AL104-12-25W (Wattage Changeable)

Dimension(mm) @250*63MM |@250*68MM|@250*83MM |@250*67MM | @300*63MM 2300*68MM @300*83MM @300*67MM

Watt(W) 15W 20W/25W

Rated Input Voltage(V) AC230V

Input Voltage(V) AC200-240V

Light Source SMD2835 0.2W

SDCM <6

CCT(K) 1-CCT: 3000K/4000K/5000K/5700K || 3-CCT: 3000K + 4000K + 5700K

CCT Selection DIP

Switch UED

Luminous Flux (1

(Im) +5%
20W:2050-2350 | 20W:1750-2100 | 20W:1900-2150 | 20W:1300-1400

e emPM 15501750 | 1300-1500 | 1400-T600 | T000-T100 | 551y:5550.2050 | 25W:1800-2150 | 25W:1950-2150  25W:1800-1900
20W:2100-2350 | 20W:1750-2100 | 20W:1950-2150 | 20W:1300-1400

s 1500-1700 | 1250-1450 | 1350-1350 | 1000-1100 | 55\y:5600-3000 | 25W:1800-2150 | 25W:2350-2600 | 25W:1800-1900

20W:2050-2350 | 20W:1750-2100 20W:1900-2150 20W:1300-1400

scp  OmDIML | TS50-1750 13001500 | 14001600 | 1000-1100 5525502950 | 25W:1800-2150  25W:1950-2150 | 25W:1800-1900
20W:2100-2350 | 20W:1750-2100 20W:1950-2150 20W:1300-1400

R 1500-1700 | 1250-1450 | 1350-1550 | 1000-1100 |55r:600-3000 | 25W:1800-2150 | 25W:2350-2600 | 25W-1800-1900

CRI >80

Beam Angle (°) 120°

LED Driver Driver built-in

Dimming Option Triac / DALI/ 0-10V

Sensor YES

Emergency Kits YES

Electrical Class Class |

Ingress Protection (IP P65

Rating)

Impact Resistance (IK K10

Rating)

Product Finishing(Base) BLACK RAL 9005+WHITE RAL 9016

Materials of Optics Polycarbonate opal diffuser

Materials of Housing Die-casting

Lifetime (hr) 50,000hours at 25°C

Glow wire test ('C) 850C

Operating Temp. ("C) -20°C ~45°C

Storage Temp. ('C ) -20°C ~65°C

Installation Wall mount / Surface mount

E | e
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Matt & dimensioner

Dimension(mm) Product Weight (Kg) Package weight (Kg)

Trim Type Code Siczag::r;‘) Qty/CTN  20GP (pcs) 40HQ (pcs)
L H N.W/PC G.W/PC N.W/CTN G.W/CTN
AL104A-10 | @250 63 1.05 135 105 14.4 59*44*29.5 10pCS 3570 8400
AL104A-12 | @300 63 1.58 1.92 95 12.8 54.5%35%35.5 6PCS 2304 5628
AL104B-10 | @250 68 115 1.45 15 153 59*44*29.5 10pCS 3570 8400
AL104B-12 | @300 68 1.69 2.03 102 13.2 54.5%35%35.5 6PCS 2304 5628
AL104C-10 | @250 83 1.19 1.49 1.9 15.8 59%54%29.5 10PCS 2840 6820
AL104C-12 | @300 83 1.73 21 10.4 13.6 63.5*35%35.5 6PCS 2070 4974
AL104D-10 | (250 67 138 1.68 158 17 59*54%29.5 10PCS 2840 6820
AL104D-12 | @300 67 2.045 2.445 16.1 175 63.5%35%35.5 6PCS 2070 4974

Teknisk specifikation driver (ej dimbar)

Total load wattage 15W 20W/25wW
Output Voltage range DC60-75V 28-40V
Rated output current 180mA=5% 470mA/640mA
Output Line Regulation *5%
Setup, Rise Time <0.5S
Flickering Index <3%(NO RISK) <10%
Input Voltage AC200-240V
Rated Input Voltage(V) AC230V
Frequency 50/60Hz
Input Current 0.09A 0.12A/0.15A
Input Rated Input Current 0.08A 0.11/0.14
Power Factor =09
THD - <20%
Efficiency >86% >84%
No load wattage <0.5W <1W
Short circuit protection Pass
Protection Over voltage protection Pass
Over temperature protection Pass
Withstand voltage I/P-O/P:3.75KVac,<5mA 60S
Isolation Resistance I/P-O/P: 500VDC, =100M Q
Safety &EMC |Surge IEC61000-4-5(L-N:0.5KV,)
EMC Emission EN55015, EN61000-3-2
EMC Immunity EN61000-4-2,3,4,5,6,8,11; EN61547
TopRight Nordic AB (publ) Stockholm Goteborg
\We take a holistic approach to projects for TopRight Nordic AB TopRight Nordic AB
innovative exposure experiences, smart Taptogatan 6 Beatrice Lesslies Gata 7
buildings, flexible surfaces, advanced 115 26 Stockholm 421 31 Vastra Frolunda
technical constructions, and energy-saving +46 (0) 8-5630 300 50 +46 (0)8-530 300 50

environments. toprightnordic.com info@toprightnordic.com 5



TOPRIGHT

Produktblad | AL104 LED Taklampa

Teknisk specifikation driver (Triac dimbar )

Total load wattage 15W 20W/25W
Output Voltage range DC60-75V
Rated output current 180mA ‘ 240mA/320mA
Output Line Regulation +5%
Setup, Rise Time =0I5S <1S
Flickering Index <7%(LOW RISK) <7%
Input Voltage AC200-240V AC200-240V
Rated Input Voltage(V) AC230V AC230V
Frequency 50Hz
Input Current <0.09A <0.12A/<0.14A
Input Rated Input Current 0.08A 0.1A/0.13A
Power Factor 0.9
THD - <20% @230V
Efficiency > 84% > 83%/ > 86%
No load wattage <1W
Short circuit protection Pass
Protection Over voltage protection Pass
Over temperature protection Pass
Withstand voltage o
Isolation Resistance -
Safety &EMC Surge IEC61000-4-5(L-N:0.5KV,) IEC61000-4-5(L-N:0.5KV,)/IEC61000-4-5(L-N:1 KV,)
EMC Emission EN55015, EN61000-3-2
EMC Immunity EN61000-4-2,3,4,5,6,8,11; EN61547

TopRight Nordic AB (publ)

We take a holistic approach to projects for
innovative exposure experiences, smart
buildings, flexible surfaces, advanced
technical constructions, and energy-saving
environments.

Stockholm
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Teknisk specifikation driver (0-10V dimbar)

Total load wattage 15W 20W/25W
Output Voltage range 30-38Vv 28-40V
Rated output current 400mA 470mA/640mA
Output Line Regulation +5%
Setup, Rise Time <0.5S
Flickering Index <10% (NO RISK)
Input Voltage AC180-264V AC200-240V
Rated Input Voltage(V) AC200-240V AC230V
Frequency 50/60Hz
Input Current 0.1A 0.12A/0.15A
Input Rated Input Current 0.09A 0.11/0.14
Power Factor 0.9 =0.9
THD <20%
Efficiency 84%
No load wattage <1W
Short circuit protection Pass
Protection Over voltage protection Pass
Over temperature protection Pass
Withstand voltage I/P-O/P:3.75KVac,<5mA 60S
Isolation Resistance |/P-O/P: 500VDC, =100M Q
Safety &EMC Surge IEC61000-4-5(L-N:0.5KV,)
EMC Emission EN55015, EN61000-3-2
EMC Immunity EN61000-4-2,3,4,5,6,8,11; EN61547
TopRight Nordic AB (publ) Stockholm Goteborg
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Teknisk specifikation driver (DALI dimbar)

Total load wattage 15W 20W/25W
Output Voltage range 30-38Vv 28-40V
Rated output current 400mA 470mA/640mA
Output Line Regulation +5%
Setup, Rise Time =055
Flickering Index <10% (NO RISK)
.Input Voltage AC180-264V AC200-240V
Rated Input Voltage(V) AC200-240V AC230V
Frequency 50/60HZ
Input Current 0.1A ' 0.12A/0.15A
Input Rated Input Current 0.09A 0.11/0.14
Power Factor =0.9
THD <20%
Efficiency 84%
No load wattage <1W
7 7 ‘Short circuit protection 7 . 7 7 Pass 7 7 7
Protection Over voltage protection Pass
Over temperature protection Pass
Withstand voltage I/P-O/P:3.75KVac, <5mA 60S
Isolation Resistance I/P-O/P: 500VDC, =100M Q
Safety &EMC Surge IEC61000-4-5(L-N:0.5KV,)
EMC Emission EN55015, EN61000-3-2
EMC Immunity EN61000-4-2,3,4,5,6,8,11; EN61547
TopRight Nordic AB (publ) Stockholm Goteborg
\We take a holistic approach to projects for TopRight Nordic AB TopRight Nordic AB
innovative exposure experiences, smart Taptogatan 6 Beatrice Lesslies Gata 7
buildings, flexible surfaces, advanced 116 26 Stockholm 421 31 Vastra Frolunda
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TOPRIGHT

Teknisk specifikation driver (sensor)

Sensor datasheet

Operating Voltage 220-240VAC 50/60Hz

Power consumption 5=

Microwave frequency 5.8GHz+75MHz, ISM wave band
Transmission power <0.5mW

Detection angle 140°

Detection Area 4-7M 100%/75%/50%/25% Changeable
Hold time 55/305/90S/5Min/20Min/30Min Changeable
Daylight sensor 2lux/10lux/30lux/50lux/Disable Changeable

Stand-by DIM Level =
Stand-by Period -

Dimming Range -
Microwave ON/OFF function -

Installation Height Recommended Installation Height: Wall mounted height 1.8m. Ceiling mounted height 3m.
Operating temperature(°C) -20°C ~60°C
Nodljus

Power 3W
Rated Input Voltage(V) AC230V
Frequency 50/60Hz
Input Voltage AC200-240V
Total load wattage 3W=0.5W
Rated Input Current <0.03A

Battery 6.4V 1500mAh (LiFePO4)
Lifetime Over 2000 cycles
Battery duration =3hrs
Charge Period = 24hrs
Emergency switching time = 1S
L

H N

Kopplingsschema
Red

% Emergency Kit
L]

Switch

| L'| Microwave sensor Battery Pack

L
N
LED Driver LED+

?l LED-
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Installning for sensor

p > Detekteringsomrade
Detekteringsomradet kan reduceras genom att valja kombinationen pé DIP-
ON | ON | 100% switcharna for att passa for en specifik applikation.
- ON | 75% OBS 1. Testet ar baserat pa en installationshojd pa 3 meter, radien ar
ON _ 50% markavkanningsomradet, som i sin tur kan valjas via skjutreglaget.

- - 25% OBS 2 Detekteringsomradet ar baserat p& en manniska med 170 centimeters
langd, med medelstorlek och en hastighet av 1-1,5 meter per sekund. Om dessa
grundforutsattningar &ndras sé kommer detekteringsomréadet att andras.

OBS 3 Resultatet kommer att paverkas av testmiljon, sasom avstand, vaderlek
och andra yttre faktorer.

3 4 5 Halltid
Refererar till den tidsperiod som lampan bibehéller 100% ljusstyrka sedan den

ON |ON |ON |5S sista registrerade rorelsen inom detekteringsomradet.
- ON | ON 1508 OBS Halltiden k allas i d hjal kj \ Réakni iden bo
alltiden kan stallas In med njalp av skjutreglaget. Rakningstiden por
ON - ON |90S startas efter att sensorn har slagits pa och initierats
- - ON | 5min
ON | ON - 20min
- - - 130min
Ljussensor
ensorn kan stéllas in sa att lampan bara lyser under ett definierat gransvarde

6 | 7 18 S kan stéllas in s att | para | der ett defini Ansvard
ON| ON | ON |2Lux for omgivande ljusstyrka
ON | ON ~ 10Lux OBS Ljusgransen kan valjas med hjalp av skjutreglaget, det kan orsaka en stor

- | ON - | 30Lux awikelse i olika lampor
ON| - - | 50Lux

- - . | Disable

Fabriksinstallningar

Detektionsomréde Halltid Ljussensor ON

i LEELEELT
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Induktionsintervall

Takmonterad Vaggmonterad

Ceiling mounting height (m)
Wall mounting height(m)

6ém 5m 4m 3m 2m 1m Om 1m 2m 3m 4m 5m 6m Om 1m 2m 3m 4m 5m 6m 7m 8m 9m 10m 11m
. High detection area Low detection area . High detection area Low detection area
Installationsguide

> Stang strommen innan installation eller underhall

> Sla ej pd strommen innan komplett installation och kontroll av
sakringar.

> Ska endast installeras och underhéllas av behdorig elektriker

Installera sa har

1. Packa upp lampan samt tillbehor. 2. Separera lampans delar

TopRight Nordic AB (publ) Stockholm Goteborg

We take a holistic approach to projects for TopRight Nordic AB TopRight Nordic AB
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Installationsguide (forts)

/

/

3. Fast bakhuset pa vaggen eller i taket med skruvar.
Borra ett hal i taket och satt in plastankare i halet, satt
in silikonplattan i skruven, rikta sedan basplattan mot
lampans bashal, fixera basplattan med skruvar

[

/
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4A. Anslut kontakterna mellan batteriet och drivrutinen

om den har nodljusfunktion

4B. Valj fargtemperatur med DIP-omkopplaren

JIA gy
Q
S

dmD

20w 25W

L L T N
(]
L =UNSWITCHED
L =SWITCHED
N =NEUTRAL
& =GROUND WIRE
e
WW NW CW

4C. Valj strom med DIP-omkopplaren ifall du har en
justerbar variant (endast for 12-tummodellen)

4D. Anslut AC-kablarna till blocket.

TopRight Nordic AB (publ)

We take a holistic approach to projects for
innovative exposure experiences, smart
buildings, flexible surfaces, advanced
technical constructions, and energy-saving
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Goteborg

TopRight Nordic AB
Beatrice Lesslies Gata 7
421 31 Vastra Frolunda
+46 (0)8-5630 300 50
info@toprightnordic.com

12




TO p R | G H T Produktblad | AL104 LED Taklampa
Installationsguide (forts)

5. Anslut DC-kontakterna, satt
tillbaka locket pa bakplattan
och fixera med skruvar

6. Spann fast ramen
och fixera den

7. Kontrollera och slé sedan
pa strommen.
—
—
Q%F N
— ﬁ
B Di) —
ON B _
® ® T
—
~
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