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AL91E LED Taklampa

Taklampa med runda och halvrunda former i modular design
som gor att locket enkelt att byta. Stor belysningsyta, down-
light-funktion samt sidobelysning. Effektiv SMD-LED och brand-
klassat material for att battre motsta varme och korrosion.

TOPRIGHT ECO STD PRO INT
TopRight Nordic AB (publ) Stockholm Goteborg
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Innovative exposure experiences, smart Taptogatan 6 Beatrice Lesslies Gata 7
buildings, flexible surfaces, advanced 115 26 Stockholm 421 31 Vastra Frolunda
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-

Egenskaper Anvandningsomraden

> Designad for allmanna
belysningsapplikationer pa kontor,
stormarknad, butik, skola, hotell etc.

> Hog effektivitet,85Im/W (Runda modellen)

> Justerbar CCT(3000/4000/5700k) med

skjutreglage
> Kan aven anvandas i allmanna utrymmen

sésom trapphus, lobby, reception,
korridorer och kallare

> Justerbar effekt (Runda modellen)
> Certifierad IP65 samt IK10
> Triac/ DALI/ 0-10V Dimbar

> Flera funktioner: Justerbar sensor,
justerbar effekt, nodljus

/-\ /\ /\ A ((B)) ﬁ

0-10V Dimmable ~ DALIDimmable  Triac Dimmable  Adjustable power ~ Color chargeable  Sensor Emergency
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TOPRIGHT

Teknisk specifikation 1

AL91E-11-12W  AL91E-11-18W  AL91E-11-25W  AL91E-11-12W  AL91E-11-18W  AL91E-11-25W

Code No.

(Circular)

(Circular) (Circular) (Semicircle) (Semicircle) (Semicircle)

Dimension(mm) @275*67 @275*68

Cutout (mm) -

Watt(W) 12W 18W 25w 12w 18W 25w
Rated Input Voltage(V) AC100-240V | | AC230V

Input Voltage(V) AC85-265V | | AC200-240V

LED Module Input -

Light Source SMD

SDCM <J67(@3000K 4000K SOOOK)

CCT(K) 1-CCT: 3000K/4000K/5000K/5700K || 3-CCT: 3000K + 4000K + 5700K

CCT Selection DIP Switch YES

Non-DIM - 920-1120 1400-1620 1920-2200 600-720 900-1080 1250-1460
Luminous Flux |P'M 900-1100 1360-1580 1880-2150 580-700 880-1050 1220-1400
(Im) 5% Non-DIM - 920-1150 1400-1650 1920-2250 600-750 900-1100 1250-1550
DIM 900-1130 1360-1620 1880-2200 580-725 880-1080 1220-1500

CRI 80

Beam Angle (°) 110°

UGR -

LED Driver Built-in

Dimming Option Triac/ DALI/ 0-10V

Sensor adjustable sensor

Emergency Kits YES

Electrical Class Class Il

Ingress Protection (IP Rating) P65

Impact Resistance (IK Rating) IK10

Product Finishing(Base) BLACK RAL 9005 / WHITE RAL9016

Materials of Optics [

Materials of Housing PC

Lifetime (hr) 50,000h @ L70B50

Glow wire test (°C) 750°C (Cover) 850°C (Lamp Base)

Operating Temp. ('C) -20°C ~45°C

Storage Temp. ('C) -20°C ~65°C

Installation Surface mount
TopRight Nordic AB (publ) Stockholm Goteborg

We take a holistic approach to projects for
innovative exposure experiences, smart
buildings, flexible surfaces, advanced
technical constructions, and energy-saving

environments.
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Matt & dimensioner

Dimension(mm)
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Product Weight (Kg) Package weight (Kg)

Size(mm) Carton Size(cm) Qty/CTN
A B C N.W/PC G.W/PC N.W/CTN G.W/CTN
11"(Circular) | @275 67 232 - @2275*67 0.92 1.1 11 14.5 59.5*51*30.5 12PCS | 3660 & 9624
11"(Semicircle)| @275 68 & 232 148 ‘ @275*68 0.95 1413 1.4 15 SRS | 12 | 3EED | OEzA
Teknisk specifikation 2
Code No. AL91E-11-23W-AC3
Dimension(mm) @275*67
Cutout (mm) -
Watt(W) OW/14W/18W/23W
Rated Input Voltage(V) AC230V
Input Voltage(V) AC200-240V
LED Module Input =
Light Source SMD
SDCM <6 (@3000K 4000K 5000K)
CCT(K) 1-CCT: 3000K/4000K/5000K/5700K || 3-CCT: 3000K + 4000K + 5700K
CCT Selection DIP Switch YES
Non-DIM -
p— 1-CCT )
Luminous Flux 9W:700~900 9W: 455-595
(Im) =5% Non-DIM 14W:1050-1350 14W:680-880
3-CCT 18W:1400-1700 18W:920-1120
23W:1750-2100 23W:1150-1380
DIM o
CRI 80
Beam Angle (°) 110°
UGR -
LED Driver Built-in
Dimming Option -
Sensor o
Emergency Kits -
Electrical Class Class Il
Ingress Protection (IP Rating) IP65
Impact Resistance (IK Rating) IK10
Product Finishing(Base) BLACK RAL 9005 / WHITE RAL9016
Materials of Optics PC
Materials of Housing BEC
Lifetime (hr) 50,000h @ L70B50
Glow wire test ("C) 750°C (Cover) 850°C (Lamp Base)
Operating Temp. (°C) -20°C ~45°C
Storage Temp. ('C) o R -20°Ci~765°C77
Installation Surface mount
TopRight Nordic AB (publ) Stockholm Goteborg
We take a holistic approach to projects for TopRight Nordic AB TopRight Nordic AB
innovative exposure experiences, smart Taptogatan 6 Beatrice Lesslies Gata 7
buildings, flexible surfaces, advanced 115 26 Stockholm 421 31 Vastra Frolunda
technical constructions, and energy-saving +46 (0) 8-5630 300 50 +46 (0)8-530 300 50
environments. toprightnordic.com info@toprightnordic.com 4



TO P R I G H T Produktblad | AL91E LED Taklampa

Teknisk specifikation driver — ej dimbar

Total load wattage 12w 18W 25W
Output Voltage range DC60-80V DC60-75V
Rated output current 150mA ‘ 230mA 325mA
Output Line Regulation +5%
Setup, Rise Time <(S
Flickering Index -
Input Voltage » AC85-265V
Rated Input Voltage(V) AC100-240V
Frequency 50/60Hz
Input Current . <0.16A <0.24A <0.33A
Input Rated Input Current <0.14A <0.2A <0.28A
Power Factor 0.9
THD - <20% @230V
Efficiency >88%
No load wattage » <1W
Short circuit protection Pass
Protection Over voltage protection Pass
Over temperature protection . Pass
Withstand voltage -
Isolation Resistance -
Safety &EMC Surge IEC61000-4-5(L-N:0.5KV) IEC61000-4-5(L-N:1KV)
EMC Emission EN55015, EN61000-3-2
EMC Immunity . EN61000-4-2,3,4,5,6,8,11; EN61547
TopRight Nordic AB (publ) Stockholm Goteborg
We take a holistic approach to projects for TopRight Nordic AB TopRight Nordic AB
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Teknisk specifikation driver — Triac dimbar

Total load wattage 12w 18W 25W
Output Voltage range DC65-75V
Rated output current 150mA ‘ 230mA 320mA
Output Line Regulation +5%
Setup, Rise Time ¢
Flickering Index -
Input Voltage AC200-240V
Rated Input Voltage(V) AC230V
Frequency 50Hz
Input Current <0.07A <0.1A <0.14A
Input Rated Input Current <0.06A <0.09A » B
Power Factor 0.9
THD . <20% @230V
Efficiency =83% =86%
No load wattage <1W
Short circuit protection Pass
Protection Over voltage protection ‘ Pass
Over temperature protection Pass
Withstand voltage -
Isolation Resistance -
Safety &EMC Surge IEC61000-4-5(L-N:0.5KV) IEC61000-4-5(L-N:1KV)
EMC Emission EN55015, EN61000-3-2
EMC Immunity ‘ EN61000-4-2,3,4,5,6,8,11; EN61547
TopRight Nordic AB (publ) Stockholm Goteborg
We take a holistic approach to projects for TopRight Nordic AB TopRight Nordic AB
innovative exposure experiences, smart Taptogatan 6 Beatrice Lesslies Gata 7
buildings, flexible surfaces, advanced 115 26 Stockholm 421 31 Vastra Frolunda
technical constructions, and energy-saving +46 (0) 8-5630 300 50 +46 (0)8-530 300 50
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Teknisk specifikation driver — DALI dimbar

Total load wattage 18W 25w

Output Voltage range DC27-40V

Rated output current 400mA 600mA
Output Line Regulation *+5%

Setup, Rise Time <1S

Flickering Index -

Input Voltage AC200-240V

Rated Input Voltage(V) AC230V

Frequency 50Hz

Input Current <0.1A <0.14A
Input Rated Input Current 0.09A 0.13A

Power Factor 0.9

THD <20% @230V

Efficiency =81%

No load wattage <1W

Short circuit protection Pass
Protection Over voltage protection Pass

Over temperature protection Pass

Withstand voltage

I/P-O/P:3.75KVac, <5mA 60S; /P-FG:1.6KVac, <5mA 60S; O/P-FG:0.5KVac, <5mA 60S

Isolation Resistance

I/P-O/P: 500VDC, =100M Q

Safety &EMC Surge

IEC61000-4-5(L-N:1KV,)

EMC Emission

EN55015, EN61000-3-2

EMC Immunity

EN61000-4-2,3,4,5,6,8,11; EN61547

TopRight Nordic AB (publ)

We take a holistic approach to projects for
innovative exposure experiences, smart
buildings, flexible surfaces, advanced
technical constructions, and energy-saving
environments.

Stockholm
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Teknisk specifikation driver — 0-10V dimbar

Total load wattage 18W 25W

Output Voltage range DC27-40V

Rated output current 400mA ‘ 600mA
Output Line Regulation +5%

Setup, Rise Time <{S

Flickering Index -

Input Voltage AC200-240V

Rated Input Voltage(V) . AC230V

Frequency 50Hz

Input Current <0.1A <0.14A
Input Rated Input Current 0.09A 0.13A

Power Factor 0.9

THD <20% @230V

Efficiency >81%

No load wattage ‘ <1W

Short circuit protection Pass
Protection Over voltage protection Pass

Over temperature protection Pass

Withstand voltage ‘ I/P-O/P:3.75KVac, <5mA 60S;I/P-FG:1.6KVac, <5mA 60S;0/P-FG:0.5KVac,<5mA 60S

Isolation Resistance I/P-O/P: 500VDC, =100M Q
Safety &EMC Surge IEC61000-4-5(L-N:1KV,)

EMC Emission EN55015, EN61000-3-2

EMC Immunity EN61000-4-2,3,4,5,6,8,11; EN61547

TopRight Nordic AB (publ) Stockholm Goteborg

We take a holistic approach to projects for
innovative exposure experiences, smart
buildings, flexible surfaces, advanced
technical constructions, and energy-saving
environments.

TopRight Nordic AB
Taptogatan 6

116 26 Stockholm
+46 (0) 8-530 300 50
toprightnordic.com

TopRight Nordic AB

Beatrice Lesslies Gata 7

421 31 Vastra Frolunda

+46 (0)8-5630 300 50
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Teknisk specifikation driver - justerbar effekt (W)

Output Voltage range DC23-40V
‘Rated output current 230/350/450/580mA
Output Line Regulation +5%
‘Setup, Rise Time <1S
Flickering Index 10%
‘Input Voltage AC200-240V
Rated Input Voltage(V) AC230V
‘Frequency 50/60Hz
Input Current <0.14A
T ‘Rated Input Current 0.13A
Power Factor 0.9
’THD 7 B B 7 7 <270°/7o @ZBbV ) 7 R 7
Efficiency >83%
‘No load wattage <1W
Short circuit protection Pass
Protection ‘Over voltage protection Pass
Over temperature protection Pass
‘Withstand voltage 1/P-O/P:3.75KVac,<5mA 60s
Isolation Resistance I/P-O/P: 500VDC, =100M Q
Safety &EMC Surge IEC61000-4-5(L-N:1KV)
EMC Emission EN55015, EN61000-3-2
EMC Immunity EN61000-4-2,3,4,5,6,8,11; EN61547

TopRight Nordic AB (publ)

We take a holistic approach to projects for
innovative exposure experiences, smart
buildings, flexible surfaces, advanced
technical constructions, and energy-saving
environments.

Stockholm
TopRight Nordic AB
Taptogatan 6

116 26 Stockholm
+46 (0) 8-530 300 50
toprightnordic.com

Goteborg

TopRight Nordic AB

Beatrice Lesslies Gata 7
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+46 (0)8-530 300 50
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Teknisk specifikation driver -noddljus

Power 3W
Rated Input Voltage(V) AC230V
Frequency 50/60Hz
Input Voltage AC200-240V
Total load wattage 3W=0.5W
Rated Input Current <0.03A
Battery 6.4V 1500mAh (LifepO4)
Lifetime Over 2000 cycles
Battery duration =3hrs
Charge Period = 24hrs
Emergency switching time =1S
Kopplingsschema

LED Indicator

red green
- E Test Switch
4

Emergency Kit o |
rive-
Ig)rive-* !
BAT+
BAT-
L L L
Switch L : -
Terminal ) Battery PaCk | Lamp
+
N N N
L | LED+
LED Driver
LED-
N
TopRight Nordic AB (publ) Stockholm Goteborg
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Instruktioner for automatiskt sjalvtest

Nar enheten startas sa startar den automatiskt ett sjalvtest och
diagnostik enligt foljande:

> Var fjarde sekund: Kontrollera om batteriet ar frankopplat, fel pa
laddarkortet, lampfel och transformatorfel

> Varje ménad: Utfor ett test p4 3 minuter
> Varje &r: Utfor ett test pa 1 timme eller 3 timmar

> Alla testfunktioner ar fabriksinstallda och behover inte justeras i falt

Dubbel fargindikator LED-status:
> Gron farg - Pa. Klar/normal drift

> Rod farg - Kraver service

* Ett blink, 4 sekunder paus Batteri ej inkopplat

*% Tva blink, 4 sekunder paus Batteri ej laddat eller batterikapacitet 1ag
* k% Tre blink, 4 sekunder paus Problem med laddningsmekanism

* kKK Fyra blink, 4 sekunder paus Transformatorfel

*kkxk Fem blink, 4 sekunder paus Fel pa LED-dioder

OBS. Efter att ha reparerat ett servicefel, hall testknappen nedtryckt i 2 sekunder for att
aterstalla den blinkande indikatorlampan till gront.

Testmanual

Tryck ned testknappen 1 gang Startar 30 sekunders test
Tryck ned testknappen 2 ganger inom 2 sekunder Startar 3 minuters test
Tryck ned testknappen 3 gadnger inom 2 sekunder Startar 30 minuters test
Tryck ned testknappen 4 ganger inom 2 sekunder Startar 1 eller 3 timmars test

OBS. DALI och 0-10V drivrutinspecifikation, se de individuella drivrutinsdatabladet

TopRight Nordic AB (publ) Stockholm Goteborg

We take a holistic approach to projects for TopRight Nordic AB TopRight Nordic AB
Innovative exposure experiences, smart Taptogatan 6 Beatrice Lesslies Gata 7
buildings, flexible surfaces, advanced 115 26 Stockholm 421 31 Vastra Frolunda
technical constructions, and energy-saving +46 (0) 8-5630 300 50 +46 (0)8-530 300 50
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Installning for sensor

* \

Default setting
SENS:1T0M TIME:10S  LUX:10lux
S1 82 S3 S4 S5 S6  S7 S8

ON SAB ’
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SK605B

Operating voltage

220~240Vac, 50/60Hz

Transmission power

<0.2mW

Rated load 1200W/5A,Max,tungsten(cosp=1)
600W/2.5A,Max,fluorescent(cose=0.5)
HF system 5.8GHz CW electric wave, ISM band

Detection angle

360°

Detection range

2m/5m/8m/10m(radii).(adjustable)

Time setting

10sec=+3sec/Tmin=10sec/5min=+30sec/
10min=1min/15min=1min/20min+2min/
25min=2min/30min=3min(adjustable)

Installation sit

Indoors, ceiling mounting

Working temperature

-15°C ~+70°C

Power consumption

Approx. 0.5W

Detektionsomrade installning (kanslighet)

Detektionsomradet ar termen som anvands
for att beskriva radierna for den mer eller
mindre cirkulara detektionszonen som
produceras pa marken efter att sensorljuset
har monterats pa en hojd av 2,56 meter.

Drag omkopplaren till ON-laget som “1" och
drag omkopplaren till OFF-laget som “0”,
omkopplingsplats och detektionsomrade for
den motsvarande tabellen ar foljande:

Notera: Ovanstdende detektionsomrade
uppnas om den upptackta personen ar ca
1,7 meter lang, och ror sig med en hastighet
av 1-1,6m/s. Om personens hallning,

figur eller hastighet forandras s& kommer
detektionsavstandet ockséa att andras. OBS:
Nar du anvander denna produkt, vanligen

S1 | S2 | detection range
0 0 2m
0 1 Sm
1 0 8m
SENS:S1, 82 L1 10m

justera kansligh

eten till en lamplig position du

behdver. Vanligen justera inte kansligheten till
maximal, ifall produkten fungerar onormalt pa
grund av felaktig rorelsedetektering, inklusive
blasande I6v, sméa djur, eller stromnat och
elektrisk utrustning. Alla dessa faktorer kan
leda till ett onormalt beteende i produkten.

Om produkten inte skulle fungera normalt,

forsok att sanka

kansligheten gradvis och

testa funktionen l6pande.

TopRight Nordic AB (publ)

We take a holistic approach to projects for
innovative exposure experiences, smart
buildings, flexible surfaces, advanced
technical constructions, and energy-saving
environments.

Stockholm
TopRight Nordic AB
Taptogatan 6

115 26 Stockholm
+46 (0) 8-5630 300 50
toprightnordic.com

Goteborg

TopRight Nordic AB

Beatrice Lesslies Gata 7

421 31 Vastra Frolunda
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Installning av tidsrela

Ljuset kan stallas in att lysa under ett intervall
mellan 10 sekunder upp till 30 minuter. Varje
rorelse som detekteras innan den forinstallda

Produktblad | AL91E LED Taklampa

tidsintervallen har passerat kommer att S3  S4 S5 S3 | S4 S5 TIME

starta om timern. Det rekommenderas att 0 010 10s
e . . . 0 0 1 Imin

valja den kortaste tiden for justering av ;

) L 0 1 0 Smin
detektionszonen och for gangtestet. Drag 3 4 & 0 1 1 Lomin
omkopplaren till ON-laget som “1" och i

PP . N ._ SENS:S3, 84, S5 ! 010 15min
drag omkopplaren till OFF-laget som “0". 1 0 |1 20min
Omekopplarens plats och detektionsomradet i } (1) ggﬁiﬁ
for motsvarande tabell ar foljande:

Installning ljusstyrka
D Ida effekten k allas i Il 56 | 87 | 5% X
en valda effekten kan stallas in mellan o lolo Disable
10-500Iux, dra switchen till ON-positionen ol o |1 10LUX
som “0" byt position och ljuset andras enligt 0| 11]0 20LUX
foljande: 0| 1 |1 50LUX
1|0 |0 100LUX
1|0 |1 200LUX
LUX:S6, S7, S8 T o T 30000
1|1 |1 500LUX
TopRight Nordic AB (publ) Stockholm Goteborg

We take a holistic approach to projects for
innovative exposure experiences, smart
buildings, flexible surfaces, advanced
technical constructions, and energy-saving
environments.
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Installationsguide
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> Stang strommen innan installation eller underhall

> Sla ej pd strommen innan komplett installation och kontroll av

sakringar.

> Ska installeras och underhéllas av behorig elektriker

Installera sa har

1. Tag ut lampa samt tillbehor ur sina respektive
forpackningar

3. Borra monteringshal i lampfoten, knacka in
plastankare i taket

2. Tag bort lampans skarm

4. Drag traden genom lampan och las sedan

lampfoten i taket

TopRight Nordic AB (publ)

We take a holistic approach to projects for
innovative exposure experiences, smart
buildings, flexible surfaces, advanced
technical constructions, and energy-saving
environments.

Stockholm
TopRight Nordic AB
Taptogatan 6

115 26 Stockholm
+46 (0) 8-5630 300 50
toprightnordic.com

Goteborg

TopRight Nordic AB
Beatrice Lesslies Gata 7
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Installationsguide (forts)

DS

L L N

10

L= SWITCHED
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o

Adjustabl
Justable power CCT changeable
ON
Q ﬁ
1 2 WW NW CW

L = UNSWITCHED
N =N EUTRAL

L=SWITCHED
N=NEUTRAL

5. Mata in AC-kabeln i terminalens block; Om du har
3CCT eller justerbar effekt, valj onskad CCT eller watt

med skjutreglaget

7. Sla pa strommen

6. Anslut han- och honkontakten, spann lampkroppen i

lampfoten och fixera med skruvar

Stockholm

Goteborg
TopRight Nordic AB

TopRight Nordic AB (publ)

We take a holistic approach to projects for
innovative exposure experiences, smart
buildings, flexible surfaces, advanced
technical constructions, and energy-saving

environments.

TopRight Nordic AB

Taptogatan 6
115 26 Stockholm
+46 (0) 8-530 300 50

toprightnordic.com

Beatrice Lesslies Gata 7
421 31 Vastra Frolunda
+46 (0)8-530 300 50
info@toprightnordic.com
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