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DL264 LED Downlight

Downlight med UGR<19-design som inte blandar.
DL264-serien har SMD-ljuskallor med hog lumen per watt.
PC-skarmen i kombination med reflektorn ger ett unisont ljus
med bra spridning.

Al1060 aluminum for
utmarkt hantering av
varme.

Utbytbar CCT for att
enkelt anpassa ljuset
till en forandrad
verksambhet eller
displayprodukter.
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A

Funktioner Anvandningsomraden

> Blandningsskyddad design, 5/6/8 tum > Designad for allmanbelysning pa kontor, i
med UGR<19 butiker, affarer, skolor, hotell mm

> Haég effektivitet, 100Im/W > Aven ett populart alternativ i korridorer,

> IP54 klassad trapphus, lobby och receptioner

> Utbytbar CCT (3000K+4000K+5700K)
med skjutreglage

> Tillgangliga storlekar: 3/4/5/6/8 tum

> Farg: Vit RAL9016

> Extern flimmerfri driver

> Dimmningsfunktioner: Triac, DALI, 0-10 V
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Teknisk specifikation 1

DL264-3-13W ‘ DL264-4-13W
|

Produktblad | DL264 LED Downlight

DL264-4-18W ‘ DL264-5-13W ‘ DL264-5-18W ‘ DL264-5-25W

Dimension(mm) F115*67mm @145*73mm Z170*86mm

Cutout (mm) @90-95mm @120-130mm @140-150mm

Watt(W) 10w 13W 1 13W 18W 13W ‘ 18W ‘ 25W

Rated Input Voltage(V) AC230V

Input Voltage(V) AC220-240V

LED Module Input DC33-38V

Light Source SMD2835

SDCM <6

CCT(K) 1-CCT: 3000K/4000K/5000K/5700K || 3-CCT: 3000K + 4000K + 5700K

CCT Selection DIP Switch Yes
Non-DIM 780-950 950-1200 |  950-1200 1350-1500 1230-1350 1650-1850 2350-2650

Luminous Flux DIM P 250850 900-1100 900-1100 1300-1450 1150-1250 1600-1800 2300-2550

() 5% Non-DIM 780-950 - 950-1200 950-1200 1350-1500 1230-1350 1650-1850 2350-2650
DIM T 750-850 1 900-1100 900-1100 1300-1450 1100-1250 1600-1800 2300-2550

CRI =80

Beam Angle (%) 60°

UGR UGR<21 UGR<19

LED Driver Built-out

Dimming Option Triac/DALI/0-10V/NO

Sensor ~

Emergency Kits -

Electrical Class Class II

Ingress Protection (IP Rating) IP54(Below Ceiling) IP20(Inside Ceiling)

Impact Resistance (IK Rating) -

Product Finishing(Base) White RAL 9016

Materials of Optics PC

Materials of Housing PC/Aluminum

Lifetime (hr) 50,000h

Glow wire test (C) 750°C

Operating Temp. ('C ) -20°C ~45°C

Storage Temp. ('C) -20°C ~65°C

Installation Recessed

TopRight Nordic AB (publ) Stockholm Goteborg

We take a holistic approach to projects for
innovative exposure experiences, smart
buildings, flexible surfaces, advanced
technical constructions, and energy-saving
environments.
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Matt & dimensioner

Dimension(mm)
Size(mm)

Produktblad | DL264 LED Downlight

Product Weight (Kg) | Package weight (Kg)

Carton Size(cm) | Qty/CTN

3" 115 | 67 88 88 115%67 0.21 0.28 8.4 9.3 44* 30* 42 30PCS 17130 39900
4" 15 | 73| 118 117 145*73 0.26 0.36 8.6 9.55 50* 34* 36 24PCS 12144 28608
5 170 | 86 | 138 137 170*86 0.31 0.43 10.3 1.5 59* 40* 41 24PCS 7152 16800
@ 190 | 90 | 155 154 190*90 0.36 0.51 6.12 7.l 44* 44* 33 12PCS 5652 13680
8" 235 100 199 198 235*100 0.52 0.7 8.4 9.7 52* 52* 35 12PCS 3624 8964
Teknisk specifikation 2
ode No DL264-6-18 DL264-6 DL264-6-30 DL264-8-18 DL264-8 DL264-8
Dimension(mm) 2190*90mm @235*100mm
Cutout (mm) 2160-170mm 2200-210mm
Watt(W) 18W 25W 30W 18W 25W 35w
Rated Input Voltage(V) AC230V
Input Voltage(V) AC220-240V
LED Module Input DC33-38V
Light Source SMD2835
SDCM <6
CCT(K) 1-CCT: 3000K/4000K/5000K/5700K || 3-CCT: 3000K + 4000K + 5700K
CCT Selection DIP Switch YES
Non-DIM . 1650-1850 2350-2650 2700-3150 1650-1850 2350-2650 3200-3600
Luminous Flux |DIM 1600-1800 2300-2550 2700-3000 1600-1800 \ 2300-2550 3100-3500
(Im) +5% Non-DIM s 1650-1850 2350-2650 2700-3150 1650-1850 2350-2650 3200-3600
DIM 1600-1800 2300-2550 2700-3000 1600-1800 ‘ 2300-2550 3100-3500
CRI >80
Beam Angle (°) 60°
UGR UGR<19
LED Driver Built-out
Dimming Option Triac/DALI/0-10V/NO
Sensor °
Emergency Kits -
Electrical Class Class II
Ingress Protection (IP Rating) IP54(Below Ceiling) IP20(Inside Ceiling)
Impact Resistance (IK Rating) -
Product Finishing(Base) White RAL 9016
Materials of Optics e
Materials of Housing PC/Aluminum
Lifetime (hr) 50,000h
Glow wire test ('C) 750°C
Operating Temp. ('C) -20°C ~45°C
Storage Temp. ('C) -20°C ~65°C
Installation Recessed
TopRight Nordic AB (publ) Stockholm Goteborg
We take a holistic approach to projects for TopRight Nordic AB TopRight Nordic AB
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Teknisk specifikation driver (Ej dimbar)

Total load wattage ‘ Y ‘ 13W ‘ 18W ‘ 25w ‘ 30w ‘ 35w

Output Voltage range DC30-40V

Rated output current 250mA | 350mA 500mA | 650mA | 800mA 950mA
Output Line Regulation +5%

Setup, Rise Time 0.5S

Flickering Index <3%(NO RISK)

Input Voltage AC220-240V

Rated Input Voltage(V) AC230V

Frequency 50/60HZ

Input Current 0.06A 0.08A 0.12A 0.15A 0.16A =<0.2A
Input Rated Input Current <0.05A =<0.07A =<0.11A =<0.14A <0.17A 0.18A

Power Factor 0.9

THD <20% @230V

Efficiency 86% 86% 88% 88% 88% 88%

No load wattage 571W <1.25W <1.25W ' <0.5W

Short circuit protection Pass
Protection Over voltage protection Pass

Over temperature protection Pass

Withstand voltage I/P-O/P:3.75KVac, <5mA 60S;

Isolation Resistance I/P-O/P: 500VDC, =100M Q
e L e

EMC Emission EN55015, EN61000-3-2

EMC Immunity EN61000-4-2,3,4,5,6,8,11; EN61547
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Teknisk specifikation driver (Triac Dimbar)

Total load wattage

Output Voltage range DC30-40V
Rated output current 250mA 300mA ] 450mA ‘ 650mA ‘ 750mA | 850mA
Output Line Regulation +5%
Setup, Rise Time 'S
Flickering Index <5%(LOW RISK)
Input Voltage AC200-240V
Rated Input Voltage(V) AC230V
Frequency 50Hz
Input Current <0.06A <0.07A 0.1A 0.14A 0.17A 0.2A
o Rated Input Current 0.05A 0.06A 0.09A 0.13A 0.15A 0.17A
Power Factor 0.9
THD <20% @230V
Efficiency 80% 80% 83% 83% 84% 84%
No load wattage <1W <5%
Short circuit protection Pass
Protection Over voltage protection Pass
Over temperature protection Pass
e Wiihstahd volitaigei i B i ] I/P—O/P:3.75kVac,<5r:nA 6075,'7 i i B
Isolation Resistance I/P-O/P: 500VDC, =100M Q
Safety &EMC surge IEC/ENG1000-4-5( P<25W; L-N:500V, UN-PG:1KV);
IEC/EN61000-4-5 (P=25w L-N:1KV, L/N-PG:2KV)
EMC Emission EN55015, EN61000-3-2
EMC Immunity EN61000-4-2,3,4,5,6,8,11; EN61547

TopRight Nordic AB (publ)

We take a holistic approach to projects for
innovative exposure experiences, smart
buildings, flexible surfaces, advanced
technical constructions, and energy-saving
environments.

Stockholm
TopRight Nordic AB
Taptogatan 6

116 26 Stockholm
+46 (0) 8-530 300 50
toprightnordic.com

Goteborg

TopRight Nordic AB
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Installationsguide

> Stang strommen innan installation eller underhall

> Sla ej pd strommen innan komplett installation och kontroll av
sakringar.

> Ska installeras och underhéllas av behorig elektriker

\’i\

Innan installation. For produkter med justerbar CCT valj 1. Skar ut ett hal i ratt dimension for din downlight
mellan CW-Cool White, NW-Normal White samt WW-
Warm White innan installation.

2. Anvand en skruvmejsel for att oppna driverns lock
pé baksidan av din downlight, mata AC kabel L. N. i
terminalen respektive innan du skruvar tillbaka locket.

3. Tryck in fjaderklamman pa vardera sida samtidigt som
du trycker in downlighten i det hal du gjort i Steg 1.

4. Se till att din downlight ar
ordentligt och stabilt infalld
och fastsatt innan du slar pa

strommen.
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