
stnemmoCLEDOM 4,9kW IT 7,3kW IT

rewoP VP00080006rewoP tupnI CD.xaM

DC INPUT DATA (SOLAR)

Voltage Range

MPPT voltage Range

Start-up  Voltage

Min. DC Voltage

No. of MPPT's

1+21TPPM rep sgnirtS tupnI fo .oN

A31/A62A31/A31TPPM rp tnerruc tupnI CD

A71/A43A71/A71tnerruC tupnI CD .xaM

Type of DC Connector

DC Switch

AC OUTPUT DATA (ON-GRID)

00370094rewoP CA detaR

Grid frequency/ range

tten TIegatlov tuptuo lanimoN

A2,81A1,21tnerruc tuptuo detaR

A3,72A2,81tnerruc tuptuo xaM

Total Harmonic Distortion [THDi] at reted output

Peak power (o�-grid)

Max Continous AC current passthrough 

BATTERY INPUT DATA

Battery Type

Norminal Battery Voltage

Max. Charging / Discharging Current 190A/190A 240A/240A

Communication Interface

Charging Curve

lanoitpOrosneS erutarepmeT lanretxE

Charging Strategy for LFP battery
Requires battery with 

BMS

200V-650V

550V (160V-800V)

MC4

2

Intergrated

self-adaption to BMS

230V | 3 + PE

2 times of rated power , 10s

<3%

50HZ / 60HZ  45 ~ 55HZ / 55 ~ 65HZ

CAN

160V

160V

Lead-acid og Lithium ion

40-60V

3 Stages / Equalization

Yes

45A

Deye Hybrid
230V IT



GENERAL DATA INVERTER

Size (Width*Height*Depth) (mm)

Weight (kg)

Mounting

User Interface

Communication

Ambient Temperature Range ( °C)

Relative Humidity

Operating Altitude

Cooling

Protection Grades

dradnatS)sraey( ytnarraW

EFFICIENCY

Max.E�ciency

Euro E�ciency

MPPT Accuracy

PROTECTION

PV Insulation Monitoring

PV Input Reverse Polarity Protection

Output Over Current Protection

Anti-island Protection

OverHeat Protection

PV Input lightning protection

Residual current monitoring unit

Output Shorted protection

Surge Protection 

CERTIFICATION & STANDARDS

Grid Regulation

Safety Regulation

EMC

LCD

Wi�, RS485, CAN

DC Type II / AC Type II

Intergrated

Intergrated

99.9%

3000m >2000m derating Operation)

Smart cooling

IP65

Integrated

Integrated

Integrated

5 years

97.60%

-45  ~ 60 > 45  Derating Operation

0-98% No condensation

W*H*D 422*699,3*279mm

33,6kg

Wall Mounted

Intergrated

Intergrated

Intergrated

EN 61000-6-1/2/3/4,

IEC 62109-1, IEC 62109-2

CEI 0.21, Vde-AR-N 4105, IEC 62116, NRS 
097, IEC 61727, G99, G98, VDE0126-1-1, 

RD1699, C10-11

97.00%
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