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1 GENERAL COMPETITION RULES: 

1.1 MCOR has established these general competition rules to govern all racing 

events sanctioned by MCOR. This also includes General safety specifications 

and category rules    

1.2 Beginning with every new season the newest edition of the GCR takes effect 

and supersedes all prior editions.  

1.3 Rule revisions published after the beginning of season superseded all prior 

editions. When a rule clarification or change must be implemented 

immediately, MCOR will issue a memorandum stating change and effective 

date of the changes 

1.4 If preliminary performance estimates for a car initially classified or reclassified 

prove grossly inaccurate, example vehicle performs outside the normal 

performance window for a given class or category, MCOR reserves the right to 

change the technical specifications with immediate effect 

1.5 Race entrants agree to permit MCOR, LLC and their assignees (including but 

not limited to series sponsors, promoters, and organizers of an event) free of 

any competitors, their drivers, teams or cars involved in the event on any 

medium whatsoever that is sourced by or under MCOR     

2 PARTICIPANT CONDUCT 

2.1 In an event a competitor, participant, or guest fails to comply with MCOR 

rules, MCOR reserves the right to penalize, expel, or ban said persons from 

the given event or series permanently. 

2.2 Beyond any other offenses or violations of specific rules, each of the following 

is a breach of the GCR. 

2.3 Bribing or attempting to bribe any MCOR official, sponsor, promoter, or event 

representative  

2.4 Acting to enable a person or car known to be ineligible to participate  

2.5 Driving dangerously or reckless, anywhere on event premises 

2.6 Disobeying directions from an official      

2.7 Refusing to cooperate, or interfere with the actions of the chief steward, or 

other review committees in the performance of their duties 

2.8 Unsportsmanlike conduct  

2.9 Threatening or committing physical violence to any official, competitor, or 

spectator 
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2.10 Firearms are not permitted in competition vehicles while on course. 

3 ADDITIONAL PARTICIPANT RESPONSIBILITIES 

3.1 Driver and entrant responsible for crew conduct at all times during the event.  

3.2 Waiver signer responsible for minors. The parent/ guardian that has signed 

the waiver on behalf of a minor is responsible for that minor 

3.3 Pets at the track are the responsibility of their respective owners for any 

liability arising from their actions. Unless a particular track has a stated policy 

to the contrary, pets are allowed in the paddock area provided they are 

confined to a leash. 

3.4 No driver, entrant, or crew member may consume alcohol until all practice, 

qualifying, or racing is finished for the day.   

3.5 The use of any Federal Schedule 1 controlled substances (including Marijuana) 

or other drugs including beta blockers, legal amphetamines that affect the 

ability to safely participate in event are strictly prohibited 

3.6 The driver and driver’s physician are responsible for determining if the driver 

is medically fit for participation. The require medical form is a tool and guide 

for the physician in deciding an applicant’s fitness to participate 

3.7 When a driver experiences a change to their medical condition, they MUST 

notify the national office of the change in medical status. Driver MUST 

discontinue participation until examined and approved by their physician. 

3.8 A driver must report to the event Medical Service as soon as possible 

whenever any of the following conditions are met. 

3.8.1    A: Vehicle rollover incident 

3.8.2    B: Vehicle collides with stationary object 

3.8.3    C: Driver is aware that he may have been injured in an incident 

3.8.4    D: Driver is directed by official to do so  

3.9 Drivers transported to an off-site medical facility cannot continue to compete 

in that event without a medical release signed by the attending physician at 

the treatment facility. 

3.10 All drivers are required to do an IMPACT test annually prior to applying for 

competition license 
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3.10.1   A participant who suffers a concussion, defined as a traumatic brain injury 

caused by a bump, blow or jolt to the head, or loss of consciousness, defined 

as lack of response to others or amnesia for the incident, shall be medically 

evaluated by the track physician or ER and is prohibited from participating in 

the remainder of the event. 

4 EVENTS 

4.1 MCOR sanctions various types of racing events conducted in compliance with 

the GCR. MCOR events are classified by persons eligible to participate, the 

categories of cars eligible to compete, defined organizational requirements, 

and the awards offered. 

4.2 Only drivers who hold a MCOR full competition license are eligible to enter. 

5 EVENT FORMAT / SCHEDULE 

5.1 The National office has developed a standard format for each class in the 

series. 

5.2 There shall be a maximum of 2 races per race class per weekend.  

5.3 There will be a 45-minute practice session for all classes followed by the 15 

minute qualifying session for the sprint race. 

5.4 First race consists of a qualifying sprint race with a duration of 50 minutes. 

There is a mandatory driver change with a minimum drive time of 20 minutes 

per driver 

5.5 Second race is the 4-hour endurance race. There is a mandatory 1 driver 

change minimum, with a 1-hour minimum drive time per driver  

5.6 The sprint race result defines the endurance race starting positions. 

5.7 The schedule must show start times for all sessions; however, it is understood 

that actual start times will vary based on-track situations and forces of nature.      

5.8 Drivers compete for financial awards, season points and trophies. Awards will 

be made available as soon as Official results are determined, or after the 

period for receiving protests has elapsed. Awards will not be distributed until 

after any protest affecting their distribution has been settled. If notified of an 

intent to appeal any decisions which would affect awards, MCOR will distribute 

awards after the Court of appeals decision. 
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5.9 Sample Schedule 

 

Sample Friday 

Time Group Notes 

8:30am Compact Touring Practice Lite and Sport Class 

9:15am Grand Touring Practice Lite and Sport Class 

10am Compact Touring Practice Lite and Sport Class 

10:45am  Grand Touring Practice Lite and Sport Class 

11:30am CTL Qualifying 15 minutes 

11:50am CTS Qualifying 15 minutes 

12:10pm GTL Qualifying 15 minutes 

12:20pm 

 

GTS Qualifying 15 minutes 

12:35 Lunch break VIP Touring Laps 

1:30pm CTL Sprint Race 50 min race 

2:30 CTS Sprint Race 50 min race 

3:30 GTL Qualifying 50 min race 

4:30 GTS Qualifying 50 min race 

 

 

Sample Saturday Schedule 

Time Group Notes 

8:00-12:00 Compact Touring and 

Touring Car 4 Hour 

Endurance Race 

CTL and CTS Classes 

12:05-12:50 Prototype Practice PL and PS Classes 

1:15 - 5:15 GT4/GT3 4 Hour Endurance 

Race 

 

5:30-6:15 Prototype Practice PL and PS Classes 
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Sunday Schedule varies depending on track and quiet hours 

Time Group Notes 

8:00-8:15 Prototype Lite Qualifying  

8:20-8:35 Prototype Sport Qualifying  

8:40-9:30 Prototype Lite Sprint race  

12-12:50 Prototype Sport Sprint Race  

1:50-5:50 Prototype Enduro  
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6 LICENSING, EVENT CREDENTIALS AND ENTRIES 

6.1 MCOR is a private, for-profit organization, and reserves the right to deny any 

license, or to revoke any previous issued license, for any reason explicitly or 

implicitly, except that MCOR will not deny or revoke a license solely on the 

basis of race, creed, color, sex, or national origin 

6.2 Anyone who applies for an MCOR license expressly agrees, and will 

acknowledge the following in writing if requested 

6.3 Familiarity with the GCR 

6.4 Agreement without reservations to any consequences of NOT complying with 

the GCR   

6.5 Renunciation of any right to recourse, except with the written consent of 

MCOR, to any arbitrator of tribunal not provided for in the GCR 

6.6 MCOR issues Competition and Officials’ Licenses based on qualifications and 

experience. Any individual may be a crew member but must have MCOR 

membership in order to gain access to the pit lane or other hazardous areas. 

6.7 MCOR licenses are only issued to MCOR members in good standing.  

6.8 All licenses are valid on a calendar year, meaning valid from January 1 

through December 31 and are required to be renewed annually. 

6.9 A participant registered for an event must have his current membership and 

license in his possession. His license must be the proper level for the type of 

event and activity. All entrants must be members of MCOR and are subject to 

all provisions of the GCR 

6.10 Only licensed members may be in hazardous areas. Nonmembers may only be 

where the hazards do not exceed those of the general public. For the purpose 

of determining a hazardous area, the definition “outside the protection of a 

positive area”  

6.11 An entry is considered official, and a competitor is considered entered in an 

event under the following conditions: 

6.11.1   The competitor is in good standing and his competition privileges are not 

suspended 

6.11.2    An official event entry form has been completed, signed, (or if an 

electronic entry, the approved Road Racing consent box is checked), 

submitted to and received by the organizers. 

6.11.3    The race entry fee has been submitted and received by the organizers   

6.11.4    All monies due to MCOR have been submitted and paid. 
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6.11.5   An entrant or driver who enters more than one class during a single event, 

must submit separate entry forms for each class. A car may only compete in 

one class per race and must use the number associated with the unique 

entry for that class in that race. 

6.12   If an entry is withdrawn prior to the event deadline, there is no penalty, 

MCOR will issue a full refund. If the entry is withdrawn after the entry 

deadline, the organizers may return all or part of the entry fee. An entrant or 

driver may be found in violation of the GCR if he is officially entered in one 

event but participates in a different competition held on the same day. 

6.13   An entry containing a false or incorrect statement may be determined null 

and void by the MCOR reviewing group. The entrant or driver may be found in 

violation of the GCR, the entry fee may be forfeited, and additional penalties 

imposed. 

6.14  Unless the Road Racing Department authorizes a driver to use an assumed 

name, he must sign all official documents with his legal name for all events 

requiring an MCOR license. 

6.15  Even if an entry meets all requirements outlined above, the organizers have 

the right to refuse an entry without giving a reason. If an entry is refused, 

notification will be sent to the entrant or driver to the address on the entry 

form no later than 5 days prior to the event. 

6.16  Anyone participating in an event must sign the MCOR Release of Waiver of 

Liability Agreement before an event credential will be issued. 

6.17  Photo ID is required for any registered participant. Accepted photo ID will 

either be the official MCOR-issued ID (hard card or electronic) or a 

government issued photo ID (Driver’s license, US military ID, or Passport) 

with the verification of current MCOR license and membership. 

6.18  Identification cards from any other organization will not be accepted. 

6.19  A non-member or weekend member will be issued a temporary pass 

6.20  MCOR members who are 18 and older may be issued credentials allowing 

them access to hazardous areas. MCOR members 14 years to the age of 

majority as determined by the law in the state of the individual’s residence 

(typically 18 years old, but it may vary) who have a completed Annual 

Parental Consent, Release and Waiver of Liability, Assumption of Risk and 

Indemnity Agreement, and a completed Minor’s Assumption of Risk 

Acknowledgement on file in the MCOR Office may be issued credentials 

allowing them access to hazardous areas. Minor waiver will appear as a license 

on their membership/license card. Otherwise, they may not enter any area 

where the hazards exceed those of the general public. 
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6.21 Non-member participants may be issued credentials which do not allow them 

access to hazardous areas. Guests of the organizer or spectators may be 

issued credentials or tickets which do not allow them access to hazardous 

area. 

7 TECHNICAL AND SAFETY INSPECTION 

7.1 A car must have a full and complete Annual Technical Inspection by an 

approved tech inspector once a year (12 months). If the car passes the 

inspection, the tech inspector shall enter the date of the expiration in the 

Vehicle Logbook. If the vehicle passes the inspection, the inspector will then 

sign and date the vehicles’ logbook and apply any applicable stamps, decals, 

notes, or inscriptions. The driver’s safety equipment does not have to be 

inspected at the same time the car is inspected, but it must be inspected by or 

at the driver’s first race of each calendar year. An Annual Tech expiring on a 

race weekend is valid for the full weekend.  

7.2 Safety Inspection License for Prep Shops 

7.2.1 Safety Inspector [proxy] license can be assigned to an individual employee in 

the shop issued by the MCOR Tech Division Administrator.  The authorized 

inspector must: 

7.2.2 Be trained by a National Scrutineer on how to perform annual inspections 

and signed off by MCOR Tech Division Administrator prior to performing 

inspections. 

7.2.3 Only perform annual inspections  

7.2.4 Records every annual inspection on the appropriate MCOR form and send to 

MCOR prior to scheduled start of event tech inspections. 

7.2.5 Pass the SFI test 

7.2.6 Be trained by a National Scrutineer on how to perform annual inspections  

7.2.7 Supply any tools required to perform annual safety inspections. 

7.2.8 In addition to the MCOR Annual Tech Inspection, an MCOR Tech Inspector 

will review vehicle logbooks at each event in which the vehicle will be 

competing. The Tech Inspector will then issue a tech sticker (unique for each 

event) if the logbook indicates an up-to-date annual inspection, indicating 

the vehicle is fit for track use and competition. Vehicles not displaying a valid 

tech sticker for that event will not be permitted onto pit lane. The driver’s 

safety equipment does not need to be reinspected. 



2023 MCOR, LLC  GENERAL COMPETITION RULES  12 

7.3 The technical inspection does not ensure, certify, or warrant that the vehicle 

or any part of it is safe or totally and ultimately compliant with all applicable 

rules nor does it in any way change the fact that the driver, crew members, 

and vehicle’s owner are ultimately responsible for the safety and operation of 

the vehicle and equipment. By conducting a technical inspection, MCOR and 

each of its directors, officers, employees, and officials, make no 

representations, warranties, or assurances that a technical inspection, 

including the review of any written information, will do any or all of the 

following:  

• Detect every or any problem with a vehicle or a driver’s personal equipment 

or clothing 

• Detect every problem with rule compliance 

• Prevent bodily injury, death, or personal monetary damage.  

7.4 The participant agrees that he/she/they bears the ultimate responsibility at all 

times to ensure the safety of his vehicle and equipment, and compliance with 

all MCOR rules, regulations, and agreements, including but not limited to those 

contained in the GCR. In addition, in the case of technical violations, he 

acknowledges, understands, and agrees that he is responsible to fully know 

every component of his vehicle and that even if a third party (for example, an 

engine builder) has caused his vehicle to be noncompliant, he will still be 

responsible for and will be charged with any applicable violation and penalty.  

7.5 If damage or deficiencies from the car’s previous event(s) are noted in the 

Vehicle Logbook or if the car changes category, a new annual inspection must 

be completed before the car is permitted back into competition.  

7.6 Throughout the racing season, the Tech crew is encouraged to, and will, 

perform regular re-inspections through walk around observation in the pits 

and paddock, or through special impounds by group or class with the 

concurrence of the Race Director or the Chief Steward. 

8 IMPOUND 

8.1 Post-race impound is mandatory at all official races as defined in the event-

specific supplemental regulations. 

8.2 No automotive communication equipment, including cell phones, are allowed 

inside a car during a race or at impound.   

8.3 During impound activities, cars are not allowed to be worked on or touched by 

anyone unless directed by a tech official.  
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8.4 Unless otherwise specified in the Supplemental Regulations, the first 3 

finishers in each class shall be immediately impounded for a minimum of 30 

minutes after their race is completed. The Race Director or the Chief Steward 

may direct that additional finishers in any class may likewise be impounded. It 

is the driver’s responsibility to know his finishing position and present his car 

to impound immediately, without going to the paddock. Failure to do so 

promptly will be reported to the Race Director or Chief Steward and may result 

in penalty.  

8.5 For each impounded car, the weight and other items appropriate for the class 

may be inspected, as agreed upon by the Race Director or Chief Steward and 

the Series Chief Tech inspector or Chief Technical Inspector 

8.6 The Race Director or Chief Steward may also order that a wheel or intake 

choke(s) or restrictors be removed during impound for inspection. If there is 

any doubt about the weight, the car must be weighed in both directions. A car 

that is underweight in impound will be reported to the Race Director or Chief 

Steward, is subject to penalty, and the weight will be noted on the next page 

of the Vehicle Logbook. The car must be weighed at the next event and must 

meet the proper minimum weight before being allowed to qualify. The Series 

Chief Tech Inspector or Chief Technical Inspector will report any questions or 

doubts about a car’s compliance to the Race Director or Chief Steward. 

9 OFFICIAL SCALES 

9.1 The scales at the event are the official scales for the event. The Supplemental 

Regulations will include the hours scales will be available for drivers to weigh 

their cars. The following scale configurations are acceptable:  

• platform scales  

• individual scales that weigh 1 axle (2 wheels) at a time 

• 4 individual scale pads that each weigh a single wheel. 

10 RESULTS 

10.1 A lap chart or a printout showing the order of finish and number of laps 

completed for each car shall be titled as Provisional Results and posted as 

soon as possible. The time of posting will be on the Provisional Results with 

the Chief of T&S’s initials or signature, and an announcement will be made. 

When there is a pending action for a particular race group, Provisional Results 

for that group may be distributed to officials and competitors in lieu of Official 

Results, with a notation printed stating the reason (i.e., pending outcome of 

action involving X class). 
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10.2 At the expiration of the protest period (30 minutes or the time stated in the 

Supplemental Regulations), Provisional Results may be considered official if 

Tech has cleared impound and the Race Director or Chief Steward have no 

pending actions. The Race Director, Chief Steward will inform the Chief of T&S 

of any penalties before the group is declared official. 

10.3 The Provisional results with amendments applied, should be titled as Official 

Results and shall include the following types of information: description of 

event, timing and scoring information, and driver information. 

10.4 The timing and scoring information shall include total number of entries, DNFs, 

DNSs, the overall and class finishing positions for all starters, the number of 

laps completed for all starters, the overall time of the race, the winner’s 

margin of victory, the winner’s average speed, the fastest lap time for all 

starters and any new course records. All drivers listed on the final race results 

shall be consistent with the numbers included in the event audit. A DNF (Did 

Not Finish) is defined as a car that did not complete the required number of 

laps to be a finisher (half the number of laps counted by the overall leader, 

rounded down to the nearest whole integer).  A DNS (Did Not Start) is defined 

as any car that turned a wheel on the track during practice or qualifying but 

did not start the race. 

10.5 The driver information shall include driver’s full name, hometown, state, car 

number, car make and model, and sponsor information. 

10.6 Optional information on the Official Results may include: the overall time and 

average speed for each class winner, pit stop information, and accident 

reports. This information may be available on a separate document, such as 

an Entry List.  

10.7 When a car is given a lap, time, or finishing position penalty, the reason 

should be shown on the Official Results, including the GCR reference. 

10.8 When a car is disqualified, or withdrawn, the results should list the car at the 

bottom of the finishing order, showing the true finishing order as affected by 

the disqualification, or withdrawal. The results should show the final overall 

and class positions, as adjusted, for all finishers. The reason for the 

disqualification should be shown on the Official Results, including the GCR 

reference 

11 RACING PROCEDURES AND RULES 

Flags convey the commands or information indicated below. They must be 

obeyed immediately and without question.  
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11.1 GREEN FLAG (Solid Green) When displayed, the green flag indicates that the 

course is clear, and that racing is underway. The green flag is ordinarily shown 

only by the Starter.  

11.2 YELLOW FLAG (Solid Yellow) STANDING YELLOW – You are approaching an 

incident where your and others safety are at risk. The racing surface may be 

clear but there is immediate danger to you or others if you left the racing 

surface. Slow significantly and proceed through the incident at a reduced 

speed. There is no passing from the flag until past the emergency incident.  

11.3 WAVED YELLOW– You are approaching an incident that has great danger to 

you and others. The racing surface may be partially or completely blocked. 

Slow significantly and be prepared to stop. All efforts should be made to 

proceed through a Waving Yellow Flag in single file order. There is no passing 

from the flag until past the emergency incident. The no passing zone starts at 

a perpendicular line across the track from the flag and ends at a perpendicular 

line across the track from the last component of the incident causing the 

yellow flag. The last component may be the car, driver, responding officials, 

other vehicles and/or large debris. 

11.4 DOUBLE YELLOW, DISPLAYED AT ALL STATIONS – Indicates the entire course 

is under yellow (full course yellow). All stations will display double yellow flags 

for all pace and safety car laps. SLOW DOWN, NO PASSING. However, cars 

may carefully pass emergency vehicles and other cars that are disabled or off 

pace . NOTE: A driver may encounter several flags before reaching the 

emergency area. The requirements are still the same: SLOW DOWN, NO 

PASSING.  

11.5 BLUE FLAG – Motionless: Another Competitor is following you and may be 

trying to pass you.  

11.6 BLUE FLAG- Waved: Another Competitor may be rapidly overtaking you. Blue 

flags are normally used where the Driver being overtaken may be unaware of 

the following Car or is clearly obstructing another Car.  

11.7 NOTE: The blue flag is advisory and is not considered a command flag 

11.8 SURFACE CONDITION (Yellow with Vertical Red Stripes) Take care. A slippery 

condition exists, or debris is present on the racing surface. This flag is 

displayed standing. 

11.9 WHITE FLAG (Solid White) STANDING- Caution and take care for a slow-

moving race car, ambulance, or other emergency vehicle on the racing 

surface. The standing flag is displayed for 2 flag stations prior to the vehicle in 

question. In addition, a standing white flag will be displayed during the first 

lap of each race group’s first session of the day unless another flag is already 

on display to indicate the location of the flagging stations. 
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11.10 WHITE FLAG (Solid White) WAVED - A waving white flag if displayed by the 

Starter shall indicate the start of the last lap of the race. 

11.11 BLACK FLAG (Solid Black) CLOSED BLACK FLAG (Furled) – Pointed or shaken 

at an individual car from the Starter’s stand (optionally, accompanied by a 

number board indicating the car number): WARNING for driving in an unsafe 

and/or improper manner. Continued unsafe and/or improper driving will result 

in an OPEN BLACK FLAG.  

11.12 OPEN BLACK – Displayed from the Starter’s stand with a number board 

indicating the car number: Proceed directly to the pits and the location 

designated by the Race Director or Chief Steward or event Supplemental 

Regulations for consultation with Officials. DO NOT TAKE ANOTHER LAP. 

NOTE: This flag and number board may also be displayed at station(s) 

elsewhere on the course. OPEN BLACK, DISPLAYED AT ALL STATIONS – The 

session has been stopped; all cars must stop racing, and proceed directly and 

immediately to the pits, exercising extreme caution. This flag will be displayed 

with an ‘ALL’ sign at the Starter’s stand and the sign may also be shown at 

station(s) elsewhere on the course.  

11.13 MECHANICAL BLACK FLAG (Black with Orange Ball) Displayed from the 

Starter’s stand with a number board indicating the car number. There is a 

mechanical problem with the car. Proceed directly to your pit or the location 

designated by the Race Director or Chief Steward or event Supplemental 

Regulations. DO NOT TAKE ANOTHER LAP. NOTE: This flag and number board 

may also be displayed at station(s) elsewhere on the course. 

NOTE: THE BLACK FLAG CAN ONLY BE DISPLAYED BY ORDER OF THE RACE 

DIRECTOR OR CHIEF STEWARD AS RELAYED THROUGH RACE CONTROL.  

11.14 CHECKERED FLAG (Black and White Checks) Displayed at Finish to indicate 

that the session is finished. Continue cautiously to the pits.  

11.15 RED FLAG (Solid Red) Displayed at each station and on the Starter’s stand – 

EXTREME DANGER. Upon a red flag, Drivers must decelerate to a slow speed, 

not pass, and be prepared to stop at any time. Drivers should use caution and 

be aware that safety vehicles may immediately be dispatched on the 

racetrack; the racetrack may be blocked; or weather conditions may have 

made the racetrack un-drivable at Safety Car speeds. Unless otherwise 

directed by the Race Director, Cars must proceed in a line, slowly and carefully 

around the racetrack to the pit entrance, where they will be directed further. 

The pit exit is closed. During practice, service may be performed unless 

prohibited by the Race Director. In the case of severe weather, Team 

instructions are communicated by Race Control.  
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11.16 RED AND BLACK COMBINED. Waved. Both a Red and a Black flag are waved 

simultaneously. This combination is used exclusively at the discretion of the 

Race Director to stop a Session or Race AND direct all Cars to come to a stop 

at the side of the track in a safe and controlled manner. Cars must remain 

stopped until instructed by the Race Director. These flags are displayed by the 

Starter and all corner stations. 

12 PIT AREA RULES 

12.1 Pit Area Defined The area that is part of or connects with the access roads 

leading to and from the racing surface is the hot pit lane, which is where 

competition vehicles park when not on course during their sessions. There 

must be a protective barrier between the hot pit lane and the area where 

support equipment and crews are located.  

12.2 Required Equipment There must be fire extinguishers with a nominal 10 pound 

dry chemical agent capacity and a minimum UL 60 BC or ABC rating placed at 

50 foot intervals along the pit wall. If there will be refueling in the pits during 

the race, each team must provide 1, minimum 10 pound /60 BC or ABC rated 

fire extinguisher for each car. 

12.3 Authorized Personnel in the Pits Crew members in the hot pits must be event 

credentialed MCOR licensed members. 

12.4 Number of Crew Members in the Hot Pit Lane Unless the Supplemental 

Regulations or the Race Director or Chief Steward provide otherwise, no more 

than 4 crew plus the driver or drivers may attend to any car in the hot pit 

lane. 

12.5 Control Pit crews are under the control of the Pit Marshal at all times.  

12.6 Pit Barrier Crew may only cross the pit barrier when their car is in the hot pit, 

except to signal the driver, when no more than 1 crew may cross the barrier.  

12.7 Air Bottles/Gas Cylinders All compressed air bottles/gas cylinders with a 

pressure in excess of 200 psi must have a protective structure around their 

gauges and valves at all times. 

13 OVERSHOOTING THE PIT 

13.1 If a car overshoots its pit location, the car must either be pushed back into the 

pit location by hand, or else continue for another lap. No car may be pushed 

back to the pit location if doing so would create an undue hazard. 

13.2 No reverse gear to be used in the pitlane. PENALTY: Drive through 
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14 REFUELING SYSTEMS 

14.1 Fuel must be transferred from the autonomous supply tank to the car using 

the equipment and methods defined in this Section only.  

14.2 Approved equipment as defined herein must be unmodified and installed and 

operational.  

14.3 Fuel transferred to the autonomous supply tank must be delivered by means 

of a hose fitted with a self-sealing connector (e.g., dry break, cam-lock) 

connected to the autonomous supply tank.  

14.4 The minimum FULL refueling time for ALL CLASSES is 40 seconds. 

14.5  Construction of the Autonomous Supply Tank must:  

14.5.1Comply with FIA Appendix J Drawing n° 252-7 except for the top plate shape 

and dimensions.  

14.5.2Have a simple cylindrical internal shape.  

14.5.3Not have any additional internal parts that could improve flow.  

14.5.4Have a tolerance on bottom flatness of less than 3 mm inside the tank.  

14.5.5Have the flow restrictor top face at the level of the internal surface of the 

bottom of the supply tank.  

14.5.6Not have sensors other than as required by MCOR 

14.6 Refueling tank height is measured from the top surface of the vessel, not 

including vent, cover plate or fasteners at a distance 1.25 meters from the 

outermost face of the pit wall. a. The required refueling tank height is 2.0 

meters with a tolerance of +0/-1.0 cm.  

14.7 Once inspected by an MCOR Official the autonomous tank may not be moved 

until the conclusion of the Race or upon an approved retirement   

14.8 Fuel rigs/fill cans cannot be cooled and must be at within + - 10 degrees of 

ambient temperature  

15 PENALTIES 

15.1   All Road Racing participants are subject to control by MCOR, the GCR, and 

the Supplemental Regulations. This Section specifies the penalties for violating 

the GCR and the Supplemental Regulations. 

15.2   Any entrant, driver, crew member, organizer, official, or MCOR member may 

be penalized.  

15.3   In increasing order of severity, the range of penalties is as follows: 

15.3.1   Fine ($1-10,000)  
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15.3.2   Reprimand NOTE: A reprimand against an MCOR member shall be noted in 

his license file.  

15.3.3   Fine ($100-$10,000)  

15.3.4   Loss of event points. NOTE: All fines must be in whole dollar amounts only.  

15.3.5   Loss of Time, Lap, or Finishing Position  

15.3.6   Probation of competition privileges Although the probation is effective 

immediately, the probation period does not begin until the license, as well as 

any imposed fine, is received by the Chief steward or the National Office. Any 

member on probation must notify the event Race Director or Chief Steward 

prior to his first on track session or beginning his assigned official’s 

responsibilities.  

15.4  Failure to notify the Race Director or Chief Steward is a violation of probation.  

15.4.1   Length of Probation may be up to 12 months  

15.4.2   Term(s) of Probation A driver on probation may be restricted to competing 

in some or all events.  

15.4.3   Violation of Probation Failing to comply with the probation terms may 

result in further penalties assigned by a review committee appointed to hear 

the violation, by Driver or Official Review, or by the chief steward at the 

event where the violation occurs.  

16 DISQUALIFICATION 

16.1   An entrant, driver, or car may be disqualified from a competition or an event. 

Rights to awards, including points, participation and race start credit, in the 

competition or event are automatically forfeited. Suspension of license 

privileges MCOR license privileges for a driver, crew, or official may be 

suspended for a period of time not to exceed 12 months 

16.2   A license holder whose privileges are suspended must immediately surrender 

his license to the Chief steward, review committee, or Court of Appeals. While 

the suspension is effective immediately, the suspension period does not begin 

until the license, as well as any imposed fine, is received by the Chief steward, 

review committee, or the National Office. A member whose Competition 

License has been suspended shall not participate in a Road Racing event using 

any other grade or form of competition license. When the suspension is the 

result of a non-compliant vehicle, the infraction shall be noted in the Vehicle 

Logbook. The suspension document for a Competition License holder will note 

whether a member whose license privileges have been suspended may 

participate in further Road Racing events in another capacity using another 

type or grade of license 
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17 LOSS OF ACCRUED POINTS 

17.1   A competitor may be penalized for all19 points accrued during the current 

season.  

17.2   Expulsion from MCOR - A member may be expelled from the MCOR as 

provided in the MCOR Bylaws. 

18 MULTIPLE PENALTIES 

18.1  A competitor may be imposed multiple penalties. Penalties may be 

consecutive. (Example, 3 months suspension followed by 3-month probation). 

Both suspension and probation may be imposed for a single violation. 

19 POINTS / PENALTY POINTS 

19.1 Points will be awarded to the top 10 finishers in class of every 4-hour enduro 

race as follows: 

P1 - 15  points 

P2 - 12  points 

P3 - 10  points 

P4 -   8  points 

P5 -   6  points 

P6 -   5  points 

P7 -   4  points 

P8 -   3  points 

P9 -   2  points 

P10 - 1  point 

19.2 Vehicles with fastest lap in class of the 4-hour race will be awarded 1 bonus 

point  

19.3 Points will be awarded to the top 3 finishers per class in the sprint race as 

follows:  

P1 - 3 points 

P2 - 2 points 

P3 - 1 point 

19.4  Penalty points assessed by the chief steward or court of appeals accrued in 

the following schedule 
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1: Fine ($1- $1000)                                                               No points      

2: Reprimand                                                                        1 Point 

3: Fine ($1001-$5000)                                                           1 Point 

4: Loss of event points                                                           1 Point 

5: Fine ($5001-$10,000)                                                        3 Points 

6: Probation of MCOR competition privileges                            3 Points 

7: Disqualification                                                                  4 Points 

8: Suspension of MCOR competition privileges                          6 Points   

9: Loss of accrued championship or series points                      7 Points 

19.5  When a competitor receives multiple penalties from a single action, only the 

most severe penalty accrues points. 

19.6  Automatic points imposed according to the following schedule: 

19.6.1   Fourteen (14) Points accumulated in consecutive 12 months - Probation for 

6 months 

19.6.2   Fifteen (15) or more points accumulated in consecutive 12 months - 

Suspension from series for 6 months      

19.6.3   Invalid statements of facts affidavit - Event disqualification and 3 months 

suspension of racing privileges 

19.6.4   Refusing to allow MCOR representative to inspect, tear down equipment in 

mechanical protest, request for action, or chief steward’s action - Event 

disqualification, 6 months suspension of competition privileges, $2500 Fine 

and 6 penalty points 

19.6.5   Noncompliance in Class - Event disqualification 

19.7   Penalty points caused by accumulation do not themselves result in further 

points 

19.8    Penalty points expire 3 calendar days after New Year annually 

20 AMENDMENT OF RULES 

20.1 Whenever a penalty or correction affects the official results, including when a 

driver or car is disqualified or reinstated, the MCOR stewards shall advance or 

demote subsequent competitors in the finishing order and advise the chief of 

timing and scoring of any amendment to the results. The results will then be 

labeled “Revised Official Results” with revision date and time labeled on them 



2023 MCOR, LLC  GENERAL COMPETITION RULES  22 

20.2 MCOR has the right to publish that any individual or organization has been 

penalized, the penalty, and the reasons for the penalty. An individual or 

organization included in the notice of penalty has no right to act against MCOR 

or against any individual for publishing the notice or its content. 

21 PROTESTS 

21.1 Any driver, crew, organizer, or official participating in an event, may protest 

any decision, act, or omission of another entrant, driver, crew, organizer, 

official, or any other person connected with said event whose actions the 

protestor believes to be in error or in violation of the MCOR rules or 

supplement regulations, or any condition involving MCOR’s sanction of event. 

21.2 Protest Procedures 

21.2.1   Protest must be in writing 

21.2.2   Must specify the section of the GCR’s or supplement regulations that are 

alleged to have been violated 

21.2.3   Be signed by protestor 

21.2.4   Be accompanied by a protest fee of $500. These fees may be returned to 

the protestor at the discretion of MCOR. 

21.2.5   Must be delivered with fee to the Chief steward, assistant chief steward, or 

MCOR official delegated to receive protests, who will probably convey it to 

the chief steward. 

21.2.6   Protest must be filed within the time limits specified below, although MCOR 

may extend time in cases where the protestor can show that he was unable 

to meet the deadline because of circumstances beyond their control: 

21.2.7   Rules compliance of an entrant, driver, or car - No later than 1 hour before 

the race session of the competition for the issue in question. Cars in impound 

may be protested within 30 minutes after any session 

21.2.8    Starting Grid position - Within 30 minutes after grid is posted 

21.2.9    Driver’s on track behavior - Within 30 minutes of end of session 

21.2.10 Race Results - Within 30 minutes of results being posted  

21.2.11 Race Official action or decision - Within 30 minutes of session or within 

30 minutes of receiving notification of official’s action 
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22 VEHICLE CLASSES 

Vehicle eligibility - All mass-produced vehicles are eligible to compete in MCOR 

specific classes, but competitors must submit a vehicle eligibility form to MCOR for 

classing and approval. MCOR will have 6 different classes for competitors to 

compete namely: 

22.1 CTL COMPACT TOURING LITE - Example of vehicles: Mazda MX5, Hyundai 

Veloster, Toyota 86, Subaru BRZ, Mazda 3, Toyota corolla, Mini Cooper, Honda 

Civic Si. PWR to weight: 13.1 to 14 

22.2 CTS COMPACT TOURING SPORT- Example of vehicles: TCR cars, Audi, 

Hyundai, Honda, Alfa Romeo, VW Golf. Also, RWD Cars example: BMW M2 

CSR, Ginetta G55. PWR to weight: 9.1 to 10 

22.3 GTL GRAND TOURING LIGHT- Example of vehicles: Porsche Cayman GT4, 

Mercedes GT4, McLaren GT4, Audi R8 GT4, BMW M4 GT4, Aston Martin GT4. 

PWR to weight: 7.1 to 8 

22.4 GTS GRAND TOURING SPORT- Lamborghini Huracan GT3/ Super trofeo, 

Ferrari 488 Challenge/GT3, Porsche GT3 Cup, Mercedes AMG GT3, Aston 

Martin GT3, Acura NSX GT3. Power to weight: 6.5 to 7.0 

22.5 PL PROTOTYPE LIGHT - Sebeco NP01, Radical SR3. Power to weight: 7.5 to 

8.0 

22.6 PS PROTOTYPE SPORT - Ligier JS P 320, Duquene D08, Ginetta G61. Power to 

weight: 5.1 to 6.0 

23 BALANCE OF PERFORMANCE (BOP) 

23.1 All vehicles in all classes are subject to mechanical BOP (example, ride height, 

wing angle, and weight) 

23.2 All 4-hour enduro winners in all classes are subject to a weight ballast add for 

next event as shown: 

P1 : 100lb  

P2 : 50lb 

P3 : 25lb 

24 GENERAL TECHNICAL AND SAFETY SPECIFICATIONS 

24.1 All cars are subject to inspection for compliance with the data which was 

submitted on the disclosure sheet.  
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24.2 All vehicles’ appearance must be suitable for competition (enforced at 

technical and Safety inspection): 

24.2.1   Advertising and graphics (names, symbols, logos) may be displayed on 

cars provided they are in good taste and do not interfere with identification 

marks and MCOR logos, and required series sponsor decals and logos 

24.2.2   Cars that show substantial bodywork damage, structural damage, or that 

are partially or totally in primer, or that do not bear the prescribed 

identification marks shall not be approved for competition. 

24.3 Ballast may be added to all cars as required to meet minimum weight, 

provided it is securely mounted within the bodywork. 

24.4 Battery location is unrestricted within the bodywork. The hot terminal shall be 

insulated on all cars. All batteries shall be attached securely to the frame or 

chassis structure.  

24.5 Body panels shall be securely mounted. The hood and engine compartment 

shall be securely fastened. Hood fasteners must be removable with simple 

tools, no fastener requiring a key to open is permitted 

24.6 Brakes shall be pedal operated, working directly on each wheel and in good 

working order. ABS brakes are allowed. Brake pressure bias bars or valves are 

permitted for front to rear adjustment only. 

24.7 All cars competing in any of MCOR’s events are required to have at least one 

forward facing camera that is recording at all times while on track and 

provides a clear and horizontal field of view of the cars and track ahead. If 

video is needed as part of an investigation of an incident, a competitor's video 

of the full unedited session may be requested by race officials. Failure to 

provide such video may result in penalties.   

24.8 The mounts for video cameras shall be of safe and secure design. Suction cups 

or elastic mounts are not permitted 

24.9 Cool suits are allowed in all classes. Cool systems shall be of a safe and secure 

design. 

24.10   Data collection devices are considered instrumentation and are therefore 

allowed in all classes. 

24.11   MCOR uses data acquisition devices to assist performance balancing. MCOR 

race officials may install data acquisition devices in competitors' vehicles. If 

selected, drivers’ participation is not optional and is not protestable. All 

vehicles carrying MCOR data collection devices shall report to impound 

immediately after their session 
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24.12   All cars shall be equipped with a master switch easily accessible from 

outside the car. The master switch shall be installed directly in positive (+) 

battery cable and shall cut all electrical circuits but not the on-board fire 

system and comms circuit. All terminals of the master switch shall be insulated 

to prevent shorting out. It shall be clearly marked by the international marking 

of a spark in a blue triangle and mounted in a standard location. Off position 

shall be clearly indicated at the master switch location. 

25 Driver restraint systems 

25.1 All drivers in MCOR sanctioned events shall utilize either a 5,6, or 7-point 

restraint harness meeting FIA regulations. Open cockpit vehicles must wear 

arm restraints. Installation is subject to approval of the Chief Technical 

Inspector. 

25.2 The shoulder harness shall be the over the shoulder type. There shall be a 

single release common to the seat belt and shoulder harness. When mounting 

belts and harnesses it is recommended that they be kept as short as 

reasonably possible to minimize stretch when loaded in an accident. 

The shoulder harness shall be mounted behind the driver and supported above 

a line drawn downward from the shoulder point at an angle of 20 degrees with 

the horizontal. The seat itself, or anything added only to the seat shall not be 

considered a suitable guide. Guides must be a part of the roll cage or a part of 

the car structure. 

C: Only separate shoulder straps are permitted. (“Y” type shoulder straps are 

not allowed.) “H” type configuration is allowed. 

25.3 The single anti-submarine strap of the 5-point system shall be attached to the 

floor structure and have a metal to metal connection with the single release 

common to the seat belt and shoulder harness. 

25.4 The double leg straps of the 6 point or 7-point system may be attached to the 

floor as above for the 5 point system or be attached to the seat belt so that 

the driver sits on them, passing them up between his legs and attaching either 

to the single release common to the seat belt and shoulder harness or 

attaching to the shoulder harness straps. It is also permissible for the leg 

straps to be secured at a point common to the seat belt attachment to the 

structure, passing under the driver and up between his legs to the seat belt 

release or shoulder harness straps. 

25.5 All straps shall be free to run through intermediate loops or clamps/buckles. 



2023 MCOR, LLC  GENERAL COMPETITION RULES  26 

25.6 Each seat (lap) and shoulder belt of the harness (5, 6, or 7 points) shall have 

an individual mounting point (i.e., 2 for seat belt and 2 for shoulder belt 

minimum). 6 or 7-point system anti-submarine straps may share a mounting 

point with one or both seat (lap) belt(s). The minimum acceptable bolts used 

in the mounting of all belts and harnesses is SAE Grade 5/Metric 8.8. Mounting 

hardware, including eye bolts, as provided by the belt manufacturer, may also 

be used for mounting belts and harnesses. Where possible, seat belt, shoulder 

harness, and anti-submarine strap(s) should be mounted to the roll structure 

or frame of the car. Where this is not possible, large diameter mounting 

washers or equivalent should be used to spread the load. Bolting through 

aluminum floor panels, etc., is not acceptable. Holes in the roll cage to 

accommodate the installation of the harness must be bushed and welded 

completely. 

25.7 All driver restraint systems shall meet one of the following: SFI specification 

16.1, 16.5, or FIA specification 8853/98, 8853-2016 or 8854/98. 

25.8 Restraint systems meeting SFI 16.1 or 16.5 shall bear a dated SFI Spec label. 

The certification indicated by this label shall expire on December 31st of the 

5th year after the date of manufacture as indicated by the label. If for 

example the manufacture date is 2014 the fifth year after the date of 

manufacture is 2019. SFI labels, with expiration dates, expire on December 

31st of the labeled expiration date. 

25.9 Restraint systems homologated to FIA specification 8853/98 and 8854/98 will 

have a label containing the type of harness designation (‘C-###.T/98 or D-

###.T/98) and date of expiration which is the last day of the year marked. All 

straps in this FIA restraint system will have these labels. 

25.10 If a restraint system has more than one type of certification label, the label 

with the latest expiration may be used. 

25.11 Harness Threading: Assemble in accordance with manufacturer’s instructions. 

26 DRIVER’S SAFETY EQUIPMENT 

26.1 All required driver’s safety equipment must be worn at all times while on 

track. The participant agrees that the participant always bears the ultimate 

responsibility to ensure the safety of participant’s driver’s safety equipment, 

and compliance with all MCOR rules, regulations, and agreements, including 

but not limited to those contained in the GCR. 
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26.2 At or before the first event of the calendar year, all driver’s safety equipment 

will be inspected by a licensed scrutineer. The scrutineer performing the 

inspection shall affix a dated, non-removable sticker or decal on the left side 

of helmets that comply with to indicate that all driver’s safety equipment has 

been inspected and is in compliance with this section. This sticker or decal, 

which shall be placed on the helmet in a manner such that it is visible from 

outside the car with the driver seated and belted in the normal driving 

position, may be checked by grid or scrutineering personnel on the starting 

grid. The presence of other externally visible driver’s safety equipment 

(gloves, balaclava, and suit) may also be checked by grid or scrutineering 

personnel on the starting grid. 

26.3 Throughout the racing season, a check of the condition and legality of driver’s 

safety equipment should periodically be done by scrutineers during impound 

by group or class with the concurrence of the Race Director or Chief Steward. 

26.4 Required Equipment: 

26.4.1   Driving suits that effectively cover the body from the neck to the ankles 

and wrists. One-piece suits are highly recommended. All suits shall bear an 

SFI 3.2A/1, SFI 3.4 or higher certification label or FIA 1986 Standard or FIA 

Standard 8856-2000 homologation label. Underwear of fire-resistant material 

shall be used but is optional with suits carrying an FIA Standard 1986 

Standard or FIA Standard 8856-2000 label or SFI 3-2A/5 or higher (e.g., 

/10, /15, /20) certification label. 

26.4.2   Crash helmets approved by the Snell Foundation with Snell sticker 2015 or 

later Special Application SA2015/SAH2015, or by the SFI with a SFI Sticker 

SFI 31.1/2015 or newer, or by the FIA standard 8859-2015or FIA 8860-2010 

or newer. SFI labeled helmets must have a year printed on the label to be 

valid. Each driver’s helmet shall be labeled with a minimum of the driver’s 

name. 

26.4.3   The use of a head and neck restraint system that has been certified in 

accordance with SFI 38.1 or FIA 8858-2002 or 8858-2010 is required; an SFI 

38.1 or FIA 8858-2002 or 8858-2010 label must be properly affixed to the 

device. Freon based total loss helmet cooling systems are not allowed. 

26.4.4   Gloves made of leather and/or accepted fire-resistant material containing 

no holes. 

26.4.5   Socks made of accepted fire-resistant material. 
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26.4.6   Face coverings (balaclavas) of accepted fire-resistant material for drivers 

with beards or mustaches. Hair protruding from beneath a driver’s helmet 

shall be completely covered by fire resistant mate- rial. As an alternative to 

balaclavas, a full helmet skirt of accepted fire-resistant material may be 

used. Double-layer balaclavas are recommended. If balaclavas are used 

voluntarily, they shall be of accepted fire-resistant material. 

26.4.7   Goggles or face shields, preferably made of new impact resistant materials, 

for drivers of open cars. 

26.4.8   A driver’s restraint system meeting MCOR standards shall be always used 

while on the track. 

26.4.9   Shoes, with uppers of leather and/or nonflammable material that at a 

minimum cover the instep. Ventilation pinholes by the manufacturer are 

allowed. 

26.4.10 All required equipment shall be in good condition and free of defects, 

holes, cracks, frays, etc. 

26.5 An inside net running between the main roll hoop and the dash is 

recommended for all production-based cars and two-seater Sports Racing 

cars. It is recommended that the lower strand of the net pass the shoulder 

and run horizontally from the cage to the dash. The upper strand should pass 

the Cg of the helmet in the side view. The net should run parallel to the center 

of the car in plain view and be as close to the seat as possible. It is 

recommended that the net be tensioned tightly and have a way to quickly 

disconnect it in case the driver needs to exit through the car in an emergency. 

Metal collars, or some other equivalent method, should be used to keep the 

strands of the net from moving along the roll cage. If possible, the 

recommended mounting method is to wrap the net strands around the back of 

the seat and attach them to the main hoop up- right. However, teams should 

consult the net manufacturer to verify their recommended method of 

mounting. 

26.6 Seats 

26.6.1   The driver’s seat shall be a one-piece bucket-type seat and shall be 

securely mounted, to provide fore/ aft and lateral support. Passenger seat 

back, if a folding seat, shall be securely bolted or strapped in place. 

26.6.2   Mounting structures for racing seats may attach to the floor, cage and or 

center tunnel. Seat mounting points forward of the main hoop, between the 

centerline of the car and the driver’s side door bar and rearward of the front 

edge of the seat bottom are not considered cage attachment points in classes 

with limitations on the number of attachments. 
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26.6.3   A system of head rest to prevent whiplash and rebound, and also to 

prevent the driver’s head from striking the underside of the main hoop shall 

be installed on all vehicles. Racing seats with integral headrests satisfy this 

requirement. 

26.6.4   The head rest on non-integral seats shall have a minimum area of 36 

square inches and be padded with a mini- mum of one-inch-thick padding. It 

is strongly recommended that padding meet SFI spec 45.2 or FIA Sports Car 

Headrest Material. The head rest shall be capable of withstanding a force of 

two hundred (200) lbs. in a rearward direction. The head rest support shall 

be such that it continues rearward or upward from the top edge in a way that 

the driver’s helmet cannot hook over the pad. 

26.7 Window Safety Net 

26.7.1   Window safety nets shall be used on the driver’s side window of all closed 

cars unless these are factory (OEM manufacturer) and FIA GT3/GT4 race 

prepared cars with fixed Lexan front door windows as noted on a 

Specification Line.  

26.7.2   All window nets shall meet SFI Specification 27.1., and shall bear an “SFI 

Spec 27.1.,Label” to that effect. Alternatively, window nets that meet the 

requirements of FIA J253.11 may be used.  

26.7.3   Competitors must provide proof of meeting the FIA standard, either via 

certification or physical measurement. 

26.7.4   The window net shall be equipped with a quick release device and when 

released, it shall fall downwards, thus not having to be flipped up on the roof. 

26.7.5    Nets shall be attached to the roll cage; plastic buckles, cable ties, hose 

clamps, and elastic cords are not permitted. Holes in the roll cage to 

accommodate either support rod are unacceptable unless bushed and welded 

completely.      

27 ELIGIBILITY 

27.1   Eligibility for class entered compliance with the GCR and Specification Books.  

27.2   Exhaust system shall be directed away from the body and shall terminate at 

or behind a point which is equidistant from the front and rear hubs.   

28 FIRE SYSTEM 

28.1   All cars shall be equipped with an On-Board Fire System meeting the 

following requirements: 

28.1.1   Systems certified to SFI specification 17.1 or 17.2, or 
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28.1.2   Those listed by the FIA on Technical List No. 16 

28.1.3   Visible Certification label, including capacity, type of extinguishing agent, 

and weight, or volume of the extinguishing agent 

28.2   The fire system cylinder shall be securely mounted in such a manner that it 

can be checked during a technical inspection and may be removed for 

weighing periodically for compliance to full weight shown on the cylinder. 

(Weight is without valve assembly.) 

28.3   Manual or automatic release is allowed. The release mechanism shall be 

within reach of the driver when belted in the car. 

28.4   All on-board fire systems shall be identified with a circle “E” decal. 

28.5   In GT and Production cars, two circle “E” decals may be required–one at the 

release location and the second on the outside bodywork in line with or as 

near to the release location as possible. 

28.6   In prototype and Sports Racing cars, a circle “E” decal shall be located on the 

outside bodywork as near to the release location as possible. 

28.7   There shall be a minimum of two nozzle locations–one in the driver’s 

compartment and one in either the engine area or the fuel cell area. The 

nozzles shall be suitable for the type of extinguishing agent used. 

28.8   The firing safety pin(s) shall be removed from all on-board fire systems prior 

to going on track. It is recommended that a warning tag be attached to the 

safety pin to remind the driver to remove the safety pin before entering the 

racing surface. 

28.9   All fire systems shall be serviced according to manufacturer’s specifications. 

29 FIREWALL AND FLOOR 

29.1   Firewall and floor shall prevent the passage of flame and debris into the 

driver’s compartment. Belly pans shall be vented to prevent the accumulation 

of liquids, except composite/honeycomb structures. All rear-engined cars are 

required to have an undertray, from the driver's foot area to the firewall, for 

protection of legs and torso. Insulation or heat-resistant material may be 

added to the interior (cockpit) surfaces of the firewall, floor, and transmission 

tunnel. 

30 FUEL 

30.1 All cars shall use fuel, as defined below, unless a specific exemption is made in 

the provisions for a specific category/class. 
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30.2 Permitted fuel is herein defined as gasoline or diesel fuel meeting specified 

dielectric constant standards and not containing any prohibited substance in 

excess of stated limits. Gasoline is a mixture of refined hydro- carbons. 

Gasoline is an electrical insulator and its relative effectiveness as an insulator 

is represented by its 

30.3 If a car is required to run diesel fuel, it will be noted on its specification line. 

Diesel fuels must have a dielectric constant between 2.2 and 4.9 (G-01 or 

FTK-01) or between 24 and 55 (DT-47FT or FT-64). Diesel fuels are subject to 

the same restrictions on prohibited substances as gasoline. 

30.4 Fuel Sample Acquisition:  

30.4.1   All cars shall be equipped with an accessible sampling port/valve/device 

located in a fuel line between the fuel tank or fuel cell and the carburetors or 

fuel injection system or in an unused carburetor port to allow safe acquisition 

of a fuel sample. If possible, the port/valve/device should be located outside 

the engine compartment. The sampling port/ valve/device will be installed 

and used by the competitor to obtain the sample with- out fuel leaking, 

spraying or squirting. Siphoning of fuel directly from the fuel tank or fuel cell 

or removing a hose or line is not allowed. 

30.4.2   Competitors whose cars are equipped with a factory fuel pressure test port 

or who have factory fuel pressure test equipment available are not required 

to have an additional fuel sampling port, providing the test port is accessible 

and the competitor obtains the sample without fuel leaking, spraying, or 

squirting. 

30.4.3   Competitors will provide all the necessary and appropriate tools to obtain a 

fuel sample. 

30.4.4   A tech observer and manned fire extinguisher will be at the car at the time 

the sample is taken, and the competitor will name the fuel brand and type 

for notation on the fuel sample bottle label. 

30.5 Fuel Cell Specifications 

30.5.1   All cars must be equipped with a safety fuel cell complying with these 

specifications, except for Touring, production-based cars, and cars where the 

stock fuel tank is located between the axle center lines and within the main 

chassis structure (i.e., frame rails, etc.).  

30.5.2   Stock fuel tank must remain in its stock location, or as otherwise specified 

in the GCR. All safety fuel bladders shall be constructed and certified in 

accordance with the FIA FT-3 or higher (FT-3.5, FT-5, etc.) or SFI 28.3 

specifications.  
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30.5.3   Fuel cells do not time out and have no expiration date. Alternatively, safety 

fuel cells shall be constructed in accordance with FIA FT-3 or higher or SFI 

28.3 specifications and tested to those requirements by an independent 

facility as witnessed and certified by a Professional Engineer.  

30.5.4   The results of these tests shall be submitted to the Road Racing 

department for inclusion on a list of approved suppliers.  

30.5.5   All safety fuel cells shall consist of a foam-filled fuel bladder enclosed in a 

metal container at minimum. 

30.5.6   There is no restriction of fuel cell capacity or dimensions of the fuel cell, 

except where otherwise specified 

31 LIGHTS 

31.1 All non-Formula cars shall have two operating red brake lights.  

31.2 All cars shall be equipped with rain light(s) clearly visible from the rear. The 

rain light(s) shall be turned on when directed to by the Race Director or Chief 

Steward. 

31.3 Non-prototype and Sports Racing cars shall utilize the original equipment red 

taillights or the rain light. 

31.4 All prototype and Sports Racing cars shall be equipped with a red taillight of at 

least the equivalent illumination power of a 15-watt bulb. This light shall be 

mounted on the centerline of the car. Light assemblies shall be considered one 

light for the purposes of this rule, irrespective of the number of individual 

lamps the assembly may contain. FIA Technical List N 19 rain lights are 

recommended. 

31.5 Original equipment tail light assemblies may be used. Light assemblies may 

perform both rain and brake light functions provided they have two distinct 

illumination levels. Lights that function as strobe lights are not permitted 

except in prototype classes. The taillight may strobe when directed to be used 

as a rain light. 

31.6 Exposed glass headlights shall be taped. Rear brake lights may be taped with 

transparent tape. Turn signals, front parking lights, backup lamps, and side 

marker lights may be taped or painted. Lights mounted on or below the 

bumper shall be removed, and all resulting holes shall be covered to prevent 

air passage through said holes. Lights mounted within the bumper may be 

removed. 
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32 LOSS OF BODYWORK 

32.1 All major body components such as front and rear hoods, fenders, doors, and 

windscreens shall be maintained in normal position throughout the 

competition. If loss of bodywork is a safety hazard, the car may be black- 

flagged. A car completing a competition with bodywork missing may be 

penalized. 

33 TOWING EYES 

33.1 All cars shall have a towing eye or strap, front and rear, that does not 

dangerously protrude from the body- work when the car is racing, to be used 

for flat towing or hauling the vehicle. These towing eyes or straps shall be 

easily accessible without removal or manipulation of bodywork or other 

panels. The required tow eyes must be strong enough to tow the car from a 

hazard such as a gravel trap. 

33.2 The front tow eye may be mounted at any location forward of the windshield, 

and a hole may be cut in the bodywork for the sole purpose of clearing a 

protruding tow eye.  

34 ROLL CAGES FOR GT AND PRODUCTION BASED CARS 

34.1 All cars must utilize a roll cage compliant with the following specifications. 

These specifications apply to all vehicles registered to compete.  

34.2 The roll cage consists of the main hoop, front hoop, side protection, and 

braces as specified in these rules. 

34.3 MAIN HOOP 

34.3.1   The main hoop (behind the driver) must be the full width of the cockpit for 

all cars. It must be one continuous length of tubing with smooth bends and 

no evidence of crimping or wall failure. The main hoop must maintain a 

single plane. 

34.3.2   On all closed cars, the main hoop must be as close as possible to the roof 

and “B” pillars. 

34.3.3   Open cars without the windshield frame may use an asymmetric main 

hoop. The main hoop must be full width to the passenger side of the car. On 

the passenger side of the car the hoop must be at least as high as the top of 

the rear corner of the door. 
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34.3.4   The main hoop must be high enough that a straight line drawn from the 

top of the main hoop to the top of the front hoop would pass over the 

driver’s helmet and steering wheel when the driver is seated in the normal 

driving position. Additionally, the top of the main hoop must be at least 2 

inches above the driver’s helmet.  

34.4 MAIN HOOP BRACING 

34.4.1   Main hoops shall incorporate a diagonal brace. The brace shall either be in 

the plane of the main hoop or extend from the top of one rear brace to the 

bottom of the opposite rear brace. Automobiles with mid mounted engines 

can have the lower mounting point attached to the frame of the automobile 

within six inches of the main hoop. In the case of braces in the plane of the 

main hoop, the brace must span at least 50% of the width of the main hoop, 

and at least 75% of the height of the main hoop.  

34.4.2   Cars must incorporate a main hoop horizontal brace at the approximate 

level of the driver’s shoulders but not lower than the shoulder belt mounting 

point.  Driver’s Restraint Systems. If a double-diagonal “X” brace is used in 

the plane of the main hoop, a half-width horizontal brace may be used 

behind the driver’s seat to mount the seat back and shoulder harness. 

34.4.3  Cars must have 2 braces extending to the rear from the main hoop and 

attaching to the frame or chassis. Braces must be attached as near as 

possible to the top of the main hoop (not more than 6 inches below the top), 

and at an included angle of at least 30 degrees. 

34.4.4   Open cars must have 2 braces extending forward from the main hoop and 

attaching to the front hoop, not more than 6 inches below the top of the 

front and main hoop. It is recommended that the front and rear braces 

attach to the main hoop as close as possible to each other. 

34.5 FRONT HOOP 

34.5.1   Roll cages may be of two designs, low front hoop or high front hoop. All 

closed top cars and cars that retain the windshield frame must have a high 

front hoop design. Open cars may incorporate a high or low front hoop 

design. High front hoop is also referred to as side hoops. 

34.6 CLOSED CARS 

34.6.1   The front hoop (side hoop) must follow the line of the A-pillars to the top of 

the windshield and be connected by horizontal bars to the top of the main 

hoop on each side (as close to the roof as possible).  
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34.6.2   Instead of a single front hoop, two side hoops (down tubes) may be used. 

Alternatively, a top “halo” hoop following the roof line from the main hoop to 

the windshield with forward down tubes following the A-pillars to the floor 

may be used.  

34.6.3   Regardless of which one of the two approved tubing configurations there 

shall be a tube connecting the two A-pillar tubes at the top of the windshield. 

34.7 OPEN CARS 

34.7.1   The height of the front hoop must be consistent across the full width of the 

cockpit 

34.8 SIDE PROTECTION 

34.8.1   Two side tubes connecting the front and main hoops across both door 

openings are mandatory. Tubes that are welded to any part of the same 

mounting plate are considered to be connected to one another NASCAR-style 

side protection or one bar bisecting another to form an “X” is permitted. Door 

side tubes may extend into the front door. The door window glass, window 

operating mechanism, inner door trim panel, armrest, map pockets, wiring 

harnesses for door locks, windows, power mirrors, seat wiring, etc., and 

inside door latch/lock operating mechanism may be removed and the inner 

door structural panel may be modified, but not removed only if the door bars 

extend into the door cavity. The stock outside door latch/lock operating 

mechanism shall not be removed or modified unless specifically authorized in 

the category rules. 

34.9 MANUFACTURER SUPPLIED/FIA/MSA HOMOLOGATED ROLL CAGES 

34.9.1   Cars may compete with FIA or FIA-Approved Test Houses homologated 

cages provided the cage was built by the manufacturer or a manufacturer 

designated shop/team and approved for use. Cars must have the FIA 

identification plate attached to the cage. 

34.9.2   Cars may compete with an approved Motorsport UK Roll Over Protection 

System Certificate. All related engineering drawings and documents shall be 

submitted to MCOR for approval. Cars must have an MSA identification plate 

attached to the cage. 

 

 


	1 GENERAL COMPETITION RULES:
	1.1 MCOR has established these general competition rules to govern all racing events sanctioned by MCOR. This also includes General safety specifications and category rules
	1.2 Beginning with every new season the newest edition of the GCR takes effect and supersedes all prior editions.
	1.3 Rule revisions published after the beginning of season superseded all prior editions. When a rule clarification or change must be implemented immediately, MCOR will issue a memorandum stating change and effective date of the changes
	1.4 If preliminary performance estimates for a car initially classified or reclassified prove grossly inaccurate, example vehicle performs outside the normal performance window for a given class or category, MCOR reserves the right to change the techn...
	1.5 Race entrants agree to permit MCOR, LLC and their assignees (including but not limited to series sponsors, promoters, and organizers of an event) free of any competitors, their drivers, teams or cars involved in the event on any medium whatsoever ...

	2 PARTICIPANT CONDUCT
	2.1 In an event a competitor, participant, or guest fails to comply with MCOR rules, MCOR reserves the right to penalize, expel, or ban said persons from the given event or series permanently.
	2.2 Beyond any other offenses or violations of specific rules, each of the following is a breach of the GCR.
	2.3 Bribing or attempting to bribe any MCOR official, sponsor, promoter, or event representative
	2.4 Acting to enable a person or car known to be ineligible to participate
	2.5 Driving dangerously or reckless, anywhere on event premises
	2.6 Disobeying directions from an official
	2.7 Refusing to cooperate, or interfere with the actions of the chief steward, or other review committees in the performance of their duties
	2.8 Unsportsmanlike conduct
	2.9 Threatening or committing physical violence to any official, competitor, or spectator
	2.10 Firearms are not permitted in competition vehicles while on course.

	3 ADDITIONAL PARTICIPANT RESPONSIBILITIES
	3.1 Driver and entrant responsible for crew conduct at all times during the event.
	3.2 Waiver signer responsible for minors. The parent/ guardian that has signed the waiver on behalf of a minor is responsible for that minor
	3.3 Pets at the track are the responsibility of their respective owners for any liability arising from their actions. Unless a particular track has a stated policy to the contrary, pets are allowed in the paddock area provided they are confined to a l...
	3.4 No driver, entrant, or crew member may consume alcohol until all practice, qualifying, or racing is finished for the day.
	3.5 The use of any Federal Schedule 1 controlled substances (including Marijuana) or other drugs including beta blockers, legal amphetamines that affect the ability to safely participate in event are strictly prohibited
	3.6 The driver and driver’s physician are responsible for determining if the driver is medically fit for participation. The require medical form is a tool and guide for the physician in deciding an applicant’s fitness to participate
	3.7 When a driver experiences a change to their medical condition, they MUST notify the national office of the change in medical status. Driver MUST discontinue participation until examined and approved by their physician.
	3.8 A driver must report to the event Medical Service as soon as possible whenever any of the following conditions are met.
	3.8.1    A: Vehicle rollover incident
	3.8.2    B: Vehicle collides with stationary object
	3.8.3    C: Driver is aware that he may have been injured in an incident
	3.8.4    D: Driver is directed by official to do so

	3.9 Drivers transported to an off-site medical facility cannot continue to compete in that event without a medical release signed by the attending physician at the treatment facility.
	3.10 All drivers are required to do an IMPACT test annually prior to applying for competition license
	3.10.1    A participant who suffers a concussion, defined as a traumatic brain injury caused by a bump, blow or jolt to the head, or loss of consciousness, defined as lack of response to others or amnesia for the incident, shall be medically evaluated...


	4 EVENTS
	4.1 MCOR sanctions various types of racing events conducted in compliance with the GCR. MCOR events are classified by persons eligible to participate, the categories of cars eligible to compete, defined organizational requirements, and the awards offe...
	4.2 Only drivers who hold a MCOR full competition license are eligible to enter.

	5 EVENT FORMAT / SCHEDULE
	5.1 The National office has developed a standard format for each class in the series.
	5.2 There shall be a maximum of 2 races per race class per weekend.
	5.3 There will be a 45-minute practice session for all classes followed by the 15 minute qualifying session for the sprint race.
	5.4 First race consists of a qualifying sprint race with a duration of 50 minutes. There is a mandatory driver change with a minimum drive time of 20 minutes per driver
	5.5 Second race is the 4-hour endurance race. There is a mandatory 1 driver change minimum, with a 1-hour minimum drive time per driver
	5.6 The sprint race result defines the endurance race starting positions.
	5.7 The schedule must show start times for all sessions; however, it is understood that actual start times will vary based on-track situations and forces of nature.
	5.8 Drivers compete for financial awards, season points and trophies. Awards will be made available as soon as Official results are determined, or after the period for receiving protests has elapsed. Awards will not be distributed until after any prot...
	5.9 Sample Schedule

	6 LICENSING, EVENT CREDENTIALS AND ENTRIES
	6.1 MCOR is a private, for-profit organization, and reserves the right to deny any license, or to revoke any previous issued license, for any reason explicitly or implicitly, except that MCOR will not deny or revoke a license solely on the basis of ra...
	6.2 Anyone who applies for an MCOR license expressly agrees, and will acknowledge the following in writing if requested
	6.3 Familiarity with the GCR
	6.4 Agreement without reservations to any consequences of NOT complying with the GCR
	6.5 Renunciation of any right to recourse, except with the written consent of MCOR, to any arbitrator of tribunal not provided for in the GCR
	6.6 MCOR issues Competition and Officials’ Licenses based on qualifications and experience. Any individual may be a crew member but must have MCOR membership in order to gain access to the pit lane or other hazardous areas.
	6.7 MCOR licenses are only issued to MCOR members in good standing.
	6.8 All licenses are valid on a calendar year, meaning valid from January 1 through December 31 and are required to be renewed annually.
	6.9 A participant registered for an event must have his current membership and license in his possession. His license must be the proper level for the type of event and activity. All entrants must be members of MCOR and are subject to all provisions o...
	6.10 Only licensed members may be in hazardous areas. Nonmembers may only be where the hazards do not exceed those of the general public. For the purpose of determining a hazardous area, the definition “outside the protection of a positive area”
	6.11 An entry is considered official, and a competitor is considered entered in an event under the following conditions:
	6.11.1    The competitor is in good standing and his competition privileges are not suspended
	6.11.2     An official event entry form has been completed, signed, (or if an electronic entry, the approved Road Racing consent box is checked), submitted to and received by the organizers.
	6.11.3     The race entry fee has been submitted and received by the organizers
	6.11.4     All monies due to MCOR have been submitted and paid.
	6.11.5    An entrant or driver who enters more than one class during a single event, must submit separate entry forms for each class. A car may only compete in one class per race and must use the number associated with the unique entry for that class ...

	6.12   If an entry is withdrawn prior to the event deadline, there is no penalty, MCOR will issue a full refund. If the entry is withdrawn after the entry deadline, the organizers may return all or part of the entry fee. An entrant or driver may be fo...
	6.13   An entry containing a false or incorrect statement may be determined null and void by the MCOR reviewing group. The entrant or driver may be found in violation of the GCR, the entry fee may be forfeited, and additional penalties imposed.
	6.14  Unless the Road Racing Department authorizes a driver to use an assumed name, he must sign all official documents with his legal name for all events requiring an MCOR license.
	6.15  Even if an entry meets all requirements outlined above, the organizers have the right to refuse an entry without giving a reason. If an entry is refused, notification will be sent to the entrant or driver to the address on the entry form no late...
	6.16  Anyone participating in an event must sign the MCOR Release of Waiver of Liability Agreement before an event credential will be issued.
	6.17  Photo ID is required for any registered participant. Accepted photo ID will either be the official MCOR-issued ID (hard card or electronic) or a government issued photo ID (Driver’s license, US military ID, or Passport) with the verification of ...
	6.18  Identification cards from any other organization will not be accepted.
	6.19  A non-member or weekend member will be issued a temporary pass
	6.20  MCOR members who are 18 and older may be issued credentials allowing them access to hazardous areas. MCOR members 14 years to the age of majority as determined by the law in the state of the individual’s residence (typically 18 years old, but it...
	6.21 Non-member participants may be issued credentials which do not allow them access to hazardous areas. Guests of the organizer or spectators may be issued credentials or tickets which do not allow them access to hazardous area.

	7 TECHNICAL AND SAFETY INSPECTION
	7.1 A car must have a full and complete Annual Technical Inspection by an approved tech inspector once a year (12 months). If the car passes the inspection, the tech inspector shall enter the date of the expiration in the Vehicle Logbook. If the vehic...
	7.2 Safety Inspection License for Prep Shops
	7.2.1 Safety Inspector [proxy] license can be assigned to an individual employee in the shop issued by the MCOR Tech Division Administrator.  The authorized inspector must:
	7.2.2 Be trained by a National Scrutineer on how to perform annual inspections and signed off by MCOR Tech Division Administrator prior to performing inspections.
	7.2.3 Only perform annual inspections
	7.2.4 Records every annual inspection on the appropriate MCOR form and send to MCOR prior to scheduled start of event tech inspections.
	7.2.5 Pass the SFI test
	7.2.6 Be trained by a National Scrutineer on how to perform annual inspections
	7.2.7 Supply any tools required to perform annual safety inspections.
	7.2.8 In addition to the MCOR Annual Tech Inspection, an MCOR Tech Inspector will review vehicle logbooks at each event in which the vehicle will be competing. The Tech Inspector will then issue a tech sticker (unique for each event) if the logbook in...

	7.3 The technical inspection does not ensure, certify, or warrant that the vehicle or any part of it is safe or totally and ultimately compliant with all applicable rules nor does it in any way change the fact that the driver, crew members, and vehicl...
	• Detect every or any problem with a vehicle or a driver’s personal equipment or clothing
	• Detect every problem with rule compliance
	• Prevent bodily injury, death, or personal monetary damage.
	7.4 The participant agrees that he/she/they bears the ultimate responsibility at all times to ensure the safety of his vehicle and equipment, and compliance with all MCOR rules, regulations, and agreements, including but not limited to those contained...
	7.5 If damage or deficiencies from the car’s previous event(s) are noted in the Vehicle Logbook or if the car changes category, a new annual inspection must be completed before the car is permitted back into competition.
	7.6 Throughout the racing season, the Tech crew is encouraged to, and will, perform regular re-inspections through walk around observation in the pits and paddock, or through special impounds by group or class with the concurrence of the Race Director...

	8 IMPOUND
	8.1 Post-race impound is mandatory at all official races as defined in the event-specific supplemental regulations.
	8.2 No automotive communication equipment, including cell phones, are allowed inside a car during a race or at impound.
	8.3 During impound activities, cars are not allowed to be worked on or touched by anyone unless directed by a tech official.
	8.4 Unless otherwise specified in the Supplemental Regulations, the first 3 finishers in each class shall be immediately impounded for a minimum of 30 minutes after their race is completed. The Race Director or the Chief Steward may direct that additi...
	8.5 For each impounded car, the weight and other items appropriate for the class may be inspected, as agreed upon by the Race Director or Chief Steward and the Series Chief Tech inspector or Chief Technical Inspector
	8.6 The Race Director or Chief Steward may also order that a wheel or intake choke(s) or restrictors be removed during impound for inspection. If there is any doubt about the weight, the car must be weighed in both directions. A car that is underweigh...

	9 OFFICIAL SCALES
	9.1 The scales at the event are the official scales for the event. The Supplemental Regulations will include the hours scales will be available for drivers to weigh their cars. The following scale configurations are acceptable:
	• platform scales
	• individual scales that weigh 1 axle (2 wheels) at a time
	• 4 individual scale pads that each weigh a single wheel.

	10 RESULTS
	10.1 A lap chart or a printout showing the order of finish and number of laps completed for each car shall be titled as Provisional Results and posted as soon as possible. The time of posting will be on the Provisional Results with the Chief of T&S’s ...
	10.2 At the expiration of the protest period (30 minutes or the time stated in the Supplemental Regulations), Provisional Results may be considered official if Tech has cleared impound and the Race Director or Chief Steward have no pending actions. Th...
	10.3 The Provisional results with amendments applied, should be titled as Official Results and shall include the following types of information: description of event, timing and scoring information, and driver information.
	10.4 The timing and scoring information shall include total number of entries, DNFs, DNSs, the overall and class finishing positions for all starters, the number of laps completed for all starters, the overall time of the race, the winner’s margin of ...
	10.5 The driver information shall include driver’s full name, hometown, state, car number, car make and model, and sponsor information.
	10.6 Optional information on the Official Results may include: the overall time and average speed for each class winner, pit stop information, and accident reports. This information may be available on a separate document, such as an Entry List.
	10.7 When a car is given a lap, time, or finishing position penalty, the reason should be shown on the Official Results, including the GCR reference.
	10.8 When a car is disqualified, or withdrawn, the results should list the car at the bottom of the finishing order, showing the true finishing order as affected by the disqualification, or withdrawal. The results should show the final overall and cla...

	11 RACING PROCEDURES AND RULES
	11.1 GREEN FLAG (Solid Green) When displayed, the green flag indicates that the course is clear, and that racing is underway. The green flag is ordinarily shown only by the Starter.
	11.2 YELLOW FLAG (Solid Yellow) STANDING YELLOW – You are approaching an incident where your and others safety are at risk. The racing surface may be clear but there is immediate danger to you or others if you left the racing surface. Slow significant...
	11.3 WAVED YELLOW– You are approaching an incident that has great danger to you and others. The racing surface may be partially or completely blocked. Slow significantly and be prepared to stop. All efforts should be made to proceed through a Waving Y...
	11.4 DOUBLE YELLOW, DISPLAYED AT ALL STATIONS – Indicates the entire course is under yellow (full course yellow). All stations will display double yellow flags for all pace and safety car laps. SLOW DOWN, NO PASSING. However, cars may carefully pass e...
	11.5 BLUE FLAG – Motionless: Another Competitor is following you and may be trying to pass you.
	11.6 BLUE FLAG- Waved: Another Competitor may be rapidly overtaking you. Blue flags are normally used where the Driver being overtaken may be unaware of the following Car or is clearly obstructing another Car.
	11.7 NOTE: The blue flag is advisory and is not considered a command flag
	11.8 SURFACE CONDITION (Yellow with Vertical Red Stripes) Take care. A slippery condition exists, or debris is present on the racing surface. This flag is displayed standing.
	11.9 WHITE FLAG (Solid White) STANDING- Caution and take care for a slow-moving race car, ambulance, or other emergency vehicle on the racing surface. The standing flag is displayed for 2 flag stations prior to the vehicle in question. In addition, a ...
	11.10 WHITE FLAG (Solid White) WAVED - A waving white flag if displayed by the Starter shall indicate the start of the last lap of the race.
	11.11 BLACK FLAG (Solid Black) CLOSED BLACK FLAG (Furled) – Pointed or shaken at an individual car from the Starter’s stand (optionally, accompanied by a number board indicating the car number): WARNING for driving in an unsafe and/or improper manner....
	11.12 OPEN BLACK – Displayed from the Starter’s stand with a number board indicating the car number: Proceed directly to the pits and the location designated by the Race Director or Chief Steward or event Supplemental Regulations for consultation with...
	11.13 MECHANICAL BLACK FLAG (Black with Orange Ball) Displayed from the Starter’s stand with a number board indicating the car number. There is a mechanical problem with the car. Proceed directly to your pit or the location designated by the Race Dire...
	NOTE: THE BLACK FLAG CAN ONLY BE DISPLAYED BY ORDER OF THE RACE DIRECTOR OR CHIEF STEWARD AS RELAYED THROUGH RACE CONTROL.
	11.14 CHECKERED FLAG (Black and White Checks) Displayed at Finish to indicate that the session is finished. Continue cautiously to the pits.
	11.15 RED FLAG (Solid Red) Displayed at each station and on the Starter’s stand – EXTREME DANGER. Upon a red flag, Drivers must decelerate to a slow speed, not pass, and be prepared to stop at any time. Drivers should use caution and be aware that saf...
	11.16 RED AND BLACK COMBINED. Waved. Both a Red and a Black flag are waved simultaneously. This combination is used exclusively at the discretion of the Race Director to stop a Session or Race AND direct all Cars to come to a stop at the side of the t...

	12 PIT AREA RULES
	12.1 Pit Area Defined The area that is part of or connects with the access roads leading to and from the racing surface is the hot pit lane, which is where competition vehicles park when not on course during their sessions. There must be a protective ...
	12.2 Required Equipment There must be fire extinguishers with a nominal 10 pound dry chemical agent capacity and a minimum UL 60 BC or ABC rating placed at 50 foot intervals along the pit wall. If there will be refueling in the pits during the race, e...
	12.3 Authorized Personnel in the Pits Crew members in the hot pits must be event credentialed MCOR licensed members.
	12.4 Number of Crew Members in the Hot Pit Lane Unless the Supplemental Regulations or the Race Director or Chief Steward provide otherwise, no more than 4 crew plus the driver or drivers may attend to any car in the hot pit lane.
	12.5 Control Pit crews are under the control of the Pit Marshal at all times.
	12.6 Pit Barrier Crew may only cross the pit barrier when their car is in the hot pit, except to signal the driver, when no more than 1 crew may cross the barrier.
	12.7 Air Bottles/Gas Cylinders All compressed air bottles/gas cylinders with a pressure in excess of 200 psi must have a protective structure around their gauges and valves at all times.

	13 OVERSHOOTING THE PIT
	13.1 If a car overshoots its pit location, the car must either be pushed back into the pit location by hand, or else continue for another lap. No car may be pushed back to the pit location if doing so would create an undue hazard.
	13.2 No reverse gear to be used in the pitlane. PENALTY: Drive through

	14 REFUELING SYSTEMS
	14.1 Fuel must be transferred from the autonomous supply tank to the car using the equipment and methods defined in this Section only.
	14.2 Approved equipment as defined herein must be unmodified and installed and operational.
	14.3 Fuel transferred to the autonomous supply tank must be delivered by means of a hose fitted with a self-sealing connector (e.g., dry break, cam-lock) connected to the autonomous supply tank.
	14.4 The minimum FULL refueling time for ALL CLASSES is 40 seconds.
	14.5  Construction of the Autonomous Supply Tank must:
	14.5.1 Comply with FIA Appendix J Drawing n  252-7 except for the top plate shape and dimensions.
	14.5.2 Have a simple cylindrical internal shape.
	14.5.3 Not have any additional internal parts that could improve flow.
	14.5.4 Have a tolerance on bottom flatness of less than 3 mm inside the tank.
	14.5.5 Have the flow restrictor top face at the level of the internal surface of the bottom of the supply tank.
	14.5.6 Not have sensors other than as required by MCOR

	14.6 Refueling tank height is measured from the top surface of the vessel, not including vent, cover plate or fasteners at a distance 1.25 meters from the outermost face of the pit wall. a. The required refueling tank height is 2.0 meters with a toler...
	14.7 Once inspected by an MCOR Official the autonomous tank may not be moved until the conclusion of the Race or upon an approved retirement
	14.8 Fuel rigs/fill cans cannot be cooled and must be at within + - 10 degrees of ambient temperature

	15 PENALTIES
	15.1   All Road Racing participants are subject to control by MCOR, the GCR, and the Supplemental Regulations. This Section specifies the penalties for violating the GCR and the Supplemental Regulations.
	15.2   Any entrant, driver, crew member, organizer, official, or MCOR member may be penalized.
	15.3   In increasing order of severity, the range of penalties is as follows:
	15.3.1    Fine ($1-10,000)
	15.3.2    Reprimand NOTE: A reprimand against an MCOR member shall be noted in his license file.
	15.3.3    Fine ($100-$10,000)
	15.3.4    Loss of event points. NOTE: All fines must be in whole dollar amounts only.
	15.3.5    Loss of Time, Lap, or Finishing Position
	15.3.6    Probation of competition privileges Although the probation is effective immediately, the probation period does not begin until the license, as well as any imposed fine, is received by the Chief steward or the National Office. Any member on p...

	15.4  Failure to notify the Race Director or Chief Steward is a violation of probation.
	15.4.1    Length of Probation may be up to 12 months
	15.4.2    Term(s) of Probation A driver on probation may be restricted to competing in some or all events.
	15.4.3    Violation of Probation Failing to comply with the probation terms may result in further penalties assigned by a review committee appointed to hear the violation, by Driver or Official Review, or by the chief steward at the event where the vi...


	16 DISQUALIFICATION
	16.1   An entrant, driver, or car may be disqualified from a competition or an event. Rights to awards, including points, participation and race start credit, in the competition or event are automatically forfeited. Suspension of license privileges MC...
	16.2   A license holder whose privileges are suspended must immediately surrender his license to the Chief steward, review committee, or Court of Appeals. While the suspension is effective immediately, the suspension period does not begin until the li...

	17 LOSS OF ACCRUED POINTS
	17.1   A competitor may be penalized for all19 points accrued during the current season.
	17.2   Expulsion from MCOR - A member may be expelled from the MCOR as provided in the MCOR Bylaws.

	18 MULTIPLE PENALTIES
	18.1  A competitor may be imposed multiple penalties. Penalties may be consecutive. (Example, 3 months suspension followed by 3-month probation). Both suspension and probation may be imposed for a single violation.

	19 POINTS / PENALTY POINTS
	19.1 Points will be awarded to the top 10 finishers in class of every 4-hour enduro race as follows:
	P1 - 15  points
	P2 - 12  points
	P3 - 10  points
	P4 -   8  points
	P5 -   6  points
	P6 -   5  points
	P7 -   4  points
	P8 -   3  points
	P9 -   2  points
	P10 - 1  point
	19.2 Vehicles with fastest lap in class of the 4-hour race will be awarded 1 bonus point
	19.3 Points will be awarded to the top 3 finishers per class in the sprint race as follows:
	P1 - 3 points
	P2 - 2 points
	P3 - 1 point
	19.4  Penalty points assessed by the chief steward or court of appeals accrued in the following schedule
	1: Fine ($1- $1000)                                                               No points
	2: Reprimand                                                                        1 Point
	3: Fine ($1001-$5000)                                                           1 Point
	4: Loss of event points                                                           1 Point
	5: Fine ($5001-$10,000)                                                        3 Points
	6: Probation of MCOR competition privileges                            3 Points
	7: Disqualification                                                                  4 Points
	8: Suspension of MCOR competition privileges                          6 Points
	9: Loss of accrued championship or series points                      7 Points
	19.5  When a competitor receives multiple penalties from a single action, only the most severe penalty accrues points.
	19.6  Automatic points imposed according to the following schedule:
	19.6.1    Fourteen (14) Points accumulated in consecutive 12 months - Probation for 6 months
	19.6.2    Fifteen (15) or more points accumulated in consecutive 12 months - Suspension from series for 6 months
	19.6.3    Invalid statements of facts affidavit - Event disqualification and 3 months suspension of racing privileges
	19.6.4    Refusing to allow MCOR representative to inspect, tear down equipment in mechanical protest, request for action, or chief steward’s action - Event disqualification, 6 months suspension of competition privileges, $2500 Fine and 6 penalty points
	19.6.5    Noncompliance in Class - Event disqualification

	19.7   Penalty points caused by accumulation do not themselves result in further points
	19.8    Penalty points expire 3 calendar days after New Year annually

	20 AMENDMENT OF RULES
	20.1 Whenever a penalty or correction affects the official results, including when a driver or car is disqualified or reinstated, the MCOR stewards shall advance or demote subsequent competitors in the finishing order and advise the chief of timing an...
	20.2 MCOR has the right to publish that any individual or organization has been penalized, the penalty, and the reasons for the penalty. An individual or organization included in the notice of penalty has no right to act against MCOR or against any in...

	21 PROTESTS
	21.1 Any driver, crew, organizer, or official participating in an event, may protest any decision, act, or omission of another entrant, driver, crew, organizer, official, or any other person connected with said event whose actions the protestor believ...
	21.2 Protest Procedures
	21.2.1    Protest must be in writing
	21.2.2    Must specify the section of the GCR’s or supplement regulations that are alleged to have been violated
	21.2.3    Be signed by protestor
	21.2.4    Be accompanied by a protest fee of $500. These fees may be returned to the protestor at the discretion of MCOR.
	21.2.5    Must be delivered with fee to the Chief steward, assistant chief steward, or MCOR official delegated to receive protests, who will probably convey it to the chief steward.
	21.2.6    Protest must be filed within the time limits specified below, although MCOR may extend time in cases where the protestor can show that he was unable to meet the deadline because of circumstances beyond their control:
	21.2.7    Rules compliance of an entrant, driver, or car - No later than 1 hour before the race session of the competition for the issue in question. Cars in impound may be protested within 30 minutes after any session
	21.2.8     Starting Grid position - Within 30 minutes after grid is posted
	21.2.9     Driver’s on track behavior - Within 30 minutes of end of session
	21.2.10 Race Results - Within 30 minutes of results being posted
	21.2.11 Race Official action or decision - Within 30 minutes of session or within 30 minutes of receiving notification of official’s action


	22 VEHICLE CLASSES
	Vehicle eligibility - All mass-produced vehicles are eligible to compete in MCOR specific classes, but competitors must submit a vehicle eligibility form to MCOR for classing and approval. MCOR will have 6 different classes for competitors to compete ...
	22.1 CTL COMPACT TOURING LITE - Example of vehicles: Mazda MX5, Hyundai Veloster, Toyota 86, Subaru BRZ, Mazda 3, Toyota corolla, Mini Cooper, Honda Civic Si. PWR to weight: 13.1 to 14
	22.2 CTS COMPACT TOURING SPORT- Example of vehicles: TCR cars, Audi, Hyundai, Honda, Alfa Romeo, VW Golf. Also, RWD Cars example: BMW M2 CSR, Ginetta G55. PWR to weight: 9.1 to 10
	22.3 GTL GRAND TOURING LIGHT- Example of vehicles: Porsche Cayman GT4, Mercedes GT4, McLaren GT4, Audi R8 GT4, BMW M4 GT4, Aston Martin GT4. PWR to weight: 7.1 to 8
	22.4 GTS GRAND TOURING SPORT- Lamborghini Huracan GT3/ Super trofeo, Ferrari 488 Challenge/GT3, Porsche GT3 Cup, Mercedes AMG GT3, Aston Martin GT3, Acura NSX GT3. Power to weight: 6.5 to 7.0
	22.5 PL PROTOTYPE LIGHT - Sebeco NP01, Radical SR3. Power to weight: 7.5 to 8.0
	22.6 PS PROTOTYPE SPORT - Ligier JS P 320, Duquene D08, Ginetta G61. Power to weight: 5.1 to 6.0

	23 BALANCE OF PERFORMANCE (BOP)
	23.1 All vehicles in all classes are subject to mechanical BOP (example, ride height, wing angle, and weight)
	23.2 All 4-hour enduro winners in all classes are subject to a weight ballast add for next event as shown:
	P1 : 100lb
	P2 : 50lb
	P3 : 25lb

	24 GENERAL TECHNICAL AND SAFETY SPECIFICATIONS
	24.1 All cars are subject to inspection for compliance with the data which was submitted on the disclosure sheet.
	24.2 All vehicles’ appearance must be suitable for competition (enforced at technical and Safety inspection):
	24.2.1    Advertising and graphics (names, symbols, logos) may be displayed on cars provided they are in good taste and do not interfere with identification marks and MCOR logos, and required series sponsor decals and logos
	24.2.2    Cars that show substantial bodywork damage, structural damage, or that are partially or totally in primer, or that do not bear the prescribed identification marks shall not be approved for competition.

	24.3 Ballast may be added to all cars as required to meet minimum weight, provided it is securely mounted within the bodywork.
	24.4 Battery location is unrestricted within the bodywork. The hot terminal shall be insulated on all cars. All batteries shall be attached securely to the frame or chassis structure.
	24.5 Body panels shall be securely mounted. The hood and engine compartment shall be securely fastened. Hood fasteners must be removable with simple tools, no fastener requiring a key to open is permitted
	24.6 Brakes shall be pedal operated, working directly on each wheel and in good working order. ABS brakes are allowed. Brake pressure bias bars or valves are permitted for front to rear adjustment only.
	24.7 All cars competing in any of MCOR’s events are required to have at least one forward facing camera that is recording at all times while on track and provides a clear and horizontal field of view of the cars and track ahead. If video is needed as ...
	24.8 The mounts for video cameras shall be of safe and secure design. Suction cups or elastic mounts are not permitted
	24.9 Cool suits are allowed in all classes. Cool systems shall be of a safe and secure design.
	24.10   Data collection devices are considered instrumentation and are therefore allowed in all classes.
	24.11   MCOR uses data acquisition devices to assist performance balancing. MCOR race officials may install data acquisition devices in competitors' vehicles. If selected, drivers’ participation is not optional and is not protestable. All vehicles car...
	24.12   All cars shall be equipped with a master switch easily accessible from outside the car. The master switch shall be installed directly in positive (+) battery cable and shall cut all electrical circuits but not the on-board fire system and comm...

	25 Driver restraint systems
	25.1 All drivers in MCOR sanctioned events shall utilize either a 5,6, or 7-point restraint harness meeting FIA regulations. Open cockpit vehicles must wear arm restraints. Installation is subject to approval of the Chief Technical Inspector.
	25.2 The shoulder harness shall be the over the shoulder type. There shall be a single release common to the seat belt and shoulder harness. When mounting belts and harnesses it is recommended that they be kept as short as reasonably possible to minim...
	25.3 The single anti-submarine strap of the 5-point system shall be attached to the floor structure and have a metal to metal connection with the single release common to the seat belt and shoulder harness.
	25.4 The double leg straps of the 6 point or 7-point system may be attached to the floor as above for the 5 point system or be attached to the seat belt so that the driver sits on them, passing them up between his legs and attaching either to the sing...
	25.5 All straps shall be free to run through intermediate loops or clamps/buckles.
	25.6 Each seat (lap) and shoulder belt of the harness (5, 6, or 7 points) shall have an individual mounting point (i.e., 2 for seat belt and 2 for shoulder belt minimum). 6 or 7-point system anti-submarine straps may share a mounting point with one or...
	25.7 All driver restraint systems shall meet one of the following: SFI specification 16.1, 16.5, or FIA specification 8853/98, 8853-2016 or 8854/98.
	25.8 Restraint systems meeting SFI 16.1 or 16.5 shall bear a dated SFI Spec label. The certification indicated by this label shall expire on December 31st of the 5th year after the date of manufacture as indicated by the label. If for example the manu...
	25.9 Restraint systems homologated to FIA specification 8853/98 and 8854/98 will have a label containing the type of harness designation (‘C-###.T/98 or D-###.T/98) and date of expiration which is the last day of the year marked. All straps in this FI...
	25.10 If a restraint system has more than one type of certification label, the label with the latest expiration may be used.
	25.11 Harness Threading: Assemble in accordance with manufacturer’s instructions.

	26 DRIVER’S SAFETY EQUIPMENT
	26.1 All required driver’s safety equipment must be worn at all times while on track. The participant agrees that the participant always bears the ultimate responsibility to ensure the safety of participant’s driver’s safety equipment, and compliance ...
	26.2 At or before the first event of the calendar year, all driver’s safety equipment will be inspected by a licensed scrutineer. The scrutineer performing the inspection shall affix a dated, non-removable sticker or decal on the left side of helmets ...
	26.3 Throughout the racing season, a check of the condition and legality of driver’s safety equipment should periodically be done by scrutineers during impound by group or class with the concurrence of the Race Director or Chief Steward.
	26.4 Required Equipment:
	26.4.1    Driving suits that effectively cover the body from the neck to the ankles and wrists. One-piece suits are highly recommended. All suits shall bear an SFI 3.2A/1, SFI 3.4 or higher certification label or FIA 1986 Standard or FIA Standard 8856...
	26.4.2    Crash helmets approved by the Snell Foundation with Snell sticker 2015 or later Special Application SA2015/SAH2015, or by the SFI with a SFI Sticker SFI 31.1/2015 or newer, or by the FIA standard 8859-2015or FIA 8860-2010 or newer. SFI label...
	26.4.3    The use of a head and neck restraint system that has been certified in accordance with SFI 38.1 or FIA 8858-2002 or 8858-2010 is required; an SFI 38.1 or FIA 8858-2002 or 8858-2010 label must be properly affixed to the device. Freon based to...
	26.4.4    Gloves made of leather and/or accepted fire-resistant material containing no holes.
	26.4.5    Socks made of accepted fire-resistant material.
	26.4.6    Face coverings (balaclavas) of accepted fire-resistant material for drivers with beards or mustaches. Hair protruding from beneath a driver’s helmet shall be completely covered by fire resistant mate- rial. As an alternative to balaclavas, a...
	26.4.7    Goggles or face shields, preferably made of new impact resistant materials, for drivers of open cars.
	26.4.8    A driver’s restraint system meeting MCOR standards shall be always used while on the track.
	26.4.9    Shoes, with uppers of leather and/or nonflammable material that at a minimum cover the instep. Ventilation pinholes by the manufacturer are allowed.
	26.4.10 All required equipment shall be in good condition and free of defects, holes, cracks, frays, etc.

	26.5 An inside net running between the main roll hoop and the dash is recommended for all production-based cars and two-seater Sports Racing cars. It is recommended that the lower strand of the net pass the shoulder and run horizontally from the cage ...
	26.6 Seats
	26.6.1    The driver’s seat shall be a one-piece bucket-type seat and shall be securely mounted, to provide fore/ aft and lateral support. Passenger seat back, if a folding seat, shall be securely bolted or strapped in place.
	26.6.2    Mounting structures for racing seats may attach to the floor, cage and or center tunnel. Seat mounting points forward of the main hoop, between the centerline of the car and the driver’s side door bar and rearward of the front edge of the se...
	26.6.3    A system of head rest to prevent whiplash and rebound, and also to prevent the driver’s head from striking the underside of the main hoop shall be installed on all vehicles. Racing seats with integral headrests satisfy this requirement.
	26.6.4    The head rest on non-integral seats shall have a minimum area of 36 square inches and be padded with a mini- mum of one-inch-thick padding. It is strongly recommended that padding meet SFI spec 45.2 or FIA Sports Car Headrest Material. The h...

	26.7 Window Safety Net
	26.7.1    Window safety nets shall be used on the driver’s side window of all closed cars unless these are factory (OEM manufacturer) and FIA GT3/GT4 race prepared cars with fixed Lexan front door windows as noted on a Specification Line.
	26.7.2    All window nets shall meet SFI Specification 27.1., and shall bear an “SFI Spec 27.1.,Label” to that effect. Alternatively, window nets that meet the requirements of FIA J253.11 may be used.
	26.7.3    Competitors must provide proof of meeting the FIA standard, either via certification or physical measurement.
	26.7.4    The window net shall be equipped with a quick release device and when released, it shall fall downwards, thus not having to be flipped up on the roof.
	26.7.5     Nets shall be attached to the roll cage; plastic buckles, cable ties, hose clamps, and elastic cords are not permitted. Holes in the roll cage to accommodate either support rod are unacceptable unless bushed and welded completely.


	27 ELIGIBILITY
	27.1   Eligibility for class entered compliance with the GCR and Specification Books.
	27.2   Exhaust system shall be directed away from the body and shall terminate at or behind a point which is equidistant from the front and rear hubs.

	28 FIRE SYSTEM
	28.1   All cars shall be equipped with an On-Board Fire System meeting the following requirements:
	28.1.1    Systems certified to SFI specification 17.1 or 17.2, or
	28.1.2    Those listed by the FIA on Technical List No. 16
	28.1.3    Visible Certification label, including capacity, type of extinguishing agent, and weight, or volume of the extinguishing agent

	28.2   The fire system cylinder shall be securely mounted in such a manner that it can be checked during a technical inspection and may be removed for weighing periodically for compliance to full weight shown on the cylinder. (Weight is without valve ...
	28.3   Manual or automatic release is allowed. The release mechanism shall be within reach of the driver when belted in the car.
	28.4   All on-board fire systems shall be identified with a circle “E” decal.
	28.5   In GT and Production cars, two circle “E” decals may be required–one at the release location and the second on the outside bodywork in line with or as near to the release location as possible.
	28.6   In prototype and Sports Racing cars, a circle “E” decal shall be located on the outside bodywork as near to the release location as possible.
	28.7   There shall be a minimum of two nozzle locations–one in the driver’s compartment and one in either the engine area or the fuel cell area. The nozzles shall be suitable for the type of extinguishing agent used.
	28.8   The firing safety pin(s) shall be removed from all on-board fire systems prior to going on track. It is recommended that a warning tag be attached to the safety pin to remind the driver to remove the safety pin before entering the racing surface.
	28.9   All fire systems shall be serviced according to manufacturer’s specifications.

	29 FIREWALL AND FLOOR
	29.1   Firewall and floor shall prevent the passage of flame and debris into the driver’s compartment. Belly pans shall be vented to prevent the accumulation of liquids, except composite/honeycomb structures. All rear-engined cars are required to have...

	30 FUEL
	30.1 All cars shall use fuel, as defined below, unless a specific exemption is made in the provisions for a specific category/class.
	30.2 Permitted fuel is herein defined as gasoline or diesel fuel meeting specified dielectric constant standards and not containing any prohibited substance in excess of stated limits. Gasoline is a mixture of refined hydro- carbons. Gasoline is an el...
	30.3 If a car is required to run diesel fuel, it will be noted on its specification line. Diesel fuels must have a dielectric constant between 2.2 and 4.9 (G-01 or FTK-01) or between 24 and 55 (DT-47FT or FT-64). Diesel fuels are subject to the same r...
	30.4 Fuel Sample Acquisition:
	30.4.1    All cars shall be equipped with an accessible sampling port/valve/device located in a fuel line between the fuel tank or fuel cell and the carburetors or fuel injection system or in an unused carburetor port to allow safe acquisition of a fu...
	30.4.2    Competitors whose cars are equipped with a factory fuel pressure test port or who have factory fuel pressure test equipment available are not required to have an additional fuel sampling port, providing the test port is accessible and the co...
	30.4.3    Competitors will provide all the necessary and appropriate tools to obtain a fuel sample.
	30.4.4    A tech observer and manned fire extinguisher will be at the car at the time the sample is taken, and the competitor will name the fuel brand and type for notation on the fuel sample bottle label.

	30.5 Fuel Cell Specifications
	30.5.1    All cars must be equipped with a safety fuel cell complying with these specifications, except for Touring, production-based cars, and cars where the stock fuel tank is located between the axle center lines and within the main chassis structu...
	30.5.2    Stock fuel tank must remain in its stock location, or as otherwise specified in the GCR. All safety fuel bladders shall be constructed and certified in accordance with the FIA FT-3 or higher (FT-3.5, FT-5, etc.) or SFI 28.3 specifications.
	30.5.3    Fuel cells do not time out and have no expiration date. Alternatively, safety fuel cells shall be constructed in accordance with FIA FT-3 or higher or SFI 28.3 specifications and tested to those requirements by an independent facility as wit...
	30.5.4    The results of these tests shall be submitted to the Road Racing department for inclusion on a list of approved suppliers.
	30.5.5    All safety fuel cells shall consist of a foam-filled fuel bladder enclosed in a metal container at minimum.
	30.5.6    There is no restriction of fuel cell capacity or dimensions of the fuel cell, except where otherwise specified


	31 LIGHTS
	31.1 All non-Formula cars shall have two operating red brake lights.
	31.2 All cars shall be equipped with rain light(s) clearly visible from the rear. The rain light(s) shall be turned on when directed to by the Race Director or Chief Steward.
	31.3 Non-prototype and Sports Racing cars shall utilize the original equipment red taillights or the rain light.
	31.4 All prototype and Sports Racing cars shall be equipped with a red taillight of at least the equivalent illumination power of a 15-watt bulb. This light shall be mounted on the centerline of the car. Light assemblies shall be considered one light ...
	31.5 Original equipment tail light assemblies may be used. Light assemblies may perform both rain and brake light functions provided they have two distinct illumination levels. Lights that function as strobe lights are not permitted except in prototyp...
	31.6 Exposed glass headlights shall be taped. Rear brake lights may be taped with transparent tape. Turn signals, front parking lights, backup lamps, and side marker lights may be taped or painted. Lights mounted on or below the bumper shall be remove...

	32 LOSS OF BODYWORK
	32.1 All major body components such as front and rear hoods, fenders, doors, and windscreens shall be maintained in normal position throughout the competition. If loss of bodywork is a safety hazard, the car may be black- flagged. A car completing a c...

	33 TOWING EYES
	33.1 All cars shall have a towing eye or strap, front and rear, that does not dangerously protrude from the body- work when the car is racing, to be used for flat towing or hauling the vehicle. These towing eyes or straps shall be easily accessible wi...
	33.2 The front tow eye may be mounted at any location forward of the windshield, and a hole may be cut in the bodywork for the sole purpose of clearing a protruding tow eye.

	34 ROLL CAGES FOR GT AND PRODUCTION BASED CARS
	34.1 All cars must utilize a roll cage compliant with the following specifications. These specifications apply to all vehicles registered to compete.
	34.2 The roll cage consists of the main hoop, front hoop, side protection, and braces as specified in these rules.
	34.3 MAIN HOOP
	34.3.1    The main hoop (behind the driver) must be the full width of the cockpit for all cars. It must be one continuous length of tubing with smooth bends and no evidence of crimping or wall failure. The main hoop must maintain a single plane.
	34.3.2    On all closed cars, the main hoop must be as close as possible to the roof and “B” pillars.
	34.3.3    Open cars without the windshield frame may use an asymmetric main hoop. The main hoop must be full width to the passenger side of the car. On the passenger side of the car the hoop must be at least as high as the top of the rear corner of th...
	34.3.4    The main hoop must be high enough that a straight line drawn from the top of the main hoop to the top of the front hoop would pass over the driver’s helmet and steering wheel when the driver is seated in the normal driving position. Addition...

	34.4 MAIN HOOP BRACING
	34.4.1    Main hoops shall incorporate a diagonal brace. The brace shall either be in the plane of the main hoop or extend from the top of one rear brace to the bottom of the opposite rear brace. Automobiles with mid mounted engines can have the lower...
	34.4.2    Cars must incorporate a main hoop horizontal brace at the approximate level of the driver’s shoulders but not lower than the shoulder belt mounting point.  Driver’s Restraint Systems. If a double-diagonal “X” brace is used in the plane of th...
	34.4.3   Cars must have 2 braces extending to the rear from the main hoop and attaching to the frame or chassis. Braces must be attached as near as possible to the top of the main hoop (not more than 6 inches below the top), and at an included angle o...
	34.4.4    Open cars must have 2 braces extending forward from the main hoop and attaching to the front hoop, not more than 6 inches below the top of the front and main hoop. It is recommended that the front and rear braces attach to the main hoop as c...

	34.5 FRONT HOOP
	34.5.1    Roll cages may be of two designs, low front hoop or high front hoop. All closed top cars and cars that retain the windshield frame must have a high front hoop design. Open cars may incorporate a high or low front hoop design. High front hoop...

	34.6 CLOSED CARS
	34.6.1    The front hoop (side hoop) must follow the line of the A-pillars to the top of the windshield and be connected by horizontal bars to the top of the main hoop on each side (as close to the roof as possible).
	34.6.2    Instead of a single front hoop, two side hoops (down tubes) may be used. Alternatively, a top “halo” hoop following the roof line from the main hoop to the windshield with forward down tubes following the A-pillars to the floor may be used.
	34.6.3    Regardless of which one of the two approved tubing configurations there shall be a tube connecting the two A-pillar tubes at the top of the windshield.

	34.7 OPEN CARS
	34.7.1    The height of the front hoop must be consistent across the full width of the cockpit

	34.8 SIDE PROTECTION
	34.8.1    Two side tubes connecting the front and main hoops across both door openings are mandatory. Tubes that are welded to any part of the same mounting plate are considered to be connected to one another NASCAR-style side protection or one bar bi...

	34.9 MANUFACTURER SUPPLIED/FIA/MSA HOMOLOGATED ROLL CAGES
	34.9.1    Cars may compete with FIA or FIA-Approved Test Houses homologated cages provided the cage was built by the manufacturer or a manufacturer designated shop/team and approved for use. Cars must have the FIA identification plate attached to the ...
	34.9.2    Cars may compete with an approved Motorsport UK Roll Over Protection System Certificate. All related engineering drawings and documents shall be submitted to MCOR for approval. Cars must have an MSA identification plate attached to the cage.



